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HAWAII ADMINISTRATIVE RULES

TITLE 11

DEPARTMENT OF HEALTH

CHAPTER 20

RULES RELATING TO POTABLE WATER SYSTEMS

§11-20-1 Coverage
§11-20-2 Definitions
§11-20-3 Maximum contaminant levels for inorganic chemicals
§11-20-4 Maximum contaminant levels for organic chemicals
§11-20-5 Maximum contaminant levels for turbidity
§11-20-6 Maximum microbiological contaminant levels
§11-20-7 Maximum contaminant levels for radionuclides
§11-20-8 Sampling and analytical requirements
§11-20-9 Microbiological contaminant sampling and analytical

requirements
§11-20-10 Turbidity sampling and analytical requirements
§11-20-11 Inorganic chemical sampling and analytical

requirements
§11-20-12 Organic chemicals other than total trihalomethanes,

sampling and analytical requirements
§11-20-13 Radionuclide sampling and analytical requirements
§11-20-14 Alternative analytical techniques
§11-20-15 Approved laboratories
§11-20-16 Monitoring of consecutive public water systems
§11-20-17 Reporting requirements
§11-20-18 Public notification
§11-20-19 Record maintenance
§11-20-20 Requirements for a variance
§11-20-21 Variance request
§11-20-22 Consideration of variance request
§11-20-23 Requirements for an exemption
§11-20-24 Exemption request
§11-20-25 Consideration of an exemption request
§11-20-26 Disposition of a request for variance or exemption
§11-20-27 Public hearings on variances, variance schedules, and

exemption schedules
§11-20-28 Final schedule
§11-20-29 Use of new sources of raw water for public water

systems
§11-20-29.5 Capacity demonstration and evaluation
§11-20-30 New and modified public water systems
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§11-20-31 Use of trucks to deliver drinking water
§11-20-32 Penalties and remedies
§11-20-33 Entry and inspection
§11-20-34 Special monitoring for sodium
§11-20-35 Special monitoring for corrosivity characteristics
§11-20-36 Reporting and public notification for certain

unregulated contaminants
§11-20-37 Special monitoring for inorganic and organic chemicals
§11-20-38 Additives
§11-20-39 Time requirements
§11-20-40 Criteria and procedures for public water systems using

point-of-entry devices
§11-20-41 Use of other non-centralized treatment devices
§11-20-42 Bottled water and point-of-use devices
§11-20-43 Variance from the maximum contaminant levels for

synthetic organic chemicals
§11-20-44 Repealed
§11-20-45 Total trihalomethanes sampling, analytical and other

requirements
§11-20-46 Filtration and disinfection (Surface Water Treatment

Rule)
§11-20-47 Treatment techniques for acrylamide and

epichlorohydrin
§11-20-48 Adoption of the national primary drinking water

regulations for lead and copper
§11-20-48.5 Consumer confidence reports
§11-20-49 Severability

Historical Note:  Chapter 20 of Title 11 Administrative Rules is
based substantially upon Chapter 49 of the Public Health
Regulations, Department of Health.  [Eff 8/16/77; R 12/26/81]

§11-20-1  Coverage.  This chapter applies to each public
water system, unless the public water system meets all of the
following conditions:

(1) It consists only of distribution and storage
facilities (and does not have any collection and
treatment facilities);

(2) It obtains all of its water from, but is not owned or
operated by, a public water system to which such rules
apply;

(3) It does not sell water to any person; and
(4) It is not a carrier which conveys passengers in

interstate commerce.  [Eff 12/26/81; comp 3/7/92; am
and comp 1/2/93; comp 12/15/94; comp 10/13/97; 
comp 9/7/99]  (Auth:  HRS §§340E-2, 340E-9) (Imp: 
HRS §§340E-2, 340E-9; 42 U.S.C. §§300g-1, 300g-2; 40
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C.F.R.  Parts 141, 142, §142.10)

§11-20-2  Definitions.  As used in this chapter:
"Act" means the Public Health Service Act, as amended by the

Safe Drinking Water Act, P.L. 93-523, December 16, 1974 and Safe
Drinking Water Act Amendments of 1986, P.L. 99-339, June 19, 1986.

"Acute violation" means a violation of the maximum human
health.  The following violations are acute violations: 

(1) Violations determined by the director as posing an
acute risk to human health.

(2) Violation of the MCL for nitrate or nitrite as
provided in section 11-20-3 and determined according
to section 11-20-11(i)(3).

(3) Violation of the MCL for total coliforms, as provided
in section 11-20-6(b), and which occurs when a repeat
sample is fecal coliform-positive, or a total
coliform-positive repeat sample follows a fecal
coliform-positive routine sample.

"Administrator" means the administrator of the United States
Environmental Protection Agency, or authorized representative.

"Best available technology" or "BAT" means the best
technology, treatment techniques, or other means which the
director finds, after examination for efficacy under field
conditions and not solely under laboratory conditions, are
available (taking cost into consideration).  For the purposes of
setting MCLs for synthetic organic chemicals, any BAT shall be at
least as effective as granular activated carbon.

"Capacity" means the overall capability of a water system to
consistently produce and deliver water meeting all national and
state primary drinking water regulations in effect or likely to be
in effect when new or modified operations begin.  Capacity
includes the technical, managerial, and financial capacities of
the water system to plan for, achieve, and maintain compliance
with applicable national and state primary drinking water
regulations.

"Coagulation" means a process using coagulant chemicals and
mixing by which colloidal and suspended materials are destabilized
and agglomerated into flocs.

"Community water system" means a public water system which
serves at least fifteen service connections used by year-round
residents or regularly serves at least twenty-five year-round
residents.

"Compliance cycle" means the nine-year calendar year cycle
during which public water systems must monitor.  Each compliance
cycle consists of three three-year compliance periods.  The first
calendar year cycle begins January 1, 1993 and ends December 31,
2001; the second begins January 1, 2002 and ends December 31,
2010; the third begins January 1, 2011 and ends December 31, 2019.

"Compliance period" means a three-year calendar year period
within a compliance cycle.  Each compliance cycle has three
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§11-20-2

three-year compliance periods.  Within the first compliance cycle,
the first compliance period runs from January 1, 1993 to December
31, 1995; the second from January 1, 1996 to December 31, 1998;
the third from January 1, 1999 to December 31, 2001.

 "Confluent growth" means a continuous bacterial growth
covering the entire filtration area of a membrane filter, or a
portion thereof, in which bacterial colonies are not discrete.

"Contaminant" means any physical, chemical, biological, or
radiological substance or matter in water.  An additive
contaminant under this definition may have a beneficial or a
detrimental effect on the potability of the water.

"Conventional filtration treatment" means a series of
processes including coagulation, flocculation, sedimentation, and
filtration resulting in substantial particulate removal.

"CT" or "CTcalc" is the product of "residual disinfectant
concentration" (C) in milligrams per liter or mg/l determined
before or at the first customer, and the corresponding
"disinfectant contact time" (T) in minutes, i.e., "C" x "T".  If a
public water system applies disinfectants at more than one point
prior to the first customer, it shall determine the CT of each
disinfectant sequence before or at the first customer to determine
the total per cent inactivation or "total inactivation ratio." In
determining the total inactivation ratio, the supplier shall
determine the residual disinfectant concentration of each
disinfection sequence and corresponding contact time before any
subsequent disinfection application point(s).

"CT99.9" means the CT value required for 99.9 per cent

(3-log) inactivation of Giardia lamblia cysts.
"CT inactivation ratio" means (CTcalc)/(CT99.9).  The sum of

the inactivation ratios, or total inactivation ratio shown as
(CTcalc)/(CT99.9) is calculated by adding together the

inactivation ratio for each disinfection sequence.  A total
inactivation ratio equal to or greater than 1.0 is assumed to
provide a 3-log inactivation of Giardia lamblia cysts.

"Department" means the department of health, State of
Hawaii.
 "Diatomaceous earth filtration" means a process resulting in
substantial particulate removal in which (1) a precoat cake of
diatomaceous earth filter media is deposited on a support membrane
(septum), and (2) while the water is filtered by passing through
the cake on the septum, additional filter media known as body feed
is continuously added to the feed water to maintain the
permeability of the filter cake.

"Direct additives" means contaminants added to water in the
protection of drinking water.
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"Direct filtration" means a series of processes including
coagulation, flocculation, and filtration but excluding
sedimentation resulting in substantial particulate removal.

"Director" means the director of the Hawaii state department
of health or the director's authorized agent.

"Disinfectant contact time" ("T" in CT calculations) means
the time in minutes that it takes for water to move from the point
of disinfectant application or the previous point of disinfectant
residual measurement to a point before or at the point where
residual disinfectant concentration ("C") is measured.  Where only
one "C" is measured, "T" is the time in minutes that it takes for
water to move from the point of disinfectant application to a
point before or at the point where residual disinfectant
concentration ("C") is measured.  Where more than one "C" is
measured, "T" is (a) for the first measurement of "C", the time in
minutes that it takes for water to move from the first or only
point of disinfectant application to a point before or at the
point where the first "C" is measured, and (b) for subsequent
measurements of "C", the time in minutes that it takes for water
to move from the previous "C" measurement point to the "C"
measurement point for which the particular "T" is being
calculated.  Disinfectant contact time in pipelines shall be
calculated based on "plug flow" by dividing the internal volume of
the pipe by the maximum hourly flow rate through that pipe. 
Disinfectant contact time within mixing basins and storage
reservoirs shall be determined by tracer studies or an equivalent
demonstration.

"Disinfection" means a process which inactivates pathogenic
organisms in water by chemical oxidants or equivalent agents.

"Domestic or other non-distribution system plumbing problem"
means a coliform contamination problem in a public water system
with more than one service connection that is limited to the
specific service connection from which the coliform-positive
sample was taken.

"Dose equivalent" means the product of the absorbed dose
from ionizing radiation and such factors as account for
differences in biological effectiveness due to the type of
radiation and its distribution in the body as specified by the
International Commission on Radiological Units and Measurements
(ICRU).

"Fecal coliform" means part of the total coliform group that
are gram negative, nonspore forming rods that ferment lactose in
24 _ 2 hours at 44.5 _ 0.2 degrees Centigrade with the production
of gas.

"Filtration" means a process for removing particulate matter
from water by passage through porous media.
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"Financial capacity" refers to the financial resources of
the water system, including an adequate budget, adequate fiscal
controls, and credit worthiness.

"Flocculation" means a process to enhance agglomeration or
collection of smaller floc particles into larger, more easily
settleable particles through gentle stirring by hydraulic or
mechanical means.

"Granular activated carbon" or "GAC" consists of fine carbon
particles placed in pressure filters to adsorb the organics in the
water.

"Gross alpha particle activity" means the total
radioactivity due to alpha particle emission as inferred from
measurements on a dry sample.

"Gross beta particle activity" means the total radioactivity
due to beta particle emission as inferred from measurements on a
dry sample.

"Groundwater under the direct influence of surface water" or
"GWUDI" means any water beneath the surface of the ground with 

(1) Significant occurrence of large-diameter pathogens
such as Giardia lamblia, or

(2) Significant and relatively rapid shifts in water
characteristics such as turbidity, temperature,
conductivity, or Ph which closely correlate to
climatological or surface water conditions.  

Direct influence shall be determined for individual sources in
accordance with criteria established by the director.  

"Halogen" means one of the chemical elements chlorine,
bromine, or iodine.

"Heterotrophic bacteria" means a broad class of aerobic and
facultative anaerobic organisms which use organic nutrients for
growth.  The group includes many innocuous bacteria as well as
virtually all of the bacteria pathogens and those bacteria infect
when the host defenses are weakened.

"Heterotrophic plate count" or "HPC" means the number of
heterotrophic bacteria contained in a water sample.

"Indirect additives" means contaminants that are introduced
into drinking water through contact with surfaces of material or
products used for its treatment, storage, transmission, or
distribution.

"Initial compliance period" means the first full three-year
compliance period which begins at least eighteen months after
federal promulgation.  For the Phase V contaminants listed in
section 11-20-4(d)(20)-(22), section 11-20-4(e)(19)-(33), and
section 11-20-3(b)(11)-(15), the initial compliance period for
systems with 150 or more service connections is January
1993-December 1995 (the first full three-year compliance period
after July 17, 1992), and for systems having fewer than 150
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service connections, the initial compliance period is January
1996-December 1998 (the first full three-year compliance period
after January 17, 1994).

"Legionella" means a genus of bacteria, some species of
which have caused a type of pneumonia called Legionnaires Disease.

"Managerial capacity" refers to the ability of the water
system to manage itself, including clear ownership, organization,
and communications, and accountability; adequate management,
staffing, policies, training, and information management; and
effective relationships with customers and regulatory agencies.

"Man-made beta particle and photon emitters" means all
radionuclides emitting beta particles or photons, or both, listed
in Maximum Permissible Body Burdens and Maximum Permissible
Concentration of Radionuclides in Air or Water for Occupational
Exposure, National Bureau of Standards Handbook 69, except the
daughter products of thorium-232, uranium-235, and uranium-238.

"Maximum contaminant level or "MCL" means the maximum
permissible level of a contaminant in water which is delivered to
any user of a public water system.

"Maximum contaminant level goal" or "MCLG" means the maximum
level of a contaminant in drinking water at which no known or
anticipated adverse effect on the health or persons would occur,
and which allows an adequate margin of safety.  Maximum
contaminant level goals are nonenforceable health goals.

"Maximum total trihalomethane potential" or "MTTHMP" means
the maximum concentration of total trihalomethanes produced in a
given water containing a disinfectant residual after seven days at
a temperature of 25 degrees Centigrade or above.

 "Near the first service connection" means at one of the
twenty per cent of all service connections in the entire system
that are nearest the water supply treatment facility, as measured
by water transport time within the distribution system.

"Non-community water system" means a public water system
that is not a community water system.

"Non-transient non-community water system" or "NTNCWS" means
a public water system that is not a community water system and
that regularly serves at least twenty-five of the same persons
over six months per year.

"Packed tower aeration" or "PTA" consists of high-surface
area packing material supported and contained in a cylindrical
shell.  Water flow is normally downward through the packing
material with either forced draft or induced draft upward airflow.

"Performance evaluation sample" means a reference sample
provided to a laboratory for the purpose of demonstrating that the
laboratory can successfully analyze the sample within limits of
performance specified by the EPA.  The limits of performance for
inorganic samples are defined in 40 C.F.R. §141.23(k)(3)(ii), for
volatile organic chemicals are defined in 40 C.F.R.
§141.24(f)(17)(i), and for synthetic organic chemicals are defined
in 40 C.F.R. §141.24(h)(19)(i)(B).  The true value of the
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concentration of the reference material is unknown to the
laboratory at the time of the analysis.

"Person" means an individual, corporation, company,
association, partnership, county, municipality; or state, federal,
or tribal agency.

"Picocurie" or "pCi" means that quantity of radioactive
material producing 2.22 nuclear transformations per minute. 
"pCi/l" is a symbol for picocurie per liter.

"Point of disinfectant application" is the point where the
disinfectant is applied and water downstream of that point is not
subject to recontamination by surface water runoff.

"Point-of-entry treatment device" is a treatment device
applied to the drinking water entering a house or building for the
purpose of reducing contaminants in the drinking water distributed
throughout the house or building.

"Point-of-use treatment device" is a treatment device
applied to a single tap used for the purpose of reducing
contaminants in drinking water at that one tap.

"Public water system" means a system  which provides water
for human consumption, through pipes or other constructed
conveyances if the system has at least fifteen service connections
or regularly serves an average of at least twenty-five individuals
daily at least sixty days out of the year.  Such term includes (1)
any collection, treatment, storage, and distribution facilities
under control of the operator of such system and used primarily in
connection with such system, and (2) any collection or
pretreatment storage facilities not under such control which are
used primarily in connection with such system.  A public water
system may be privately or publicly owned or operated.  A public
water system is  a "community water system" or a "non-community
water system".

"Rem" means the unit of dose equivalent from ionizing
radiation to the total body or any internal organ or organ system.
A "millirem" or "mrem" is 1/1000 of a rem.

"Repeat compliance period" means any subsequent compliance
period after the initial compliance period.

"Residual disinfectant concentration" ("C" in CT
calculations) means the concentration of disinfectant measured in
milligrams per liter or mg/l in a representative sample of water.

"Sanitary survey" means an on-site review of the water
source, facilities, equipment, operation, and maintenance of a
public water system for the purpose of evaluating the adequacy of
such source, facilities, equipment, operation, and maintenance for
producing and distributing safe drinking water.

20-8



§11-20-3

"Secondary maximum contaminant levels" or "SMCLS" means the
maximum permissible level of a contaminant in water which is
delivered to the free flowing outlet of the ultimate user of the
public water system.

"Sedimentation" means a process for removal of solids before
filtration by gravity or separation.

"Slow sand filtration" means a process involving passage of
raw water through a bed of sand at low velocity (generally less
than 0.4 meters per hour or 1.2 feet per hour) resulting in
substantial particulate removal by physical and biological
mechanisms.

"Standard sample" means the aliquot of finished drinking
water that is examined for the presence of coliform bacteria.

"State" means the Hawaii state department of health.
"Supplier of water" means any person who owns or operates a

public water system.
"Surface water" means all water which is open to the

atmosphere and subject to surface runoff.
"Surface water treatment rule administrative manual" is a

separate document adopted as part of this chapter and, as such,
has the effect of law in the uniform enforcement of this chapter.

"System with a single service connection" means a system
which supplies drinking water to consumers via a single service
line.

"Technical capacity" refers to the physical infrastructure
of the water system, including but not limited to the adequacy of
the water source(s), treatment, storage, and distribution systems,
and the ability of system personnel to adequately operate and
maintain the system and to otherwise implement technical
knowledge.

"Too numerous to count" means that the total number of
bacterial colonies exceeds 200 on a 47-millimeter diameter
membrane filter used for coliform detection.

"Total coliform" means all aerobic and facultative
anaerobic, gram-negative, nonspore-forming, rod-shaped bacteria
that ferment lactose with gas and acid formation within 48 hours
at 35 degrees C or hydrolyzes OMPG to form a yellow color.

"Total trihalomethanes" or "TTHM"  means the sum of the
concentration in milligrams per liter of the trihalomethane
compounds (trichloromethane (chloroform), dibromochloromethane,
bromodichloromethane, and tribromomethane (bromoform)), rounded to
two significant figures.

"Transient non-community water system" or TWS means a
non-community water system that does not regularly serve at least
twenty-five of the same persons over six months per year.

"Treatment technique requirement" means a requirement of the
state primary drinking water rules which specifies for a
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contaminant a specific treatment technique(s) known to the
director which leads to a reduction in the level of such
contaminant sufficient to comply with the requirements of this
chapter.

"Trihalomethane" or "THM" means one of the family of organic
compounds, names as derivatives of methane, wherein three of the
four hydrogen atoms in methane are each substituted by a halogen
atom in the molecular structure.

"Turbidity" means suspended material such as clay, silt,
finely divided organic material, or other inorganic material in
water.  Turbidity is measured in nephelometric turbidity units
(NTU).

"Virus" means a virus of fecal origin which is infectious to
humans by waterborne transmission.  

"Waterborne disease outbreak" means the significant
occurrence of acute infectious illness, epidemiologically
associated with the ingestion of water from a public water system
which is deficient in treatment, as determined by the director. 
[Eff 12/26/81; am and comp 3/7/92; am and comp 1/2/93; am and comp
12/15/94; am and comp 10/13/97; am and comp 9/7/99] 
(Auth:  HRS §§340E-2, 340E-2.5, 340E-9) (Imp:  HRS §§340E-2,
340E-2.5, 340E-9; 42 U.S.C.  §§300g-1, 300g-2, 300g-3, 300g-9,
300j-4, 300g-b, 300j-9; 40 C.F.R. Parts 141, 142, §141.2, §142.10)

§11-20-3 Maximum contaminant levels for inorganic
chemicals.  (a) The MCL for nitrate, nitrite, and total nitrate
and nitrite is applicable to all public water systems except as
provided by subsection (d).  The MCLs for the other inorganic
chemicals apply to community water systems and non-transient
non-community water systems.  Compliance with MCLs for inorganic
chemicals is calculated pursuant to section 11-20-11.

(b) The following are the MCLs for inorganic chemicals
other than fluoride:

      MCL, Chemical Abstract Source
        Milligrams  Registry Number 

Contaminant   Per Liter (mg/1)         (CAS #)   

(1) Arsenic  0.05 7440-38-2
(2) Asbestos  7 million fibers/liter

(longer than 10 _m)  
(3) Barium  2    7440-39-3
(4) Cadmium  0.005 7440-43-9
(5) Chromium  0.1       7440-47-3
(6) Mercury  0.002 7439-97-6
(7) Nitrate 10 (as Nitrogen)      14797-55-8
(8) Nitrite  1 (as Nitrogen)
(9) Total Nitrate 10 (as Nitrogen)
  and Nitrite
(10) Selenium  0.05       7882-49-2
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(11) Antimony  0.006 7440-36-0
(12) Beryllium  0.004 7440-41-7
(13) Cyanide (as  0.2

 free Cyanide)
(14) (reserved)
(15) Thallium  0.002 7440-28-0

(c) The MCLs for fluoride apply only to community water
systems.  The MCLs for fluoride (CAS #16984-48-8) are listed
below, based on the annual average of the maximum daily air
temperature for the water system location.

Temperature, Degrees,   
  Fahrenheit   Celsius       MCL (mg/l)

53.7 and below 12.0 and below    2.4
53.8 to 58.3 12.1 to 14.6    2.2
58.4 to 63.8 14.7 to 17.6    2.0
63.9 to 70.6 17.7 to 21.4    1.8
70.7 to 79.2 21.5 to 26.2    1.6
79.3 to 90.5 26.3 to 32.5    1.4

Fluoride at optimum levels in drinking water has been shown to
have beneficial effects in reducing the occurrence of tooth decay.

(d) At the discretion of the director, nitrate levels not
to exceed twenty milligrams per liter or mg/l may be allowed in a
non-community water system if the supplier of water demonstrates
to the satisfaction of the director that:

(1) Such water will not be available to children under six
months of age; 

(2) There will be continuous posting of the fact that
nitrate levels exceed ten milligrams per liter or mg/l
and the potential health effects of exposure; 

(3) Local and state public health authorities will be
notified annually of nitrate levels that exceed ten
milligrams per liter or mg/l; and 

(4) No adverse health effects shall result.
(e) The best available technologies (BATs) for treating

inorganic chemicals to achieve compliance with their MCLs are
found in 40 C.F.R. §141.62(c).  [Eff 12/26/81; am and comp 3/7/92;
am and comp 1/2/93; am and comp 12/15/94; am and comp 10/13/97;
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-9; 42 U.S.C.  §§300g-1, 300g-2; 40 C.F.R.  Parts 141, 142,
§141.11, §141.62, §142.10)
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§11-20-4 Maximum contaminant levels for organic
chemicals.  The following are the MCLs for organic chemicals.  The
MCLs for organic chemicals in subsection (a) apply to all
community water systems.  Compliance with the MCL in subsection
(a) is calculated pursuant to section 11-20-12.  The MCL for total
trihalomethanes in subsection (c) applies only to community water
systems which serve a population of 10,000 or more individuals and
which add a disinfectant (oxidant) to the water in any part of the
drinking water treatment process.  Compliance with the MCL for
total trihalomethanes is calculated pursuant to section 11-20-45.

Contaminant           MCL  CAS No.
                 (mg/L)

(a) (Reserved)

 (b) (Reserved)

 (c) Total trihalomethanes (the sum of
the concentrations of bromodichlo-
romethane, dibromochloromethane,
tribromomethane (bromoform) and
trichloromethane (chloroform)     0.10

 (d) The following MCLs for organic contaminants apply to
community and non-transient, non-community water systems.

Contaminant     MCL (mg/l)   CAS. No.
(1) Benzene 0.005 71-43-2
(2) Carbon tetrachloride 0.005 56-23-5
(3) o-Dichlorobenzene 0.6 95-50-1
(4) para-Dichlorobenzene 0.075      106-46-7
(5) 1,2-Dichloroethane 0.005      107-06-2
(6) 1,1-Dichloroethylene 0.007 75-35-4
(7) cis-1,2-Dichloroethylene 0.07       156-59-2
(8) trans-1,2-Dichloroethylene 0.1        156-60-5
(9) 1,2-Dichloropropane (DCP) 0.005 78-87-5
(10) Ethylbenzene 0.7        100-41-4
(11) Monochlorobenzene 0.1        108-90-7
(12) Styrene 0.1        100-42-5
(13) Tetrachloroethylene 0.005      127-18-4
(14) Toluene 1      108-88-3
(15) 1,1,1-Trichloroethane 0.2 71-55-6
(16) Trichloroethylene 0.005 79-01-6
(17) 1,2,3-Trichloropropane (TCP) 0.0008 96-18-4
(18) Vinyl chloride 0.002 75-01-4
(19) Xylenes (total)      10         1330-20-7

20-12



(20) Dichloromethane 0.005 75-09-2
(21) 1,2,4-Trichlorobenzene 0.07      120-82-1
(22) 1,1,2-Trichloroethane 0.005 79-00-5

(e) The following MCLs for synthetic organic contaminants
apply to community and non-transient, non-community water systems.

Contaminant    MCL (mg/l)     CAS No.
 (1) Alachlor 0.002    15972-60-8
 (2) (Reserved)
 (3) (Reserved)
 (4) (Reserved)
 (5) Atrazine 0.003     1912-24-9
 (6) Carbofuran 0.04      1563-66-2
 (7) Chlordane 0.002 57-74-9
 (8) Dibromochloropropane (DBCP) 0.00004 96-12-8
 (9) 2,4-D 0.07 94-75-7

(10) Ethylene dibromide (EDB) 0.00004    106-93-4
(11)  Heptachlor 0.0004 76-44-8
(12) Heptachlor epoxide 0.0002    1024-57-3
(13)  Lindane 0.0002 58-89-9
(14) Methoxychlor 0.04 72-43-5
(15) Polychlorinated biphenyls 
  (PCB) 0.0005    1336-36-3
(16) Pentachlorophenol 0.001       87-86-5
(17) Toxaphene 0.003     8001-35-2
(18) 2,4,5-TP (Silvex) 0.05 93-72-1
(19) Benzo[a]pyrene 0.0002 50-32-8
(20) Dalapon 0.2 75-99-0
(21) Di(2-ethylhexyl) adipate 0.4      103-23-1
(22) Di(2-ethylhexyl) phthalate 0.006      117-81-7
(23) Dinoseb 0.007 88-85-7
(24) Diquat 0.02 85-00-7
(25) Endothall 0.1      145-73-3
(26) Endrin 0.002 72-20-8
(27) Glyphosate 0.7     1071-53-6
(28) Hexachlorobenzene 0.001      118-74-1
(29) Hexachlorocyclopentadiene 0.05 77-47-4
(30) Oxamyl (Vydate) 0.2    23135-22-0
(31) Picloram 0.5     1918-02-1
(32) Simazine 0.004      122-34-9
(33) 2,3,7,8-TCDD (Dioxin)    3 x 10-8     1746-01-6

 (f) The best available technologies (BATs), treatment
techniques, or other means available for achieving compliance with
the organic contaminant MCLs are identified as either granular
activated carbon (GAC), packed tower aeration (PTA), or oxidation
(OX) in 40 CFR §141.61(b).  [Eff 12/26/81; am and comp 3/7/92; am
and comp 1/2/93; am and comp 12/15/94; am and comp 10/13/97; am
and comp 9/7/99]  (Auth: HRS §§340E-2, 340E-9) (Imp:  HRS
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§§340E-2, 340E-9; 42 U.S.C. §§300g-1, 300g-2; 40 C.F.R. Parts 141,
142, §142.10, §141.12, §§141.61)

§11-20-5  Maximum contaminant levels for turbidity.  
(a) The MCLs for turbidity apply to all public water systems
using surface water sources in whole or in part.

(b) The requirements in this subsection apply to filtered
surface water systems until June 29, 1993.  The requirements in
this subsection apply to unfiltered systems until June 29, 1993,
or until filtration is installed, whichever is later.  The
director shall determine, in writing pursuant to 42 U.S.C.
§300g-1(b)(7)(C)(iii), which systems must install filtration.  The
MCLs measured at a representative entry point(s) to the
distribution system, are:

(1) One turbidity unit, as determined by a monthly average
pursuant to section 11-20-10 except that five or fewer
turbidity units may be allowed if the supplier of
water can demonstrate to the director that the higher
turbidity does not do any of the following:
(A) Interfere with disinfection; 
(B) Prevent maintenance of an effective disinfectant

agent throughout the distribution system; or
(C) Interfere with microbiological determinations.

(2) Five turbidity units based on an average for two
consecutive days pursuant to section 11-20-10.

(c)  The MCL for filtered water turbidity levels, after June
29, 1993, shall be less than or equal to the applicable value in
this subsection in ninety-five per cent of the measurements taken
every month, and shall not exceed 5 nephelometric turbidity units
or NTU at any time for the following filter units:

(1) Conventional treatment, direct filtration, and other
filtration technologies, 0.5 nephelometric turbidity
units or NTU; and

(2) Slow sand, and diatomaceous earth, 1.0 nephelometric
turbidity units or NTU.  [Eff 12/26/81; comp 3/7/92;
am and comp 1/2/93; am and comp 12/15/94; am and comp
10/13/97; comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9)
(Imp:  HRS §§340E-2, 340E-9; 42 U.S.C.  §§300g-1,
300g-2; 40 C.F.R.  Parts 141, 142, §141.13, §142.10)

§11-20-6   Maximum microbiological contaminant levels.   
(a)  The MCL is based on the presence or absence of total
coliforms in a sample, rather than coliform density.

(1) When at least forty samples per month are collected
for a system, the system is in compliance with the MCL
for total coliforms if no more than 5.0 per cent of
the samples collected during a month are total
coliform-positive.
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(2) When fewer than forty samples per month are collected
for a system, the system is in compliance with the MCL
for total coliforms if no more than one sample
collected during a month is total coliform-positive.

(b)  Any fecal coliform-positive repeat sample, or any total
coliform-positive repeat sample following a fecal
coliform-positive routine sample constitutes an acute violation of
the MCL for total coliforms and is subject to the public
notification requirements in section 11-20-18. 

(c)  A supplier of water shall determine compliance with the
MCL for total coliforms in subsections (a) and (b) for each month
in which it is required to monitor for total coliforms.

(d)  The director hereby identifies the following as the
best technology, treatment techniques, or other means available
for achieving compliance with the MCL for total coliforms in
subsections (a) and (b):  

(1) Protection of wells from contamination by coliforms by
appropriate placement and construction; 

(2) Maintenance of a disinfectant residual throughout the
distribution system; 

(3) Proper maintenance of the distribution system
including appropriate pipe replacement and repair
procedures, main flushing programs, proper operation
and maintenance of storage tanks and reservoirs, and
continual maintenance of positive water pressure in
all parts of the distribution system; 

(4) Filtration and disinfection of surface water or
disinfection of ground water using strong oxidants
such as chlorine, chlorine dioxide, or ozone; and  

(5) The development and implementation of an EPA-approved
State Wellhead Protection Program under section 1428
of the SDWA.  [Eff 12/26/81; am and comp 3/7/92; am
and comp 1/2/93; am and comp 12/15/94; comp 10/13/97;
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-9; 42 U.S.C.  §§300g-1, 300g-2; 40
C.F.R. Parts 141, 142, §141.14, §142.10)

§11-20-7  Maximum contaminant levels for radionuclides.  
(a)  The MCLs for radium-226, CAS #13982-63-3; radium-228, CAS
#15262-20-1; and gross alpha particle radioactivity, applicable to
community water systems, are:

(1) Combined radium-226 and radium-228 -- 5 picocuries per
liter or pCi/l.

(2) Gross alpha particle activity (including radium-226
but excluding radon and uranium) -- 15 picocuries per
liter or pCi/l.

(b) The MCLs for beta particle and photon radioactivity
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from man-made radionuclides, applicable to community water
systems, are:

(1) The average annual concentration of such radioactivity
shall not produce an annual dose equivalent to the

total body or any internal organ greater than
four  millirem per year or mrem/yr.

(2) Except for the radionuclides listed in Table A, the
concentration of man-made radionuclides causing four
mrem total body or organ dose equivalent shall be
calculated as specified in 40 C.F.R. §141.16.  If two
or more radionuclides are present, the sum of their
annual dose equivalent to the total body or to any
organ shall not exceed four millirem per year or
mrem/yr.

                     Table A                     
Average annual concentrations assumed to produce 
   a total body or organ dose of four mrem/yr    

Picocurie
   Per Liter

Radionuclide Critical Organ  (pCi/l)  CAS #

Tritium Total body 20,000 10028-17-8

Strontium-90 Bone marrow          8 10098-97-2

[Eff 12/26/81; am and comp 3/7/92; am and comp 1/2/93; am
and comp 12/15/94; am and comp 10/13/97; 
comp 9/7/99] (Auth: HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-9; 42 U.S.C. §§300g-1, 300g-2; 40 C.F.R.
Parts 141, 142, §141.15, §141.16, §142.10)

§11-20-8  Sampling and analytical requirements.  All
sampling and analyses required by this chapter shall be performed
in accordance with procedures approved by the administrator.  In
any case in which a provision of this chapter requires sampling
and analysis to be performed by the supplier of water, such
sampling may, at the discretion of the director, be performed by
the State pursuant to prior notification to the water supplier by
the director and under such conditions as the director may
specify.  [Eff 12/26/81; comp 3/7/92; am and comp 1/2/93;      
comp 12/15/94; comp 10/13/97; comp 9/7/99] (Auth:  HRS §§340E-2,
340E-9) (Imp:  HRS §§340E-2, 340E-9; 42 U.S.C. §§300g-1, 300g-2;
40 C.F.R. Parts 141, 142, §141.21, §142.10)

§11-20-9  Microbiological contaminant sampling and
analytical requirements.  (a)  Routine monitoring.  
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(1) A supplier of water shall collect total coliform
samples at sites which are representative of water
throughout the distribution system according to a
written sample siting plan.  These plans are subject
to the director's review and revision.

(2) The monitoring frequency for total coliforms for
community and noncommunity water systems is based on
the population served by the system, as follows:

TOTAL COLIFORM MONITORING FREQUENCY

Minimum Number of  
Population served: Samples Per Month  

     25 to     1,0001  1
  1,001 to   2,500   2
  2,501 to   3,300  3
  3,301 to   4,100  4
  4,101 to   4,900  5
  4,901 to   5,800  6
  5,801 to   6,700  7
  6,701 to   7,600   8
  7,601 to     8,500  9
  8,501 to    12,900          10
 12,901 to    17,200          15
 17,201 to    21,500          20
 21,501 to    25,000          25
 25,001 to    33,000          30
 33,001 to    41,000          40
 41,001 to    50,000          50
 50,001 to    59,000          60
 59,001 to    70,000          70
 70,001 to    83,000          80
 83,001 to    96,000          90
 96,001 to   130,000         100
130,001 to   220,000         120
220,001 to   320,000         150
320,001 to   450,000         180
450,001 to   600,000         210
600,001 to   780,000         240
780,001 to   970,000         270
970,001 to 1,230,000         300

1,230,001 to 1,520,000         330
1,520,001 to 1,850,000         360
1,850,001 to 2,270,000         390
2,270,001 to 3,020,000         420
3,020,001 to 3,960,000         450
3,960,001 or more              480

                                                        
1 Includes public water systems which have at least 15 
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service connections, but serve fewer than 25 persons.

(3) The supplier of water shall collect samples at regular
time intervals throughout the month, except that a
system which uses only groundwater (except groundwater
under the direct influence of surface water, as
defined in section 11-20-2) and serves 4,900 persons
or fewer, may collect all required samples on a single
day if they are taken from different sites and prior
approval by the director has been obtained.

(4) Special purpose samples, such as those taken to
determine whether disinfection practices are
sufficient following pipe placement, replacement, or
repair, shall not be used to determine compliance with
the MCL for total coliforms in section 11-20-6. 
Repeat samples taken pursuant to subsection (b) are
not considered special purpose samples, and shall be
used to determine compliance with the MCL for total
coliforms in section 11-20-6.

(b) Repeat monitoring.
(1) If a routine sample is total coliform-positive, the

supplier of water shall collect a set of repeat
samples within twenty-four hours of being notified of
the positive result.  The supplier who collects more
than one routine sample per month shall collect no
fewer than three repeat samples for each total
coliform-positive sample found.  A supplier who 
normally collects one routine sample per month shall
collect no fewer than four repeat samples for each
total coliform-positive sample found.  The director
may extend the twenty-four hour limit on a
case-by-case basis if the supplier has a logistical
problem in collecting or analyzing the repeat samples
within twenty-four hours that is beyond the supplier's
control.  In the case of an extension, the director
shall specify how much time the supplier has to
collect the repeat samples.

(2) The supplier shall collect at least one repeat sample
from the sampling tap where the original total
coliform-positive sample was taken, and at least one
repeat sample at a tap within five service connections
upstream and at least one repeat sample at a tap
within five service connections downstream of the
original sampling site.  If a total coliform-positive
sample is at the end of the distribution system, or
one away from the end of the distribution system, the
director may waive the requirement to collect at least
one repeat sample upstream or downstream of the
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original sampling site.  However, the supplier shall
collect the required number of repeat samples.  A
system with a single service connection may take all
repeats from the same sample tap.

(3) The supplier shall collect all repeat samples on the
same day.

(4) If one or more repeat samples in the set is total
coliform-positive, the supplier shall collect an
additional set of repeat samples in the manner
specified in paragraphs (1) to (3) unless the supplier
determines the MCL for total coliforms in section  
11-20-6 has been exceeded and notifies the director. 
The additional samples shall be collected within
twenty-four hours of being notified of the positive
result, unless the director extends the limit as
provided in paragraph (1).  The supplier shall repeat
this process until either total coliforms are not
detected in one complete set of repeat samples or the
supplier determines that the MCL for total coliforms
in section 11-20-6 has been exceeded and notifies the
director.

(5) If a supplier collecting fewer than five routine
samples per month has one or more total
coliform-positive samples and the director does not
invalidate the sample(s) under subsection (c), the
supplier shall collect at least five routine samples
during the next month the system provides water to the
public. 

(6) Results of all routine and repeat samples not
invalidated by the director shall be included in
determining compliance with the MCL for total
coliforms in section 11-20-6.  

(c) Invalidation of total coliform samples.  A total
coliform-positive sample invalidated under this subsection does
not count towards meeting the minimum monitoring requirements of
this section.

(1) The director may invalidate a total coliform-positive
sample if one or more of the following are met.
(A) The laboratory establishes that improper sample

analysis caused the total coliform-positive
result.

(B) The director, on the basis of the results of
repeat samples collected as required by
subsection (b)(1) to (4) determines that the
total coliform-positive sample resulted from a
domestic or other non-distribution system
plumbing problem.  The director cannot
invalidate a sample on the basis of repeat
sample results unless all repeat sample(s)
collected at the same tap as the original total
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coliform-positive sample are also total
coliform-positive, and all repeat samples
collected within five service connections of the
original tap are total coliform-negative (e.g.,
the director cannot invalidate a total
coliform-positive sample on the basis of repeat
samples if all the repeat samples are total
coliform-negative, or if the public water system
has only one service connection).

(C) The director has substantial grounds to believe
that a total coliform-positive result is due to
a circumstance or condition which does not
reflect water quality in the distribution
system.  In this case, the supplier shall still
collect all repeat samples required under
subsection (b)(l) to (4), and use them to
determine compliance with the MCL for total
coliforms in section 11-20-6.  To invalidate a
total coliform-positive sample under this
paragraph, the decision with the rationale for
the decision shall be documented in writing, and
approved and signed by the director.  The
director shall make this document available to
EPA and the public.  The written documentation
shall specify the cause of the total
coliform-positive sample, and what action the
supplier has taken, or will take, to correct
this problem.  The director may not invalidate a
total coliform-positive sample solely on the
grounds that all repeat samples are total
coliform-negative.

(2) A laboratory shall invalidate a total coliform sample
(unless total coliforms are detected) if the sample
produces a turbid culture in the absence of gas
production using an analytical method where gas
formation is examined (e.g., the Multiple-Tube
Fermentation Technique), produces a turbid culture in
the absence of an acid reaction in the
Presence-Absence (P-A) Coliform Test, or exhibits
confluent growth or produces colonies too numerous to
count with an analytical method using a membrane 
filter (e.g., Membrane Filter Technique).  If a
laboratory invalidates a sample because of such
interference, the supplier shall collect another
sample from the same location as the original sample
within twenty-four hours of being notified of the
interference problem, and have it analyzed for the
presence of total coliforms.  The supplier shall
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continue to re-sample within twenty-four hours and
have the samples analyzed until it obtains a valid
result.  The director may waive the twenty-four hour
time limit on a case-by-case basis.

(d) Sanitary surveys.
(1) Public water systems which collect four or fewer

routine samples per month shall undergo an initial
sanitary survey by June 29, 1994 for community public
water systems and June 24, 1999 for non-community
water systems.  Thereafter, systems shall undergo
another sanitary survey every five years, except that
non-community water systems using only protected and
disinfected groundwater, as defined by the director,
shall undergo subsequent sanitary surveys at least
every ten years after the initial sanitary survey. 
The director shall review the results of each sanitary
survey to determine whether the existing monitoring
frequency is adequate and what additional measures, if
any, the supplier needs to undertake to improve
drinking water quality.

(2) In conducting a sanitary survey of a system using
ground water in a state having an EPA-approved
wellhead protection program under section 1428 of the
Safe Drinking Water Act, information on sources of
contamination within the delineated wellhead
protection area that was collected in the course of
developing and implementing the program should be
considered instead of collecting new information, if
the information was collected since the last time the
system was subject to a sanitary survey.

(3) Sanitary surveys shall be performed by the State or an
agent approved by the director.  The supplier is
responsible for ensuring the survey takes place.

(e) Fecal coliforms testing.
(1) If any routine or repeat sample is total

coliform-positive, the laboratory shall analyze the
total coliform-positive culture medium to determine if
fecal coliforms are present.  

(2) The director has the discretion to allow a supplier of
water, on a case-by-case basis, to forgo fecal
coliform testing on a total coliform-positive sample
if that supplier classifies  the total
coliform-positive sample as fecal coliform-positive. 
In the event the laboratory fails to perform the
required fecal coliform analysis, the total
coliform-positive sample will be classified as fecal
coliform positive.

(f) Response to positive result.
(1) The supplier shall report the positive result for

total coliforms or fecal coliforms to the director by
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4:00 p.m. of the day that the supplier is notified of
the positive result. However, if the supplier is
notified of the result after 4:00 p.m., then the
supplier shall notify the director as soon as possible
but no later than 10:00 a.m. of the next department
business day.  

(2) When a public water system has a fecal coliform-
positive result, the supplier shall issue a boil water
notice to all affected consumers.
(A) The boil water order shall be issued no later

than twenty-four hours after the system has been
notified of the positive fecal coliform result.
The boil water notice shall be in effect until
negative total coliform results are obtained
from the affected tap and from all other
required repeat sample sites.  

(B) The boil water notice shall not be required if
all repeat samples collected are total
coliform-negative, and these results are
received within twenty-four hours of the
fecal-positive result.

(g) Response to violation.
(1) When a public water system has exceeded the MCL for

total coliforms as set forth in section 11-20-6, the
supplier shall report the violation to the director no
later than the end of the next business day after
learning of the violation, and notify the public in
accordance with section 11-20-18.

(2) A supplier who has failed to comply with a coliform
monitoring requirement, including the sanitary survey
requirement, shall report the monitoring violation to
the director within ten days after the supplier
discovers the violation, and notify the public in
accordance with section 11-20-18.

(h) Analytical techniques.
(1) The standard sample volume required for total coliform

analysis, regardless of analytical method used, is 100
ml.

(2) The suppliers need only determine the presence or
absence of total coliforms; a determination of total
coliform density is not required.

(3) Suppliers shall conduct total coliform analyses in
accordance with one of the following analytical
methods:
(A) Total Coliform Fermentation Technique, as set

forth in 40 C.F.R. §141.21(f)(3);
(B) Total Coliform Membrane Filter Technique, as set

forth in 40 C.F.R. §141.21(f)(3);
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(C) Presence-Absence (P-A) Coliform Test, as set
forth in 40 C.F.R. §141.21(f)(3); or

(D) ONPG-MUG as set forth in 40 C.F.R.
§141.21(f)(3).  Prior to acceptance of ONPG-MUG
data, laboratories shall perform parallel
testing between the ONPG-MUG Test and other EPA
approved procedures for enumerating total
coliform bacteria for six months to assess the
effectiveness of the ONPG-MUG test for the
specific site being analyzed.  The supplier
shall demonstrate to the director's satisfaction
the equivalency of the ONPG-MUG test and other
EPA approved procedures for each specific site.

(4) (Reserved)
(5) Suppliers shall conduct fecal coliform analysis in

accordance with the following procedure.  When the MTF
Technique or Presence-Absence (P-A) Coliform Test is
used to test for total coliforms, transfer the total
coliform-positive culture using the procedure
specified in 40 C.F.R. §141.21 (f)(5).  For
EPA-approved analytical methods which use a membrane
filter, transfer the total coliform-positive culture
using the procedure specified in 40 C.F.R. §141.21
(f)(5) for membrane filters.  If the ONPG-MUG Test is
used to test for total coliforms and the MUG test is
positive, the MUG-positive tubes may be classified as
fecal coliform positive and further testing is not
required.  If the ONPG positive tube is MUG negative,
EC medium must be used to determine the presence of
fecal coliforms.  Shake the ONPG positive-MUG Negative
tube vigorously and transfer the growth with a sterile
3 mm loop or sterile applicator stick into a tube of
EC medium to determine the presence of fecal
coliforms.  Suppliers need only determine the presence
or absence of fecal coliforms; a determination of
fecal coliform density is not required.  [Eff
12/26/81; am and comp 3/7/92; am and comp 1/2/93; am
and comp 12/15/94; am and comp 10/13/97; 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-9; 42 U.S.C. §§300g-1, 300g-2; 40
C.F.R. Parts 141, 142, §141.21, §142.10)

§11-20-10  Turbidity sampling and analytical requirements.
(a) Samples shall be taken by suppliers of water for public
water systems using surface water sources in whole or in part. 
Turbidity measurements shall be made by the Nephelometric Method
2130B cited in the 18th edition of Standard Methods for the
Examination of Water and Wastewater, 1992, or by the methods cited
in 40 C.F.R. §141.74(a)(1).
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(b)  The requirements in this subsection apply to filtered
surface water systems until June 29, 1993.  The requirements in
this subsection apply to unfiltered systems until June 29, 1993,
or until filtration is installed, whichever is later.  The
director shall determine, in writing pursuant to 42 U.S.C.
§300g-1(b)(7)(C)(iii), which systems must install filtration.

(1) Samples shall be taken by suppliers of water for
public water systems using surface water sources in
whole or in part.  Samples shall be taken at a
representative entry point(s) to the water
distribution system at least once per day, for the
purpose of making turbidity measurements to determine
compliance with section 11-20-5.  If the director
determines that a reduced sampling frequency in a
non-community system will not pose a risk to public
health, the director may reduce the required sampling
frequency.  The option of reducing the turbidity
frequency shall be permitted only in those public
water systems that practice disinfection and which
maintain an active residual disinfectant in the
distribution system, and in those cases where the
director has indicated in writing that no unreasonable
risk to health existed under the circumstances of this
option.  

(2) If the result of a turbidity analysis indicates that
the maximum allowable limit has been exceeded, the
sampling and measurement shall be confirmed by
resampling as soon as practicable and preferably
within one hour.  If the repeat sample confirms that
the maximum allowable limit has been exceeded, the
supplier of water shall report to the director within
forty-eight hours.  The repeat sample shall be the
sample used for the purpose of calculating the monthly
average.  If the monthly average of the daily samples
exceeds the maximum allowable limit, or if the average
of two samples taken on consecutive days exceeds five
NTU, the supplier of water shall report to the
director and notify the public as directed in sections
11-20-17 and 11-20-18.  

(c) After June 29, 1993, samples shall be collected at the
filtration plant effluent or immediately prior to entry into the
distribution system.  Sampling of the plant effluent is acceptable
if there are no storage tanks between the sampling point and entry
into the distribution system.  Continuous monitoring with a
turbidimeter and recording chart, or collection of grab samples
every four hours is required for conventional treatment, direct,
and diatomaceous earth filtration.  [Eff 12/26/81 am and comp
3/7/92; am and comp 1/2/93; am and comp 12/15/94; am and comp
10/13/97; comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-9; 42 U.S.C.  §§300g-1, 300g-2; 40 C.F.R. Parts
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141, 142, 141.22, §142.10)

§11-20-11  Inorganic chemical sampling and analytical
requirements.  (a)  Community water systems shall conduct
monitoring to determine compliance with the MCLs specified in 
section 11-20-3 in accordance with this section.  Non-transient,
non-community water systems shall conduct monitoring to determine
compliance with the MCLs specified in section 11-20-3 in
accordance with this section.  Transient, non-community water
systems shall conduct monitoring to determine compliance with the
nitrate and nitrite MCLs in section 11-20-3 in accordance with
this section.  Monitoring shall be conducted as follows:

(1) Groundwater systems shall take a minimum of one sample
at every entry point to the distribution system which
is representative of each well after treatment
(hereafter called a sampling point) beginning in the
initial compliance period.  The system shall take each
sample at the same sampling point unless conditions
make another sampling point more representative of
each source or treatment plant.

(2) Surface water systems shall take a minimum of one
sample at every entry point to the distribution system
after any application of treatment or in the
distribution system at a point which is representative
of each source after treatment (hereafter called a
sampling point) beginning in the initial compliance
period.  The system shall take each sample at the same
sampling point unless conditions make another sampling
point more representative of each source or treatment
plant.
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Note:  For purposes of this paragraph, surface water
systems include systems with a combination of surface
and ground sources.

(3) If a system draws water from more than one source and
the sources are combined before distribution, the
system must sample at an entry point to the
distribution system during periods of normal operating
conditions (i.e., when water is representative of all
sources being used).

(4) The director may reduce the total number of samples
which must be analyzed by allowing the use of
compositing.  Composite samples from a maximum of five
samples are allowed, provided that the detection limit
of the method used for analysis is less than one-fifth
of the MCL.  Compositing of samples must be done in
the laboratory.  
(A) If the concentration in the composite sample is

greater than or equal to one-fifth of the MCL of
any inorganic chemical, then a follow-up sample
must be taken within fourteen days at each
sampling point included in the composite.  These
samples must be analyzed for the contaminants
which exceeded one-fifth of the MCL in the
composite sample.  Detection limits for each
analytical method and MCLs for each inorganic
contaminant are specified in 40 C.F.R.
§141.23(a)(4)(i).

(B) If the population served by the system is
greater than 3,300 persons, then compositing may
only be permitted by the director at sampling
points within a single system.  In systems
serving less than or equal to 3,300 persons, the
director may permit compositing among different
systems provided the five-sample limit is
maintained.

(C) If duplicates of the original sample taken from
each sampling point used in the composite are
available, the system may use these instead of
resampling.  The duplicates must be analyzed and
the results reported to the state within
fourteen days of collection.

(5) The frequency of monitoring for asbestos shall be in
accordance with subsection (b); the frequency of
monitoring for antimony, barium, beryllium, cadmium,
chromium, cyanide, fluoride, mercury, nickel,
selenium, and thallium shall be in accordance with
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subsection (c); the frequency of monitoring for
nitrate shall be in accordance with subsection (d);
and the frequency of monitoring for nitrite shall be
in accordance with subsection (e).

(b) The frequency of monitoring conducted to determine
compliance with the MCL for asbestos specified in section      
11-20-3(b) shall be conducted as follows:

(1) Each community and non-transient, non-community water
system is required to monitor for asbestos during the
first three-year compliance period of each nine-year
compliance cycle beginning in the compliance period
starting January 1, 1993.

(2) If the system believes it is not vulnerable to either
asbestos contamination in its source water or due to
corrosion of asbestos-cement pipe, or both, it may
apply to the director for a waiver of the monitoring
requirement in paragraph (1).  If the director grants
the waiver, the system is not required to monitor.

(3) The director may grant a waiver based on a
consideration of the following factors:
(A) Potential asbestos contamination of the water

source; and
(B) The use of asbestos-cement pipe for finished

water distribution and the corrosive nature of
the water.

(4) A waiver remains in effect until the completion of the
three-year compliance period.  Systems not receiving a
waiver must monitor in accordance with the provisions
of paragraph (1).

(5) A system vulnerable to asbestos contamination due
solely to corrosion of asbestos-cement pipe shall take
one sample at a tap served by asbestos-cement pipe and
under conditions where asbestos contamination is most
likely to occur.

(6) A system vulnerable to asbestos contamination due
solely to source water shall monitor in accordance
with the provision of subsection (a).

(7) A system vulnerable to asbestos contamination due both
to its source water supply and corrosion of
asbestos-cement pipe shall take one sample at a tap
served by asbestos-cement pipe and under conditions
where asbestos contamination is most likely to occur.

(8) A system which exceeds the MCLs as determined in
subsection (i) shall monitor quarterly beginning in
the next quarter after the violation occurred.

(9) The director may decrease the quarterly monitoring
requirement to the frequency specified in paragraph
(1) provided the director has determined that the
system is reliably and consistently below the MCL.  In
no case shall the director make this determination
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unless a groundwater system takes a minimum of two
quarterly samples and a surface (or combined surface
and ground) water system takes a minimum of four
quarterly samples.

(10) If monitoring data collected after January 1, 1990 are
generally consistent with the requirements of this
subsection, then the director may allow systems to use
that data to satisfy the monitoring requirement for
the initial compliance period beginning January 1,
1993.

(c) The frequency of monitoring conducted to determine
compliance with the MCLs in section 11-20-3 for antimony, barium,
beryllium, cadmium, chromium, cyanide, fluoride, mercury, nickel,
selenium, and thallium shall be as follows:

(1) Groundwater systems shall take one sample at each
sampling point during each compliance period.  Surface
water systems (or combined surface and ground) shall
take one sample annually at each sampling point.

(2) The system may apply to the director for a waiver from
the monitoring frequencies specified in paragraph (1).
States may grant a public water system a waiver for
monitoring of cyanide, provided that the director
determines that the system is not vulnerable due to
lack of any industrial source of cyanide.

(3) A condition of the waiver shall require that a system
shall take a minimum of one sample while the waiver is
effective.  The term during which the waiver is
effective shall not exceed one compliance cycle (i.e.,
nine years).

(4) The director may grant a waiver provided surface water
systems have monitored annually for at least three
years and groundwater systems have conducted a minimum
of three rounds of monitoring.  (At least one sample
shall have been taken since January 1, 1990).  Both
surface and groundwater systems shall demonstrate that
all previous analytical results were less than the
MCL.  Systems that use a new water source are not
eligible for a waiver until three rounds of monitoring
from the new source have been completed.

(5) In determining the appropriate reduced monitoring
frequency, the director shall consider:
(A) Reported concentrations from all previous

monitoring;
(B) The degree of variation in reported

concentrations; and
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(C) Other factors which may affect contaminant
concentrations such as changes in groundwater
pumping rates, changes in the system's
configuration, changes in the system's operating
procedures, or changes in stream flows or
characteristics.

(6) A decision by the director to grant a waiver shall be
made in writing and shall set forth the basis for the
determination.  The determination may be initiated by
the director or upon an application by the public
water system.  The public water system shall specify
the basis for its request.  The director shall review
and, where appropriate, revise its determination of
the appropriate monitoring frequency when the system
submits new monitoring data or when other data
relevant to the system's appropriate monitoring
frequency become available.

(7) Systems which exceed the MCLs as calculated in
subsection (i) shall monitor quarterly beginning in
the next quarter after the violation occurred.

(8) The director may decrease the quarterly monitoring
requirement to the frequencies specified in paragraphs
(1) and (2) provided the director has determined that
the system is reliably and consistently below the MCL.
In no case shall the director make this determination
unless a groundwater system takes a minimum of two
quarterly samples and a surface water system takes a
minimum of four quarterly samples.

(d) All public water systems (community and non-community
systems) shall monitor to determine compliance with the MCL for
nitrate in section 11-20-3.

(1) Community and non-transient, non-community water
systems served by groundwater systems shall monitor
annually beginning January 1, 1993; systems served by
surface water shall monitor quarterly beginning
January 1, 1993.

(2) For community and non-transient, non-community water
systems, the repeat monitoring frequency for
groundwater systems shall be quarterly for at least
one year following any one sample in which the
concentration is greater than or equal to 50 per cent
of the MCL.  The director may allow a groundwater
system to reduce the sampling frequency to annually
after four consecutive quarterly samples are reliably
and consistently less than the MCL.

(3) For community and non-transient, non-community water
systems, the director may allow a surface water system
to reduce the sampling frequency to annually if all
analytical results from four consecutive quarters are 
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less than 50 per cent of the MCL.  A surface water
system shall return to quarterly monitoring if any one
sample is greater than or equal to 50 per cent of the
MCL.

(4) Each transient non-community water system shall
monitor annually beginning January 1, 1993.

(5) After the initial round of quarterly sampling is
completed, each community and non-transient
non-community system which is monitoring annually
shall take subsequent samples during the quarter(s)
which previously resulted in the highest analytical
result.

(e) All public water systems (community and non-community
systems) shall monitor to determine compliance with the MCL for
nitrite in section 11-20-3(b).

(1) All public water systems shall take one sample at each
sampling point in the compliance period beginning
January 1, 1993 and ending December 31, 1995.

(2) After the initial sample, systems where an analytical
result for nitrite is less than 50 per cent of the MCL
shall monitor at the frequency specified by the
director.

(3) For community and non-community water systems, the
repeat monitoring frequency for any water system shall
be quarterly for at least one year following any one
sample in which the concentration is greater than or
equal to 50 per cent of the MCL.  The director may
allow a system to reduce the sampling frequency to
annually after determining the system is reliably and
consistently less than the MCL.

(4) Systems which are monitoring annually shall take each
subsequent sample during the quarter(s) which
previously resulted in the highest analytical result.

(f) Confirmation samples:
(1) Where the results of sampling for asbestos, antimony,

barium, beryllium, cadmium, chromium, cyanide,
fluoride, mercury, nickel, selenium, or thallium
indicate an exceedance of the MCL, the director may
require that one additional sample be collected as
soon as possible after the initial sample was taken
(but not to exceed two weeks) at the same sampling
point.

(2) Where nitrate or nitrite sampling results indicate an
exceedance of the MCL, the system shall take a
confirmation sample within twenty-four hours of the
system's receipt of notification of the analytical
results of the first sample.  Systems unable to comply
with the twenty-four hour sampling requirement must
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immediately notify the consumers served by the area
served by the public water system in accordance with
section 11-20-18.  Systems exercising this option must
take and analyze a confirmation sample within two
weeks of notification of the analytical results of the
first sample.

(3) If a director-required confirmation sample is taken
for any contaminant, then the results of the initial
and confirmation sample shall be averaged.  The
resulting average shall be used to determine the
system's compliance in accordance with subsection (i).
The director has the discretion to delete results of
obvious sampling errors.

(g) The director may require more frequent monitoring than
specified in subsections (b), (c), (d), and (e) or may require
confirmation samples for positive and negative results at his or
her discretion.

(h) Systems may apply to the director to conduct more
frequent monitoring than the minimum monitoring frequencies
specified in this section.

(i) Compliance with section 11-20-3 shall be determined
based on the analytical result(s) obtained at each sampling point.

(1) For systems which are conducting monitoring at a
frequency greater than annual, compliance with the
MCLs for antimony, asbestos, barium, beryllium,
cadmium, chromium, cyanide, fluoride, mercury, nickel,
selenium, or thallium is determined by a running
annual average at any sampling point.  If the average
at any sampling point is greater than the MCL, then
the system is out of compliance.  If any one sample
would cause the annual average to be exceeded, then
the system is out of compliance immediately.  Any
sample below the method detection limit shall be
calculated at zero for the purpose of determining the
annual average.

(2) For systems which are monitoring annually, or less
frequently, the system is out of compliance with the
MCLs for asbestos, antimony, barium, beryllium,
cadmium, chromium, cyanide, fluoride, mercury, nickel,
selenium, or thallium if the level of a contaminant at
any sampling point is greater than the MCL.  If a
confirmation sample is required by the director, the
determination of compliance will be based on the
average of the two samples.

(3) Compliance with the MCLs for nitrate and nitrite is
determined based on one sample if the levels of these
contaminants are below the MCLs.  If the levels of
nitrate, nitrite, or both, exceed the MCLs in the
initial sample, a confirmation sample is required in
accordance with subsection (f)(2), and compliance
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shall be determined based on the average of the
initial and confirmation samples.

(4) If a public water system has a distribution system
separable from other parts of the distribution system
with no interconnections, the director may allow the
system to give public notice to only the area served
by that portion of the system which is out of
compliance.

(j) Each public water system shall monitor at the time
designated by the director during each compliance period.

(k) Inorganic analysis:
(1) Analysis for antimony, asbestos, barium, beryllium,

cadmium, chromium, cyanide, mercury, nickel, nitrate,
nitrite, selenium, and thallium shall be conducted
using the methods specified in 40 C.F.R.
§141.23(k)(1), or their equivalent as determined by
the EPA.

(2) Sample collection for antimony, asbestos, barium,
beryllium, cadmium, chromium, cyanide, fluoride,
mercury, nickel, nitrate, nitrite, selenium, and
thallium under this section shall be conducted using
the sample preservation, container, and maximum
holding time procedures specified in 40 C.F.R.
§141.23(k)(2).

(3) Analysis under this section shall only be conducted by
laboratories that have been certified by EPA or the
director.  Laboratories may conduct sample analysis
under provisional certification until January 1, 1996.
To receive certification to conduct analyses for
antimony, asbestos, barium, beryllium, cadmium,
chromium, cyanide, fluoride, mercury, nickel, nitrate,
nitrite, selenium, and thallium, the laboratory must:
(A) Analyze Performance Evaluation samples which

include those substances provided by EPA
Environmental Monitoring Systems Laboratory or
equivalent samples provided by the director; and

(B) Achieve quantitative results on the analyses
that are within the acceptance limits specified
in 40 C.F.R. §141.23(k)(3)(ii).

(l) Analyses for the purpose of determining compliance
with section 11-20-3 shall be conducted using the requirements
specified in subsections (l) through (q).

(1) Analyses for all community water systems utilizing
surface water sources shall be completed by June 24,
1978.  These analyses shall be repeated at yearly
intervals.

(2) Analyses for all community water systems utilizing
only ground water sources shall be completed by June
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24, 1979.  These analyses shall be repeated at
three-year intervals.

(3) For non-community water systems, whether supplied by
surface or ground sources, analyses for nitrate shall
be completed by December 24, 1980.  These analyses
shall be repeated at intervals determined by the
director.

(4) The director has the authority to determine compliance
or initiate enforcement action based upon analytical
results and other information compiled by their
sanctioned representatives and agencies.

(m) If the result of an analysis made under subsection (l)
indicates that the level of any contaminant listed in section   
11-20-3 exceeds the MCL, the supplier of the water shall report to
the director within seven days and initiate three additional
analyses at the same sampling point within one month.

(n) When the average of four analyses made pursuant to
subsection (m) rounded to the same number of significant figures
as the MCL for the substance in question, exceeds the MCL, the
supplier of water shall notify the director pursuant to section
11-20-17 and give notice to the public pursuant to section     
11-20-18.  Monitoring after public notification shall be at a
frequency designated by the director and shall continue until the
MCL has not been exceeded in two successive samples or until a
monitoring schedule as a condition to a variance, exemption or
enforcement action shall become effective.

(o) The provisions of subsections (m) and (n)
notwithstanding, compliance with the MCL for nitrate shall be
determined on the basis of the mean of two analyses.  When a level
exceeding the MCL for nitrate is found, a second analysis shall be
initiated within twenty-four hours, and if the mean of the two
analyses exceeds the MCL, the supplier of water shall report his
findings to the director pursuant to section 11-20-17 and shall
notify the public pursuant to section 11-20-18.

(p) For the initial analyses required by subsection
(l)(1),(2) or (3), data for surface waters acquired within one
year prior to the effective date and data for ground waters
acquired within three years prior to the effective date of this
part may be substituted at the discretion of the director.

(q) (Reserved)  [Eff 12/26/81; comp 3/7/92; am and comp
1/2/93; am and comp 12/15/94; am and comp 10/13/97; am and 
comp 9/7/99] (Auth:  HRS§§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-9; 42 U.S.C. §§300g-1, 300g-2; 40 C.F.R. Parts 141, 142,
§141.23, §142.10)

§11-20-12  Organic chemicals other than total
trihalomethanes, sampling and analytical requirements.  
(a)-(d) (Reserved)

(e) Analysis for the contaminants in section 11-20-4(d)
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and (e) shall be conducted using the EPA methods cited in 40
C.F.R. §141.24(e), or their equivalent as approved by EPA. 
Analysis for 1,2,3-trichloropropane shall be conducted using the
EPA methods cited in 40 C.F.R. §141.40(g), or their equivalent as
determined by EPA.

(f) Beginning with the initial compliance period, analysis
of the contaminants listed in section 11-20-4(d) for the purpose
of determining compliance with the MCL shall be conducted as
follows:

(1) Groundwater systems shall take a minimum of one sample
at every entry point to the distribution system which
is representative of each well after treatment
(hereafter called a sampling point).  Each sample must
be taken at the same sampling point unless conditions
make another sampling point more representative of
each source, treatment plant or within the
distribution system.

(2) Surface water systems (or combined surface and ground)
shall take a minimum of one sample at points in the
distribution system that are representative of each
source or at each entry point to the distribution
system after treatment (hereafter called a sampling
point). Each sample must be taken at the same sampling
point unless conditions make another sampling point
more representative of each source, treatment plant,
or within the distribution system.

(3) If the system draws water from more than one source
and the sources are combined before distribution, the
system must sample at an entry point to the
distribution system during periods of normal operating
conditions (i.e., when water representative of all
sources is being used).

(4) Each community and non-transient non-community water
system shall take four consecutive quarterly samples
for each contaminant listed in section 11-20-4(d),
with the exception of vinyl chloride, during each
compliance period beginning in the initial compliance
period.

(5) If the initial monitoring for benzene, carbon
tetrachloride, para-dichlorobenzene, 
1,2-dichloroethane, 1,1-dichloroethylene, 
1,1,1-trichloroethane, trichloroethylene, and vinyl
chloride  and the monitoring for all of the other
contaminants listed in section 11-20-4(d) as allowed
in paragraph (f)(18) has been completed by December
31, 1992 and the system did not detect any contaminant
listed in section 11-20-4(d) then each ground and
surface water system shall take one sample annually
beginning with the initial compliance period.

(6) After a minimum of three years of annual sampling, the
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director may allow groundwater systems which have no
previous detection of any contaminant listed in
section 11-20-4(d) to take one sample during each
compliance period.

(7) Each community and non-transient non-community ground
water system which does not detect a contaminant
listed in section 11-20-4(d) may apply to the director
for a waiver from the requirement of paragraphs (f)(5)
and (f)(6) after completing the initial monitoring. 
(For the purposes of this section, detection is
defined as greater than or equal to 0.0005 mg/l.)  A
waiver shall be effective for no more than six years
(two compliance periods).  States may also issue
waivers to small systems for the initial round of
monitoring for 1,2,4-trichlorobenzene.

(8) The director may grant a waiver after evaluating the
following factor(s):
(A) Knowledge of previous use (including transport,

storage, or disposal) of the contaminant within
the watershed or zone of influence of the
system.  If a determination by the director
reveals no previous use of the contaminant
within the watershed or zone of influence, a
waiver may be granted.

(B) If previous use of the contaminant is unknown or
it has been used previously, then the following
factors shall be used to determine whether a
waiver is granted.
(i) Previous analytical results.
(ii) The proximity of the system to potential

point or non-point source of
contamination.  Point sources include
spills and leaks of chemicals at or near a
water treatment facility or at
manufacturing, distribution, or storage
facilities, or from hazardous and
municipal waste landfills and other waste
handling or treatment facilities.

(iii) The environmental persistence and
transport of the contaminants.
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(iv) The number of persons served by the public
water system and the proximity of a
smaller system to a larger system.

(v) How well the water source is protected
against contamination such as whether it
is a surface or groundwater system. 
Groundwater systems must consider factors
such as depth of the well, the type of
soil, and wellhead protection.  Surface
water systems must consider watershed
protection.

(9) As a condition of the waiver a system must take one
sample at each sampling point during the time the
waiver is effective (i.e., one sample during two
compliance periods or six years), and update its
vulnerability assessment considering the factors
listed in paragraph (8).  Based on this vulnerability
assessment the director must reconfirm that the system
is non-vulnerable.  If the director does not make this
reconfirmation within three years of the initial
determination, then the waiver is invalidated and the
system is required to sample annually as specified in
paragraph (5).

(10) Each community and non-transient non-community 
surface water system which does not detect a
contaminant listed in section 11-20-4(d) may apply to
the director for a waiver from the requirements of
paragraph (5) after completing the initial monitoring.
Composite samples from a maximum of five sampling
points are allowed, provided that the detection limit
of the method used for analysis is less than one-fifth
of the MCL.  Systems meeting this criteria must be
determined by the director to be non-vulnerable based
on a vulnerability assessment during each compliance
period.  Each system receiving a waiver shall sample
at the frequency specified by the director (if any).

(11) If a contaminant listed in section 11-20-4(d), with
the exception of vinyl chloride, is detected at a
level exceeding 0.0005 mg/l in any sample, then:
(A) The system must monitor quarterly at each

sampling point which resulted in a detection.
(B) The director may decrease the quarterly

monitoring requirement specified in subparagraph
(A) provided it has determined that the system
is reliably and consistently below the MCL. In
no case shall the director make this
determination unless a groundwater system takes
a minimum of two quarterly samples and a surface
water system takes a minimum of four quarterly
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samples.
(C) If the director determines that the system is

reliably and consistently below the MCL, the
director may allow the system to monitor
annually.  Systems which monitor annually must
monitor during the quarter(s) which previously
yielded the highest analytical result.

(D) Systems which have three consecutive annual
samples with no detection of a contaminant may
apply to the director for a waiver as specified
in paragraph (7).

(E) Groundwater systems which have detected one or
more of the following two-carbon organic
compounds:  trichloroethylene,
tetrachloroethylene, 1-2-dichloroethane,
1,1,1-trichloroethane, cis-1,2-dichloroethylene,
trans-1,2-dichloroethylene, or
1,1-dichloroethylene shall monitor quarterly for
vinyl chloride.  A vinyl chloride sample shall
be taken at each sampling point at which one or
more of the two-carbon organic compounds was
detected.  If the results of the first analysis
do not detect vinyl chloride, the director may
reduce the quarterly monitoring frequency of
vinyl chloride monitoring to one sample during
each compliance period.  Surface water systems
are required to monitor for vinyl chloride as
specified by the director.

(12) Systems which violate the requirements of section  
11-20-4(d) as determined by paragraph (15) must
monitor quarterly.  After a minimum of four
consecutive quarterly samples which show the system is
in compliance as specified in paragraph (15), and the
director determines that the system is reliably and
consistently below the MCL, the system may monitor at
the frequency and time specified in paragraph (11)(C).

(13) The director may require a confirmation sample for
positive or negative results.  If a confirmation
sample is required by the director, the result must be
averaged with the first sampling result and the
average is used for the compliance determination as
specified by paragraph (15).  The director has
discretion to delete results of obvious sampling
errors from this calculation.

(14) The director may reduce the total number of samples a
system must analyze by allowing the use of
compositing.  Composite samples from a maximum of five
sampling points are allowed, provided that the
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detection limit of the method used for analysis is
less than one-fifth of the MCL.  Compositing of
samples must be done in the laboratory and analyzed
within fourteen days of sample collection.  
(A) If the concentration in the composite sample is

greater than or equal to 0.0005 mg/l for any
contaminant listed in section 11-20-4(d), then a
follow-up sample must be taken within fourteen
days at each sampling point included in the
composite, and be analyzed for that contaminant.

(B) Duplicates may be analyzed as specified by
section 11-20-11(a)(4)(C).

(C) Compositing based on population served by the
system shall be performed as specified in
section 11-20-11(a)(4)(B).

(D) Compositing samples prior to GC analysis shall
be performed as specified in 40 C.F.R.
§141.24(f)(14)(iv).

(15) Compliance with section 11-20-4(d) shall be determined
based on the analytical results obtained at each
sampling point.
(A) For systems which are conducting monitoring at a

frequency greater than annual, compliance is
determined by a running annual average of all
samples taken at each sampling point.  If the
annual average of any sampling point is greater
than the MCL, then the system is out of
compliance.  If the initial sample or a
subsequent sample would cause the annual average
to be exceeded, then the system is out of
compliance immediately.

(B) If monitoring is conducted annually, or less
frequently, the system is out of compliance if
the level of a contaminant at any sampling point
is greater than the MCL.  If a confirmation
sample is required by the director, the
determination of compliance will be based on the
average of two samples.

(C) If a public water system has a distribution
system separable from other parts of the
distribution system with no interconnections,
the director may allow the system to give public
notice to only that area served by that portion
of the system which is out of compliance.

(16) (Reserved)
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(17) Analysis under this section shall only be conducted by
laboratories that are certified by EPA or the director
according to the conditions as specified in 40 C.F.R.
141.24(f)(17).

(18) The director may allow the use of monitoring data
collected after January 1, 1988 required under section
1445 of the Safe Drinking Water Act for purposes of
initial monitoring compliance.  If the data are
generally consistent with the other requirements in
this section, the director may use those data (i.e., a
single sample rather than four quarterly samples) to
satisfy the initial monitoring requirement of
paragraph (4).  Systems which use grandfathered
samples and did not detect any contaminant listed in 
section 11-20-4(d) shall begin monitoring annually in
accordance with paragraph (5) beginning with the
initial compliance period.

(19) The director may increase required monitoring where
necessary to detect variations within the system.

(20) Each certified laboratory must determine the method
detection limit (MDL), as defined in Appendix B of
Part 136 of 40 C.F.R. §141, at which it is capable of
detecting VOCs.  The acceptable method detection limit
is 0.0005 mg/l.  This concentration is the detection
concentration for purposes of this section.

(21) Each public water system shall monitor at the time
designated by the director within each compliance
period.

(g) (Reserved)
(h) Analysis of the contaminants listed in section      

11-20-4(e) for the purposes of determining compliance with the MCL
shall be conducted as follows:

(1) Groundwater systems shall take a minimum of one sample
at every entry point to the distribution system which
is representative of each well after treatment
(hereafter called a sampling point).  Each sample must
be taken at the same sampling point unless conditions
make another sampling point more representative of
each source or treatment plant.

(2) Surface water systems shall take a minimum of one
sample at points in the distribution system that are
representative of each source or at each entry point
to the distribution system after treatment (hereafter
called a sampling point).  Each sample must be taken
at the same sampling point unless conditions make
another sampling point more representative of each
source or treatment plant.
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Note:  For purposes of this paragraph, surface water
systems include systems with a combination of surface
and ground sources.

(3) If the system draws water from more than one source
and the sources are combined before distribution, the
system must sample at an entry point to the
distribution system during periods of normal operating
conditions (i.e., when water representative of all
sources is being used).

(4) Monitoring frequency:
(A) Each community and non-transient non-community

water system shall take four consecutive
quarterly samples for each contaminant listed in
section 11-20-4(e) during each compliance period
beginning with the initial compliance period.

(B) Systems serving more than 3,300 persons which do
not detect a contaminant in the initial
compliance period may reduce the sampling
frequency to a minimum of two quarterly samples
in one year during each repeat compliance
period.

(C) Systems serving 3,300 persons or less which do
not detect a contaminant in the initial
compliance period may reduce the sampling
frequency to a minimum of one sample during each
repeat compliance period.

(5) Each community and non-transient water system may
apply to the director for a waiver from the
requirement of paragraph (4).  A system must reapply
for a waiver for each compliance period.

(6) The director may grant a waiver after evaluating the
following factor(s):  Knowledge of previous use
(including transport, storage or disposal) of the
contaminant within the watershed or zone of influence
of the system.  If a determination by the director
reveals no previous use of the contaminant within the
watershed or zone of influence, a waiver may be
granted.  If previous use of the contaminant is
unknown or it has been used previously, then
the following factors shall be used to determine
whether a waiver is granted.
(A) Previous analytical results.
(B) The proximity of the system to a potential point

or non-point source of contamination.  Point
sources include spills and leaks of chemicals at
or near a water treatment facility or at
manufacturing distribution, or storage
facilities, or from hazardous and municipal
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waste landfills and other waste handling or
treatment facilities.  Non-point sources include
the use of pesticides to control insect and weed
pests on agricultural areas, forest lands, home
and gardens, and other land application uses.

(C) The environmental persistence and transport of
the pesticide or PCBs.

(D) How well the water source is protected against
contamination due to such factors as depth of
the well and the type of soil and the integrity
of the well casing.

(E) Elevated nitrate levels at the water supply
source.

(F) Use of PCBs in equipment used in the production,
storage, or distribution of water (i.e., PCBs
used in pumps, transformers, etc.).

(7) If an organic contaminant listed in section 11-20-4(e)
is detected (as defined by paragraph (18)) in any
sample, then:
(A) Each system must monitor quarterly at each

sampling point which resulted in a detection.
(B) The director may decrease the quarterly

monitoring requirement specified in subparagraph
(A) provided it has determined that the system
is reliably and consistently below the MCL.  In
no case shall the director make this
determination unless a groundwater system takes
a minimum of two quarterly samples and a surface
water system takes a minimum of four quarterly
samples.

(C) After the director determines the system is
reliably and consistently below the MCL, the
director may allow the system to monitor
annually.  Systems which monitor annually must
monitor during the quarter that previously
yielded the highest analytical result.

(D) Systems which have three consecutive annual
samples with no detection of a contaminant may
apply to the director for a waiver as specified
in paragraph (6).

(E) If monitoring results in detection of one or
more of certain related contaminants (aldicarb,
aldicarb sulfone, aldicarb sulfoxide and
heptachlor, heptachlor epoxide), then subsequent
monitoring shall analyze for all related
contaminants.
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(8) Systems which violate the requirements of section  
11-20-4(e) as determined by paragraph (11) must
monitor quarterly.  After a minimum of four quarterly
samples show the system is in compliance and the
director determines the system is reliably and
consistently below the MCL, as specified in paragraph
(11), the system shall monitor at the frequency
specified in subparagraph (7)(C).

(9) The director may require a confirmation sample for
positive or negative results.  If a confirmation
sample is required by the director, the result must be
averaged with the first sampling result and the
average used for the compliance determination as
specified by paragraph (11).  The director has
discretion to delete results of obvious sampling
errors from this calculation.

(10) The director may reduce the total number of samples a
system must analyze by allowing the use of
compositing.  Composite samples from a maximum of five
sampling points are allowed, provided that the
detection limit of the method used for analysis is
less than one-fifth of the MCL.  Compositing of
samples must be done in the laboratory and analyzed
within fourteen days of sample collection.  
(A) If the concentration in the composite sample

detects one or more contaminants listed in
section 11-20-4(e), then a follow-up sample must
be taken within fourteen days at each sampling
point included in the composite, and be analyzed
for that contaminant.

(B) Duplicates may be analyzed as specified in
section 11-20-11(a)(4)(C).

(C) Compositing based on population served by the
system shall be performed as specified in
section 11-20-11(a)(4)(B).

(11) Compliance with section 11-20-4(e) shall be determined
based on the analytical results obtained at each
sampling point.
(A) For systems which are conducting monitoring at a

frequency greater than annual, compliance is
determined by a running annual average of all
samples taken at each sampling point.  If the
annual average of any sampling point is greater
than the MCL, then the system is out of
compliance.  If the initial sample or a
subsequent sample would cause the annual average
to be exceeded, then the system is out of
compliance immediately.  Any samples below the
detection limit shall be calculated as zero for
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purposes of determining the annual average.
(B) If monitoring is conducted annually, or less

frequently, the system is out of compliance if
the level of a contaminant at any sampling point
is greater than the MCL.  If a confirmation
sample is required by the director, the
determination of compliance will be based on the
average of two samples.

(C) If a public water system has a distribution
system separable from other parts of the
distribution system with no interconnections,
the director may allow the system to give public
notice to only that portion of the system which
is out of compliance.

(12) (Reserved)
(13) Analysis for PCBs shall be conducted as specified in

40 C.F.R. 141.24(h)(13).
(14) If monitoring data collected after January 1, 1990,

are generally consistent with the requirements of this
subsection then the director may allow systems to use
that data to satisfy the monitoring requirement for
the initial compliance period beginning January 1,
1993.

(15) The director may increase the required monitoring
frequency, where necessary, to detect variations
within the system (e.g., fluctuations in concentration
due to seasonal use, changes in water source).

(16) The director has the authority to determine compliance
or initiate enforcement action based upon analytical
results and other information compiled by his or her
sanctioned representatives and agencies.

(17) Each public water system shall monitor at the time
designated by the director within each compliance
period.

(18) Detection as used in this paragraph shall be defined
as greater than or equal to the concentrations for
each contaminant specified in 40 C.F.R. 141.24(h)(18)

(19) Analysis under this section shall only be conducted by
laboratories that have received certification by EPA
or the director and have met the conditions as
specified in 40 C.F.R. 141.24(h)(19).  [Eff 12/16/81;
am and comp 3/7/92; am and comp 1/2/93; am and comp
12/15/94; am and comp 10/13/97; am and 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-9; 42 U.S.C.  §§300g-1, 300g-2, 300g-3,
300j-4, 300g-6, and 300j-9; 40 C.F.R.  Parts 141, 142,
§141.24, §142.10)
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§11-20-13  Radionuclide sampling and analytical
requirements.  (a)  Analytical methods for radioactivity.

(1) The methods specified in 40 C.F.R., §141.25, are to be
used to determine compliance with sections 11-20-7(a)
and 11-20-7(b) (radioactivity), except in cases where
alternative methods have been approved in accordance
with section 11-20-14.

(2) For the purpose of monitoring radioactivity
concentrations in drinking water, the required
sensitivity of the radioanalysis is defined in terms
of a detection limit.  The detection limit shall be
that concentration which can be counted with a
precision of plus or minus one hundred per cent at the
ninety-five per cent confidence level (1.96_ where _
is the standard deviation of the net counting rate of
the sample).
(A) To determine compliance with section

11-20-7(a)(1), the detection limit shall not
exceed one pCi/l.  To determine compliance with
section 11-20-7(a)(2), the detection limit shall
not exceed three pCi/l.

(B) To determine compliance with section 11-20-7(b),
the detection limits shall not exceed the
concentrations listed in Table B.

             Table B             
  Detection Limits for Man-Made  
             Beta Particle and Photon Emitters     

Radionuclide Detection  Limit   CAS # 

Tritium ------------------ 1,000 pCi/l. 10028-17-8
Strontium-89 ------------- 10 pCi/l. 14158-27-1
Strontium-90 ------------- 2 pCi/l. 10098-97-2
Iodine-131 --------------- 1 pCi/l. 10043-66-0
Cesium-134 --------------- 10 pCi/l. 13967-70-9
Gross beta --------------- 4 pCi/l.
Other radionuclides ------ 1/10 of the

applicable limit.

(3) To judge compliance with the MCL listed in sections
11-20-7(a) and 11-20-7(b), averages of data shall be
used and shall be rounded to the same number of
significant figures as the MCL for the substance in
question.

(b) Monitoring frequency for radioactivity in community
water systems.
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(1) Monitoring requirements for gross alpha particle
activity, radium-226 and radium-228 are as follows:
(A) Compliance with section 11-20-7(a) shall be

based on the analysis of an annual composite of
four consecutive quarterly samples or the
average of the analyses of four samples obtained
at quarterly intervals.
(i) A gross alpha particle activity

measurement may be substituted for the
required radium-226 and radium-228
analysis provided, that the measured gross
alpha particle activity does not exceed
five pCi/l at a confidence level of
ninety-five per cent (1.65_ where _ is the
standard deviation of the net counting
rate of the sample).  In localities where
radium-228 may be present in drinking
water, the director may require radium-226
and radium-228 analyses when the gross
alpha particle activity exceeds two pCi/l.

(ii) When the gross alpha particle activity
exceeds five pCi/l, the same or an
equivalent sample shall be analyzed for
radium-226.  If the concentration of
radium-226 exceeds three pCi/l the same
sample or an equivalent sample shall be
analyzed for radium-228.

(B) Suppliers of water shall monitor at least once
every four years following the procedure
required by subparagraph (A).  At the discretion
of the director, when an annual record taken in
conformance with subparagraph (A), has
established that the average annual
concentration is less than half the MCL
established by section 11-20-7(a), analysis of a
single sample may be substituted for the
quarterly sampling procedure required by
subparagraph (A).
(i) More frequent monitoring shall be

conducted when ordered by the director in
the vicinity of mining or other operations
which may contribute alpha particle
radioactivity to either surface or ground
water sources of drinking water.

(ii) A supplier of water shall monitor in
conformance with subparagraph (A) within
one year of the introduction of a new
water source for a community water system. 
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More frequent monitoring shall be
conducted when ordered by the director in
the event of possible contamination or
when changes in the distribution system or
treatment processing occur which may
increase the concentration of
radioactivity in finished water.

     (iii) A community water system using two or more
sources having different concentrations of
radioactivity shall monitor source water,
in addition to water from a free-flowing
tap, when ordered by the director.

(iv) Monitoring for compliance with section
11-20-7(a) after the initial period need
not include radium-228 except when
required by the director, provided, that
the average annual concentration of
radium-228 has been assayed at least once
using the quarterly sampling procedure
required by subparagraph (A).

(v) Suppliers of water shall conduct annual
monitoring of any community water system
in which the radium-226 concentration
exceeds three pCi/l, when ordered by the
director.

(C) If the average annual MCL for gross alpha
particle activity or total radium as set forth
in section 11-20-7(a) is exceeded, the supplier
of a community water system shall give notice to
the director pursuant to section 11-20-17 and
notify the public as required by section
11-20-18.  Monitoring at quarterly intervals
shall be continued until the annual average
concentration no longer exceeds the MCL or until
a monitoring schedule as a condition to a
variance, exemption or enforcement action shall
become effective.

(2) Monitoring requirements for man-made radioactivity in
community water systems are as follows:
(A) Systems using surface water sources and serving

more than 100,000 persons and such other
community water systems as are designated by the
director shall be monitored for compliance with
section 11-20-7(b) by analysis of a composite of
four consecutive quarterly samples or analysis
of four quarterly samples.  Compliance with
section 11-20-7(b) may be assumed without
further analysis if the average annual
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concentration of gross beta particle activity is
less than fifty pCi/l and if the average annual
concentrations of tritium and strontium-90 are
less than those listed in Table A, provided,
that if both radionuclides are present the sum
of their annual dose equivalents to bone marrow
shall not exceed four millirem/year.
(i) If the gross beta particle activity

exceeds fifty pCi/l, an analysis of the
samples shall be performed to identify the
major radioactive constituents present and
the appropriate organ and total body doses
shall be calculated to determine
compliance with section 11-20-7(b).

(ii) Suppliers of water shall conduct
additional monitoring, as ordered by the
director, to determine the concentration
of man-made radioactivity in principal
watersheds designated by the director.

     (iii) At the discretion of the director,
suppliers of water utilizing only ground
waters may be required to monitor for
man-made radioactivity.

(B) After the initial analysis required by
subparagraph (A), suppliers of water shall
monitor at least every four years following the
procedure given in that subparagraph.

(C) The supplier of any community water system
designated by the director as utilizing waters
contaminated by effluents from nuclear
facilities shall initiate quarterly monitoring
for gross beta particle and iodine-131
radioactivity and annual monitoring for
strontium-90 and tritium.
(i) Quarterly monitoring for gross beta

particle activity shall be based on the
analysis of monthly samples or the
analysis of a composite of three monthly
samples.  The former is recommended.  If
the gross beta particle activity in a
sample exceeds fifteen pCi/l, the same or
an equivalent sample shall be analyzed for
strontium-89 and cesium-134. If the gross
beta particle activity exceeds fifty
pCi/l, an analysis of the sample shall be
performed to identify the major
radioactive constituents present and the
appropriate organ and total body doses

20-47



shall be calculated to determine
compliance with section 11-20-7(b).

(ii) For iodine-131, a composite of five
consecutive daily samples shall be
analyzed once each quarter.  As ordered by
the director, more frequent monitoring
shall be conducted when iodine-131 is
identified in the finished water.

     (iii) Annual monitoring for strontium-90 and
tritium shall be conducted by means of the
analysis of a composite of four
consecutive quarterly samples or analysis
of four quarterly samples.  The latter
procedure is recommended.

(iv) The director may allow the substitution of
environmental surveillance data taken in
conjunction with a nuclear facility for
direct monitoring of man-made
radioactivity by the supplier of water
where the director determines such data is
applicable to a particular community water
system.

(v) If the average annual MCL for man-made
radioactivity set forth in section
11-20-7(b) is exceeded, the operator of a
community water system shall notify the
director pursuant to section 11-20-17 and
shall notify the public as required by 
section 11-20-18.  Monitoring at monthly
intervals shall be continued until the
concentration no longer exceeds the MCL or
until a monitoring schedule as a condition
to a  variance, exemption or enforcement
action shall become effective.  [Eff
12/26/81; am and comp 3/7/92; am and comp
1/2/93; am and comp 12/15/94; am and comp
10/13/97; comp 9/7/99] (Auth:  HRS
§§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-9; 42 U.S.C.  §§300g-1, 300g-2; 40
C.F.R. Parts 141, 142, §141.25, §141.26,
§142.10)

§11-20-14  Alternative analytical techniques.  With the
written permission of the director, concurred with by the
administrator, an alternative analytical technique may be
employed.  An alternative technique shall be acceptable only if it
is substantially equivalent to the prescribed test in both
precision and accuracy as it relates to the determination of
compliance with any MCL.  The use of the alternative analytical
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technique shall not decrease the frequency of monitoring required
by this chapter.  [Eff 12/26/81; comp 3/7/92; comp 1/2/93; comp
12/15/94; am and comp 10/13/97; comp 9/7/99] (Auth:  HRS
§§340E-2, 340E-9) (Imp:  HRS §§340E-2, 340E-9; 42 U.S.C. 
§§300g-1, 300g-2; 40 C.F.R. Parts 141, 142, §141.27, §142.10)

§11-20-15  Certified laboratories.  (a)  For the purpose of
determining compliance with sections 11-20-9 through 11-20-13,
11-20-34, and 11-20-35, samples may be considered only if they
have been analyzed by a laboratory certified by the director as
specified in EPA/570/9-90/008, "Manual for the Certification of
Laboratories Analyzing Drinking Water", 3rd edition, April 1990,
except that measurements for turbidity, free chlorine residual,
temperature and pH may be performed by any person acceptable to
the director.

(b) Nothing in this chapter shall be construed to preclude
the director from taking samples or from using the results from
such samples to determine compliance by a supplier of water with
the applicable requirements of this chapter.  [Eff 12/26/81; am
and comp 3/7/92; am and comp 1/2/93; am and comp 12/15/94; am and
comp 10/13/97; comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp: 
HRS §§340E-2, 340E-9; 42 U.S.C.  §§300g-1, 300g-2; 40 C.F.R. 
Parts 141, 142, §141.28, §142.10)

§11-20-16  Monitoring of consecutive public water systems.
When a public water system supplies water to one or more other
public water systems, the director may modify the monitoring
requirements imposed by this chapter to the extent that the
interconnection of the public water systems justifies treating
them as a single public water system for monitoring purposes.  Any
modified monitoring shall be conducted pursuant to a schedule
specified by the director. [Eff 12/26/81; am and comp 3/7/92; am
and comp 1/2/93; comp 12/15/95; comp 10/13/97; 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-9; 42 U.S.C.  §§300g-1, 300g-2; 40 C.F.R. Parts 141, 142,
§141.29, §142.10)

§11-20-17  Reporting requirements.  (a)  Except where a
shorter period is specified in this chapter, the supplier of water
shall report to the director the results of any test measurements
or analysis required by this chapter:

(1) Within the first ten days following the month in which
the result is received; or

20-49



§11-20-18

(2) Within the first ten days following the end of the
required monitoring period as stipulated by the
director, whichever of these is shortest.

(b) Except where a different reporting period is specified
in this chapter, the supplier of water shall report to the
director within forty-eight hours the failure to comply with any
primary drinking water regulations (including failure to comply
with monitoring requirements) set forth in this chapter.

(c) The supplier of water need not report analytical
results to the director in cases where a state laboratory performs
the analysis and reports the results to the director's office
which would normally receive such notification from the supplier.

(d) The supplier of water, within ten days of completion
of each public notification required pursuant to section 11-20-18,
shall submit to the director a representative copy of each type of
notice distributed, published, posted, made available to the
persons served by the public water system, and to the media.

(e) The supplier of water shall submit to the director
within the time stated in the request copies of any records
required to be maintained under section 11-20-19 hereof or copies
of any documents then in existence which the director or the
administrator is entitled to inspect pursuant to the authority of
P.L. No. 95-10, §1445, or chapter 340E, HRS.
  (f)  The supplier of water shall report information
requested by the State in a format approved by the director.
[Eff 12/26/81; am and comp 3/7/92; am and comp 1/2/93; am and comp
12/15/94; am and comp 10/13/97; comp 9/7/99] (Auth:  HRS
§§340E-2, 340E-9) (Imp:  HRS §§340E-2, 340E-6, 340E-9; 42 U.S.C.
§§300g-1, 300g-2, 300g-4; 40 C.F.R.  Parts 141, 142, §141.31,
§142.10)

§11-20-18  Public notification.  (a) The supplier of water
which fails to comply with an applicable MCL or treatment
technique established by this chapter or which fails to comply
with the requirements of any schedule prescribed pursuant to a
variance or exemption, shall notify persons served by the public
water system as follows:

(1) Except as provided in paragraph (3), the supplier of
water shall give notice:
(A) By publication in a daily newspaper of general

circulation in the area served by the public
water system as soon as possible, but in no case
later than fourteen calendar days after the
violation.  If the area served by a public water
system is not served by a daily newspaper of
general circulation, notice shall instead be
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given by publication in a weekly newspaper of
general circulation serving the area;

(B) By mail delivery (by direct mail or with the
water bill), or by hand delivery, not later than
forty-five calendar days after the violation or
failure.  The director may waive mail or hand
delivery if he or she determines that the
supplier of water of the public water system in
violation has corrected the violation or failure
within the forty-five calendar day period.  The
director shall make the waiver in writing and
within the forty-five calendar day period; and

(C) For violations of the MCLs of contaminants that
may pose an acute risk to human health, by
furnishing a copy of the notice to the radio and
television stations serving the area served by
the public water system as soon as possible but
in no case later than seventy-two hours after
the violation.  The following violations are
acute violations:
(i) Violations determined by the director as

posing an acute risk to human health.
(ii) Violation of the MCL for nitrate or

nitrite as defined in section 11-20-3 and
determined according to section        
11-20-11(i)(3).

(iii) Violation of the MCL for total coliforms,
when fecal coliforms are present in the
water distribution system, as specified in
section 11-20-6(b).

(2) Except as provided in paragraph (3), following the
initial notice given under paragraph (1), the supplier
of water shall give notice at least once every three
months by mail delivery (by direct mail or with the
water bill) or by hand delivery, for as long as the
violation or failure exists.

(3) (A) For a community water system, in lieu of the
requirements of paragraphs (1) and (2), the
supplier of a water system in an area that does
not have local radio and television reception
shall give notice by hand delivery or by
continuous posting in conspicuous places within
the area served by the public water system.
Notice by hand delivery or posting shall begin
as soon as possible, but no later than
seventy-two hours after the violation or failure
for acute violations (as defined in subparagraph
(l)(C).  The supplier of a water system in an
area that is not served by a daily or weekly
newspaper shall give notice by hand delivery or
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by continuous posting as soon as possible, but
no later than fourteen calendar days after the
violation or failure.  Posting shall continue
for as long as the violation or failure exists.
Notice by hand delivery shall be repeated at
least every three months for as long as the
violation or failure exists.

(B) For a non-community water system, in lieu of the
requirements of paragraphs (1) and (2), the
supplier of a water system may give notice by
hand delivery or by continuous posting in
conspicuous places within the area served by the
public water system.  Notice by hand delivery or
posting shall begin as soon as possible, but no
later than seventy-two hours after the violation
or failure for acute violations (as defined in
subparagraph (l)(C)), or fourteen calendar days
after the violation or failure (for any other
violation).  Posting shall continue for as long
as the violation or failure exists.  Notice by
hand delivery shall be repeated at least every
three months for as long as the violation
exists.

(b) The supplier of water who fails to perform the
monitoring requirements, fails to comply with the testing
procedures, or operates under a variance or exemption, shall
notify person served by the public water system as follows:

(1) Except as provided in paragraph (3), the supplier of
water shall give notice within three months of the
violation or granting of a variance or exemption by
publication in a daily newspaper of general
circulation in the area served by the public water
system.  If the area served by a public water system
is not served by a daily newspaper of general
circulation, notice shall instead be given by
publication in a weekly newspaper of general
circulation serving the area.

(2) Except as provided in paragraph (3) following the
initial notice given under paragraph (1), the supplier
of water shall give notice at least once every three
months by mail delivery (by direct mail or with the
water bill) or by hand delivery, for as long as the
violation exists.  Repeat notice of the existence of a
variance or exemption shall be given every three
months for as long as the variance or exemption
remains in effect.
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(3) (A) In lieu of the requirements of paragraphs (1)
and (2), the supplier of water of a community
water system, in an area that is not served by a
daily or weekly newspaper of general circulation
shall give notice, within three months of the
violation or granting of the variance or
exemption, by hand delivery or by continuous
posting in conspicuous places with the area
served by the public water system.  Posting
shall continue for as long as the violation
exists or a variance or exemption remains in
effect.  Notice by hand delivery shall be
repeated at least every three months for as long
as the violation exists or a variance or
exemption remains in effect.

(B) In lieu of the requirements of paragraphs (1)
and (2), the supplier of water of a
non-community water system may give notice,
within three months of the violation or the
granting of the variance or exemption, by hand
delivery or by continuous posting in conspicuous
places within the area served by the public
water system.  Posting shall continue for as
long as the violation exists, or a variance or
exemption remains in effect.  Notice by hand
delivery shall be repeated at least every three
months for as long as the violation exists or a
variance or exemption remains in effect.

(c) The supplier of water of a community water system
shall give a copy of the most recent public notice for any
outstanding violation of any MCL, or any treatment technique
requirement, or any variance or exemption schedule to all new
billing units or new hookups prior to or at the time service
begins.

(d) Each notice required by this section shall provide a
clear and readily understandable explanation of the violation, any
potential adverse health effects, the population at risk, the
steps that the public water system is taking to correct such
violation, the necessity for seeking alternative water supplies,
if any, and any preventive measures the consumer should take until
the violation is corrected.  Each notice shall be conspicuous and
shall not contain unduly technical language, unduly small print,
or similar problems that frustrate the purpose of the notice. 
Each notice shall include the telephone number of the supplier of
water for the public water system as a source of additional
information concerning the notice.  Where appropriate, the notice
shall be multi-lingual.
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(e) When providing the information on potential health
effects required by subsection (d) in public notices of violations
of MCLs, violations of treatment techniques, notices of issuance
and continued existence of exemptions and variances from MCLs, and
notices of violation of variance and exemption schedules, the
supplier of water of a public water system shall include the
language specified in Appendix A for each contaminant.  The
exhibit entitled "Appendix A:  Mandatory Language to Include in
Public Notices (December 1, 1995)" at the end of this chapter is
made a part of this chapter.

(f) Public notices for fluoride.
(1) Notice of violations of the MCL for fluoride, notices

of variances and exemptions from the MCL for fluoride,
and notices of failure to comply with variance and
exemption schedules for the MCL for fluoride shall
consist of the public notice prescribed in Appendix A,
number (9), plus a description of any steps which the
system is taking to come into compliance.

(2) Community water systems that exceed the secondary MCL
for fluoride of 2.0 mg/l, as determined by the last
single sample taken in accordance with the
requirements of section 11-20-11(a) through (k), but
do not exceed the MCL for fluoride as specified by 
section 11-20-3(c), shall provide the notice described
in Appendix A, number (9) to all billing units
annually, all new billing units at the time service
begins, and the state public health officer.

(g) Public notification by the director.  The director may
give notice to the public required by this section on behalf of
the owner or operator of the public water system if the director
complies with the requirements of this section.  However, the
owner or operator of the public water system remains legally
responsible for ensuring that the requirements of this section are
met.  [Eff 12/26/81; am and comp 3/7/92; am and comp 1/2/93; am
and comp 12/15/94; am and comp 10/13/97; am and 
comp 9/7/99] (Auth: HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-6, 340E-9; 42 U.S.C.  §§300g-1, 300g-2, 300g-3, 300g-4,
300g-6, 300j-4, 300j-9; 40 C.F.R. Parts 141, 142, §141.32,
§142.10, §143.5)

§11-20-19  Record maintenance.  (a)  Any supplier of water
of a public water system subject to the provisions of this chapter
shall retain on its premises or at a convenient location near its
premises the records specified in subsections (b) through (f).

(b) Records of bacteriological analyses made pursuant to
this chapter shall be kept for not less than five years.  Records
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of chemical analyses made pursuant to this chapter shall be kept
for not less than ten years.  Actual laboratory reports may be
kept, or data may be transferred to tabular summaries, provided
that the following information is included:

(1) The date, place, and time of sampling, and the name of
the person who collected the sample;

(2) Identification of the sample as to whether it was a
routine distribution system sample, check sample, raw
or process water sample or other special purpose
sample;

(3) Date of analysis;
(4) Laboratory and person responsible for performing

analysis;
(5) The analytical technique or method used; and
(6) The results of the analysis.
(c) Records of action taken by the public water system to

correct violations of primary drinking water regulations shall be
kept for a period not less than three years after the last action
taken with respect to the particular violation involved.

(d) Copies of any written reports, summaries or
communications relating to sanitary surveys of the public water
system shall be kept for a period of not less than ten years after
completion of the sanitary survey involved.

(e) Records concerning a variance or exemption granted to
the public water system shall be kept for a period ending not less
than five years following the expiration of such variance or
exemption.

(f) Records of any public notification made pursuant to
section 11-20-18 shall be kept for a period ending not less than
five years following the date of such notification.  [Eff 
12/26/81; am and comp 3/7/92; am and comp 1/2/93; comp 12/15/94;
comp 10/13/97; comp 9/7/99]  (Auth:  HRS §§340E-2, 340E-9) (Imp:
HRS §§340E-2, 340E-9; 42 U.S.C.  §§300g-1, 300g-2, 300g-4; 40
C.F.R.  Parts 141, 142, §141.33, §142.10, §142.16)

§11-20-20  Requirements for a variance.  (a)  The director
may grant one or more variances to any public water system from
any MCL requirement of an applicable state primary drinking water
regulation upon a finding that:

(1) Because of characteristics of the raw water sources
which are reasonably available to the public water
system, the public water system cannot meet the MCL
requirement despite application of the best
technology, treatment techniques, or other means,
which the director finds are generally available
(taking costs into consideration); and
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(2) The granting of a variance will not result in an
unreasonable risk to the health of persons served by
the public water system.

(b)  The director may grant one or more variances to any
public water system from any requirement of a specified treatment
technique of an applicable state primary drinking water regulation
upon a finding that the public water system applying for the
variance has demonstrated that such treatment technique is not
necessary to protect the health of persons because of the nature
of the raw water source of such public water system.

(c) The director will not grant any variance from the
filtration and disinfection criteria.

(d) The director will not grant any variance from the MCL
for total coliform.  [Eff 12/26/81; am and comp  3/7/92; am and
comp 1/2/93; comp 12/15/94; comp 10/13/97; comp 9/7/99] (Auth:
HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2, 340E-3, 340E-9; 42
U.S.C. §§300g-1, 300g-2, 300g-4; 40 C.F.R.  Parts 141, 142,
§141.4, §142.10, §142.20)

§11-20-21  Variance request.  (a)  A supplier of water
seeking a variance shall submit a written request to the director.
Suppliers of water may submit a joint request for variances when
they seek similar variances under similar circumstances.  Any
written request for a variance or variances shall include the
following information:

(1) The nature and duration of variance requested; and 
(2) Relevant analytical results of water quality sampling

of the public water system, including sampling of raw
water relevant to the variance request.

(b) For any request made under section 11-20-20(a), the
following shall be required:

(1) Full discussion of, and supporting data regarding, the
best available treatment technology and techniques,
including evidence of the inability of the public
water system to comply despite the application of such
technology and techniques;

(2) Information on economic and legal factors relevant to
the ability to comply;

(3) A proposed compliance schedule, including the dates
for achieving each step in the compliance schedule. 
Such schedule shall include as a minimum the following
dates:
(A) Date by which arrangement for alternative raw

water source or for improvement of existing raw
water source will be completed;
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(B) Date by which the connection of the alternative
raw water source or improvement of existing raw
water source will be initiated; and

(C) Date by which final compliance is to be
achieved;

(4) A plan for the provision of safe drinking water in the
case of an excessive rise in the contaminant level for
which the variance is requested; and

(5) A plan for interim control measures during the
effective period of variance.

(c) For any request made under section 11-20-20(b) a
statement that the public water system will perform monitoring and
other reasonable requirements prescribed by the director as a
condition to the variance.

(d) Any other information the applicant believes to be
pertinent.

(e) Such other information as the director may require to
minimize the risk to human health or welfare. [Eff  12/26/81; am
and comp 3/7/92; am and comp 1/2/93; am and comp 12/15/94; comp
10/13/97; comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-3, 340E-9; 42 U.S.C. §§300g-1, 300g-4; 40 C.F.R. 
Parts 141, 141.4, 142, §142.10, §142.20)

§11-20-22  Consideration of variance request.  (a)  In the
director's consideration of whether the public water system is
unable to comply with a contaminant level requirement of a state
primary drinking water regulation because of the nature of the raw
water source, the director shall consider such factors as he
considers to be relevant, including the following:

(1) The availability, effectiveness, and reliability of
treatment methods for the contaminant for which the
variance is requested; and

(2) Cost and other economic considerations such as for
implementing treatment, improving the quality of the
source water or using an alternate source.

(b) In the director's consideration of whether a public
water system should be granted a variance to a required treatment
technique because such treatment is unnecessary to protect the
public health, the director shall consider such factors as the
following:

(1) Quality of the water source including water quality
data and pertinent sources of pollution; and

(2) Susceptibility of the source to contamination and the
source protection measures employed by the public
water system. [Eff 12/26/81; comp 3/7/92; am and comp
1/2/93; am and comp 12/15/94; comp 10/13/97; 
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comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-3, 340E-9; 42 U.S.C.  §§300g-1, 300g-2,
300g-4; 40 C.F.R.  Parts 141, 142, §141.4, §142.10,
§142.20)

§11-20-23  Requirements for an exemption.  (a) The director
may exempt any public water system from any MCL requirement or any
treatment technique requirement, or from both, of an applicable
state primary drinking water regulation upon a finding that:

(1) Due to compelling factors (which may include economic
factors), the public water system is unable to comply
with such contaminant level or treatment technique
requirement;

(2) The public water system was in operation on the
effective date of such contaminant level or treatment
technique requirement; and

(3) The granting of the exemption will not result in an
unreasonable risk to health.

(b) The director will not exempt any surface water system
or a groundwater system under the direct influence of surface
water from the requirements to provide disinfection for the water
entering the distribution system.

(c) The director will not grant any exemptions to the MCL
for total coliform.  [Eff 12/26/81; comp 3/7/92; am and comp
1/2/93; comp 12/15/94; comp 10/13/97; comp 9/7/99] (Auth:  HRS
§§340E-2, 340E-9) (Imp:  HRS §§340E-2, 340E-3, 340E-9; 42 U.S.C. 
§§300g-1, 300g-2, 300g-5; 40 C.F.R. Parts 141, 142, §141.4,
§142.10, §142.20)

§11-20-24  Exemption request.  A supplier of water seeking
an exemption shall submit a written request to the director.
Suppliers of water may submit a joint request for exemptions when
they seek similar exemptions under similar circumstances.  Any
written request for an exemption or exemptions shall include the
following information:

(1) The nature and duration of exemption requested;
(2) Relevant analytical results of water quality sampling

of the public water system;
(3) Explanation of the compelling factors such as time or

economic factors which prevent such public water
system from achieving compliance;

(4) A proposed compliance schedule, including the date
when each step toward compliance will be achieved;

(5) Any other information the applicant believes to be
pertinent; and

(6) Such other information as the director may require to
minimize the risk to human health and welfare. [Eff 
12/26/81; am and comp 3/7/92; am and comp 1/2/93; am
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and comp 12/15/94; comp 10/13/97; 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-3, 340E-9; 42 U.S.C. §§300g-1, 300g-2,
300g-5; 40 C.F.R.  Parts 141, 142, §141.4, §142.10,
§142.20)

§11-20-25  Consideration of an exemption request.  In the
director's consideration of whether the public water system is
unable to comply due to compelling factors, the director shall
consider such factors as he determines to be relevant, including
the following:

(1) Construction, installation, or modification of
treatment equipment or public water systems;

(2) The time needed to put into operation a new treatment
facility to replace an existing system which is not in
compliance; and

(3) Economic feasibility of compliance.  [Eff 12/26/81; am
and comp 3/7/92; am and comp 1/2/93; comp 12/15/94; 
comp 10/13/97; comp 9/7/99] (Auth:  HRS §§340E-2,
340E-9) (Imp:  HRS §§340E-2, 340E-3, 340E-9; 42 U.S.C.
§§300g-1, 300g-2, 300g-5; 40 C.F.R. Parts 141, 142,
§141.4, §142.10, §142.20)

§11-20-26  Disposition of a request for variance or
exemption.  (a)  If the director determines that a request for a
variance or exemption is inadequate or incomplete, the director
may deny the request.  If the director fails to act on a variance
or exemption request within one hundred eighty days after the
request is submitted, the request will be deemed to be granted. 

(b) If the director proposes to grant a variance or
exemption request submitted pursuant to sections 11-20-21 or 
11-20-24, respectively, the director shall notify the applicant of
the director's decision in writing.  Such notice shall identify
the variance or exemption, the facility covered, and shall
specify, as appropriate, the period of time for which the variance
will be effective or the termination date of the exemption.

(l) For the type of variance specified in section
11-20-20(a) or for an exemption, such notice shall
also provide that the variance or exemption will be
terminated when the public water system comes into
compliance with the applicable regulation, and may be
terminated upon a finding by the director that the
public water system has failed to comply with any
requirements of a final schedule issued pursuant to
section 11-20-28.

(2) For the type of variance specified in section
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11-20-20(b) such notice shall provide that the
variance may be terminated at any time upon a finding
that the nature of the raw water source is such that
the specified treatment technique for which the
variance was granted is necessary to protect the
health of persons or upon a finding that the public
water system has failed to comply with monitoring and
other requirements prescribed by the director as a
condition to the granting of the variance.

(c) For a variance specified in section 11-20-20(a)(1) or
an exemption, the director shall propose a schedule for:

(1) Compliance (including increments of progress) by the
public water system with each contaminant level
requirement covered by the variance or each
contaminant level and treatment technique covered by
the exemption; and

(2) Implementation by the public water system of such
control measures as the director may require for each
contaminant covered by the variance or exemption.

(d) The proposed schedule for compliance shall contain
such conditions as the director may prescribe and shall specify
dates by which steps towards compliance are to be taken,
including, where applicable:

(1) Date by which arrangement for an alternative raw water
source or improvement or existing raw water source
will be completed;

(2) Date of initiation of the connection of the
alternative raw water source or improvement of the
existing raw water source; and 

(3) Date by which final compliance is to be achieved.
(e) The proposed schedule for compliance for a variance

specified in section 11-20-20(a)(1) may, if the public water
system has no access to an alternative raw water source, and can
effect or anticipate no adequate improvement of the existing raw
water source, specify an indefinite time period for compliance
until a new and effective treatment technology is developed at
which time a new compliance schedule shall be prescribed by the
director.

(f) The proposed schedule for implementation of interim
control measures during the period of the variance shall specify
interim treatment techniques, methods and equipment, and dates by
which steps toward meeting the interim control measures are to be
met.

(g) The schedule shall be prescribed by the director
within one year after the granting of the variance or exemption,
subsequent to provision of opportunity for hearing pursuant to 
section 11-20-27.

(h) The director may prescribe reasonable conditions as
part of any variance or exemption.  [Eff 12/26/81; comp 3/7/92; am
and comp 1/2/93; am and comp 12/15/94; comp 10/13/97; 
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comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-3, 340E-9; 42 U.S.C.  §§300g-1, 300g-2, 300g-4, 300g-5; 40
C.F.R. Parts 141, 142, §141.4, §142.10, §142.20)

§11-20-27  Public hearings on variances, variance schedules,
and exemption schedules.  (a)  Before a variance, variance
schedule, or exemption schedule proposed by the director pursuant
to section 11-20-26 may take effect, the director shall provide
notice and opportunity for public hearing on the variance,
variance schedule, or exemption schedule.  A notice given pursuant
to the preceding sentence may cover the granting of more than one
variance, variance schedule, or exemption schedule and a hearing
held pursuant to such notice shall include each of the variances,
variance schedules, or exemption schedules covered by the notice.
Such notice shall include a summary of the proposed variance,
variance schedule, or exemption schedule, and shall inform
interested persons that they may submit written comments on the
proposed variance, variance schedule, or exemption schedule, and
may request a public hearing. 

(b) Public notice of an opportunity for hearing on a
variance, variance schedule, or exemption schedule shall be
circulated in a manner designed to inform interested and
potentially interested persons of the proposed variance, variance
schedule, or exemption schedule, and shall, in addition to
compliance with section 92-41, HRS include at least the following:

(1) Posting of a notice in the principal post office of
each community or area served by the public water
system, and publishing of a notice in a newspaper or
newspapers of general circulation in the area served
by the public water system; and

(2) Mailing of a notice to other appropriate state or
local agencies at the director's discretion.

(c) Requests for hearing may be submitted by an interested
person.  Frivolous or insubstantial requests for hearing may be
denied by the director.  Requests shall be submitted to the
director within thirty days after issuance of the public notices
provided for in subsection (b).  Such requests shall include the
following information:

(1) The name, address, and telephone number of the
individual, organization, or other entity requesting a
hearing;

(2) A brief statement of the interest of the person making
the request in the proposed variance, variance
schedule, or exemption schedule and of information
that the requesting person intends to submit at such
hearing; and

(3) The signature of the individual making the request,
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or, if the request is made on behalf of an
organization or other entity, the signature of a
responsible official of the organization or other
entity.

(d) The director shall give notice in the manner set forth
in subsection (b) of any hearing to be held pursuant to a request
submitted by an interested person or on the person's own motion. 
Notice of the hearing shall also be sent to the persons requesting
the hearing, if any.  Notice of the hearing shall include a
statement of the purpose of the hearing, information regarding the
time and location for the hearing, and the address and telephone
number of an office at which interested persons may obtain further
information concerning the hearing.  Notice of the hearing shall
be given not less than fifteen days prior to the time scheduled
for the hearing.

(e) A hearing convened pursuant to subsection (d) shall
not be deemed to be a "contested case" hearing within the meaning
of chapter 91, Hawaii Revised Statutes.  The hearing shall be
conducted before a hearing officer to be designated by the
director, or the director may conduct the hearing.  The hearing
shall be conducted by the hearing officer in an informal, orderly
and expeditious manner.  The hearing officer shall have authority
to call witnesses, receive oral and written testimony and take
such other action as may be necessary to assure the fair and
efficient conduct of the hearing.

(f) The director may provide that the variance, variance
schedule, or exemption schedule shall become effective thirty days
after notice of opportunity for hearing is given pursuant to
subsection (b) if no timely request for hearing is submitted and
the director does not determine to hold a public hearing on the
director's own motion.  [Eff 12/26/81; am and comp 3/7/92; am and
comp 1/2/93; am and comp 12/15/94; comp 10/13/97; 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-3, 340E-9; 42 U.S.C.  §§300g-1, 300g-2, 300g-4, 300g-5; 40
C.F.R. Parts 141, 142, §141.4, §142.10, §142.20)

§11-20-28  Final schedule.  (a)  Within sixty days after the
termination of any public hearing held pursuant to section
11-20-27, the director shall, taking into consideration
information obtained during such hearing, and other relevant
information which shall include any written comments submitted
pursuant to the public notice specified in section 11-20-27(a):
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(1) With respect to a variance or variance schedule,
confirm, revise, or rescind the proposed variance or
schedule as necessary; and

(2) With respect to an exemption schedule, confirm or
revise the proposed schedule as necessary.

(b) The exemption schedule referred to in section
11-20-28(a)(2) shall require compliance by the public water system
with each contaminant level and treatment technique requirement
prescribed as state regulations comparable to:

(1) Interim national primary drinking water regulations
promulgated by the administrator pursuant to 40 C.F.R.
Part 141, by no later than January 1, 1984; and

(2) Revised national primary drinking water regulations
promulgated by the administrator pursuant to 40 C.F.R.
Part 141, by no later than seven years after the
effective date of such regulations.

(c) If the public water system has entered into an
enforceable agreement to become a part of a regional public water
system, as determined by the director, the schedule referred to in
section 11-20-28(a)(2) shall require compliance by the public
water system with each contaminant level and treatment technique
requirement prescribed by state rules comparable to:

(1) Interim national primary drinking water regulations
promulgated by the administrator pursuant to 40 C.F.R.
Part 141, by no later than January 1, 1986; and

(2) Revised national primary drinking water regulations
promulgated by the administrator pursuant to 40 C.F.R.
Part 141, by no later than nine years after the
effective date of such regulations.  [Eff 12/26/81;
comp 3/7/92; am and comp 1/2/93; am and comp 12/15/94;
comp 10/13/97; comp 9/7/99] (Auth:  HRS §§340E-2,
340E-9) (Imp:  HRS §§340E-2, 340E-3, 340E-9; 42 U.S.C.
§§300g-1, 300g-2, 300g-4, 300g-5; 40 C.F.R. Parts 141,
142, §141.4, §142.10, §142.20)

§11-20-29  Use of new sources of raw water for public water
systems.  (a) No person shall use a new source of raw water to
supply a public water system unless the source and its treatment
facilities, if any, have been approved by the director. 

(b) Any person proposing to use a new raw water source to
supply a public water system shall submit plans, supporting data,
and information in an engineering report to the department.  The
engineering report shall be prepared by a licensed professional
engineer, experienced in such fields as water resources,
hydrogeology, water supply, or environmental engineering, and
shall include the following:
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(1) Identification of all significant factors having
potential for contaminating or reducing the quality of
the water source or which could cause the quality of
water delivered to users of the public water system to
be in violation of any state primary drinking water
rule;

(2) Data relating to quality and quantity of the source
waters under normal conditions and during stress
periods, drought, or heavy precipitation, as
determined by field and laboratory analyses and
investigations of available records; if records are
not available or are inadequate to determine source
quality under stress conditions, an estimate of
expected quality and quantity during stress conditions
should be established;

(3) If the proposed new water source is a surface source,
identification of the:
(A) Proximity and effects of sources of pollution

and the possibility of contamination due to
operation of waste treatment facilities or waste
disposal systems, accidental spills of hazardous
materials, agricultural operations, and any
other activities which could introduce
contaminants into the water source;

(B) Factors affecting the time of travel of actual
and potential pollution from its source to the
water source;

(C) Actual and potential siltation problems; and
(D) Possible effects on water quality from existing

or proposed upstream impoundments;
(4) If the proposed new water source is a well, spring, or

infiltration gallery, identification of the:
(A) Nature of soil and stratum overlaying the water

source, with special emphasis on identification
of fissures and faults as it relates to the
natural purification or treatment of percolating
fluids from existing or future activities;

(B) Nature, distance, direction of flow and time of
travel of contaminants from present and
projected domestic, industrial, and agricultural
sources of pollution, and waste injection wells
and other waste disposal facilities; and

(C) The probability and effect of surface drainage
or contaminated underground water entering the
subject water source;

(5) For each present and projected potential source of
contamination, identification and evaluation of
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alternative control measures which could be
implemented to reduce or eliminate the potential for
contamination of the water source, including treatment
of the water source if subject to contamination, and
evaluation of the physical, economic, and social
effects of implementing such control measures;

(6) Certification by the person proposing to use the new
source of raw of water to supply a public water system
that the new source of raw water and its treatment
system, if any, will be operated and maintained to
provide water to the public water system that complies
with state primary drinking water regulations.  This
requirement does not apply to new sources of raw water
for the county department or board of water or water
supply;

(7) Certification by the licensed professional engineer
responsible for the preparation of the report, that
the facts presented in the engineering report are
true, to the best of the engineer's information and
belief, and that the development of the new source of
raw water, and the collection, treatment, and
distribution of water from the new source of raw water
and its treatment system, if any, are designed to
supply water that will comply with state primary
drinking water regulations.  This requirement does not
apply to engineering reports prepared by personnel in
the county department or board of water or water
supply;

(8) Where required by the director, the identification,
qualifications, education, training, and work
experience of the engineer and other individuals
involved in the preparation of the engineering report;
and

(9) Such other data and information as the director may
require.

(c) In deciding whether to approve or deny the proposed
use of a new source of raw water to supply a public water system,
the director may:

(1) Require the person proposing to use the new water
source to provide notice and opportunity for public 
comment on the proposed use of the new water source. 
If the director determines that a public hearing is
warranted, the director may require the person
proposing to use the new water source to publish the
notice of a public hearing.  The hearing shall be
subject to the provisions of public notice and hearing
provided in  section 11-20-27 of these regulations. 
If a public hearing is required, the person proposing
to use the new water source shall pay all publication
costs related to the public hearing(s) notification(s)
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for each water source requiring such notice;
(2) Consult with appropriate experts, state and county

officials, including appointing a committee of such
persons as the director may determine to be
appropriate to advise the director in making his or
her decision; or

(3) Take any other action which the director may determine
to be appropriate to obtain adequate data and
information on which to base his or her decision.

(d) The director may grant approvals with conditions that
the director considers necessary to ensure that the water
delivered to the public water system complies with state primary
drinking water regulations or otherwise protects public health.

(e) Before the director approves the use of a new source
of raw water to supply a new community public water system or a
new non-transient non-community public water system, the proposed
supplier of water shall demonstrate that the new public water
system to be supplied by the new source of raw water has adequate
capacity under section 11-20-29.5.  Approvals for the use of a new
source of raw water to supply a proposed public water system
subject to section 11-20-30(d) shall be processed concurrently
with the director's approval to construct the public water system
and granted concurrently with the director's approval to use the
public water system.

(f)  A county department or board of water or water supply
may submit to the director a program plan for the development by
the county of new water sources for existing public water systems.
Such plan shall be sufficiently detailed to include the basic
information required by this section, with special attention paid
to projections of future land use and other activities as they may
affect the susceptibility of the water source to contamination. 
When approved in writing by the director, the requirements of such
program, rather than those of subsections (a), (b), (c), and (d),
shall govern the development of new sources of water for existing
public water systems in that county to the extent covered by that
program. 

(g) The director shall process written requests for
approvals of new sources of raw water in a timely manner.

(1) The director shall decide whether an engineering
report is complete within ninety days of
receipt.  The director shall notify the person
proposing to use the new source of raw water to
supply a public water system or its duly
authorized representative in writing if the
engineering report is incomplete or otherwise
deficient and describe the additional
information necessary to complete the report or
correct the deficiency.  Failure to provide the
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additional information or to correct a
deficiency is sufficient ground to suspend or
terminate the processing of the report;

(2) The director shall notify the person proposing
to use the new source of raw water to supply a
public water system or its duly authorized
representative in writing when an engineering
report is considered complete;

(3) The director shall act on a written request for
a new source approval within one year from the
date the director notifies the person proposing
to use the new source of raw water to supply a
public water system or its duly authorized
representative that the engineering report is
complete.  This time period of one year may be
extended to the extent of delays of the
department's inspection of the raw water source
and the public water system caused by the person
proposing to use the new source of raw water or
the supplier of water; and

(4) This subsection does not apply to the approval
of new sources of raw water to supply a public
water system subject to subsection (e).

(h) The person proposing to use the new source of raw
water or its duly authorized representative shall notify the
department in writing of changes which may affect the engineering
report.  Failure to provide such information shall be sufficient
grounds for denial or termination of the processing of the request
for a new source approval.  [Eff 12/26/81; am and comp 3/7/92; am
and comp 1/2/93; am and comp 12/15/94;  comp 10/13/97; am and 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-2.5, 340E-9) (Imp:  HRS
§§340E-2, 340E-2.5, 340E-9; 42 U.S.C. §§300g-1, 300g-2, 300g-9; 40
C.F.R. Parts 141, 142, §142.10)

§11-20-29.5 Capacity demonstration and evaluation.  (a)  To
demonstrate adequate capacity, the proposed or existing supplier
of water shall submit to the director, written information
sufficient to show that the requirements in subsections (b)
through (d) are met.

(b) A public water system with adequate technical capacity
has at least the following items:

(1) A clear system description, including identification
of plans and specifications, showing all water
sources, infrastructure facilities, distribution
systems, interconnections with other water systems,
and protective measures against vandalism.  Plans and
specifications identified shall include those approved
by the director, any as-built plans, originals, and
modifications;
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(2) Adequate water source(s), including:
(A) Sufficient water available to serve all

customers or water users based on the public
water system's average daily and peak water
usage, and the system's treated water output;

(B) Sufficient water resources for the future, based
on the maximum flow or pumping capacity of each
source and a five year or more projected growth
rate study which shall be submitted;

(C) Adequate protection of water source(s) or
watershed(s), based on the identification of
existing and potential contamination hazards as
required under the source water protection
program and a description of how a protective
area will be maintained around the source(s) or
the watershed(s); and 

(D) Contracts or agreements to obtain water when the
water source(s) are not owned by the public
water systems, and contracts or agreements for
supplementary water sources for systems affected
by drought.  The contracts and agreements shall
be identified and copies shall be provided if
requested by the director;

(3) Adequate technical performance, shown by the water
systems's actual or planned compliance with national
and state primary drinking water regulations and any
permit requirements;

(4) An adequate infrastructure replacement plan which
includes estimates of the useful life and plans for
the eventual replacement of the public water system's
infrastructure, including:  
(A) Wells;
(B) Pumping facilities;
(C) Storage tanks;
(D) Treatment facilities; and
(E) Distribution system (pipes, valves, meters,

etc.);
(5) An adequate operation plan which shows that the public

water system has:
(A) Established the appropriate operator

certification level for the distribution and
treatment systems and has hired or contracted,
and designated appropriately certified primary
and backup operators in sufficient numbers to
operate the water system treatment and
distribution systems at all necessary times;

(B) A program identifying the responsibilities,
qualifications, and training requirements of the
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operations personnel;
(C) Adequate preventive and corrective maintenance

program to identify, schedule, perform, and
record inspections, repairs, and replacements in
a timely manner;

(D) An adequate water quality monitoring plan for
its water source(s), treatment facilities, and
distribution system for both compliance with
national and state primary drinking water
regulations and operational informational
purposes; and

(E) Where necessary, the proper contract,
agreements, or other documents establishing the
use of a contractor to represent the public
water system owner(s), operate and maintain the
water system, or leasing land to locate
infrastructure, or to obtain right-of-way
easements;

(6) Adequate operator training, including:
(A) A program to qualify new and to educate existing

water treatment plant and distribution system
operators under HRS chapter 340F and its rules,
including classes, on the job, and periodic
refresher training; and

(B) A safety program which includes safety training
on hazards that may be encountered by water
treatment plant and distribution system
operators, and periodic refresher training;

(7) A cross connection and backflow prevention program to
ensure that there is an accurate inventory of backflow
prevention devices throughout the public water system,
and that devices are regularly tested and maintained;
and

(8) A system to maintain and update plans of the public
water system, including:
(A) All plans, specifications, modifications

reviewed and approved by the director as
described in section 11-20-30;

(B) Certification by a licensed professional
engineer that the public water system was
constructed or modified in accordance with the
plans, specifications, and supporting
information which were previously reviewed and
approved by the director for delivering water
which will comply with the national and state
primary drinking water regulations; and

(C) Certification by a licensed professional
engineer that any deviations from the original
plans are accurately recorded and noted on
"as-built" plans, and approved by the director.
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(c) A public water system with adequate managerial
capacity has at least the following items:

(1) Clear organizational structure and communications,
including:
(A) The name, title, telephone, and fax numbers of

the manager responsible for policy decisions and
the public water system's compliance with
national and state primary drinking water
regulations;

(B) A chart showing the organizational structure,
the working relationships between personnel, and
a summary of the primary duties and
responsibilities of personnel;

(C) List of personnel, their positions, telephone
and fax numbers, and any other means of
communication; and

(D) Where contractors are hired to manage and
operate the public water system, the information
described in subparagraphs (B) and (C) shall
also be provided on the contractor(s);

(2) Clear identification of the public water system
ownership, including:
(A) The legal name, address, telephone, and fax

numbers of the public water system owner(s); and
(B) The legal name, address, telephone, and fax

numbers of the contractor(s) hired to manage and
operate the public water system for the water
system owner(s);

(3) An adequate information management system, including:
(A) Procedures to collect, receive, and distribute

necessary information quickly from and to public
water system personnel, and where applicable,
any contractor(s), and actual or potential
users; and

(B) Procedures for filing, recordkeeping, tracking
regulatory compliance, and implementation of
programs;

(4) Qualified management and training, including:
(A) The manager and other key personnel have

adequate qualifications, training, education,
and work experience in managing and operating
public water systems; and
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(B) An adequate program to provide continuing
training for managers to maintain their
knowledge and skills, and to keep informed of
issues affecting public water systems;

(5) Adequate emergency response plan which describes:
(A) Plausible emergencies;
(B) Abatement actions for each emergency described

in subparagraph (A);
(C) Public notification procedures; and
(D) Identification of personnel and their specific

responsibilities in each emergency situation;
(6) Adequate internal policies, including:

(A) A policy to inform customers or water users
adequately about water quality as necessary, the
public water system's operation as it may affect
them, and the customers' or water users' duties,
including any need for disinfection or alternate
sources, cooperation with public water system
personnel during service interruptions or
emergencies, compliance with rules, help with
water quality monitoring, water conservation,
cross connection and backflow prevention,
infrastructure changes, meter reading, rates,
payment, and complaints;

(B) Design and construction standards for public
water system modifications and repairs, and
expansion, and internal review and inspection
procedures for such work;

(C) Policies and procedures for keeping regulatory
agencies and customers or water users informed
of items such as water quality monitoring
results, violations, disruption of water
service, emergencies, infrastructure changes,
and other problems;

(D) A policy for the development of budgets and rate
structures; and

(E) A policy to seek information in a timely manner
and use the information to adjust policies,
plans, and programs appropriately.

(d) A public water system with adequate financial capacity
has at least the following items:

(1) An adequate budget, including:
(A) Annual budgets that are prepared and approved by

the water system owner(s) or its duly authorized
representative for water system operation.  A
description of the budgeting process and copies
of proposed and, if applicable, actual budgets,
shall be provided; and

(B) Income and cash reserves adequate to pay annual
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operating expenses, unexpected significant
repairs, and planned major work.  Dedicated
source(s) of income shall be identified;

(2) Adequate budget controls, including:
(A) Periodic performance reviews of actual

expenditures and the annual budget;
(B) Procedures to safeguard financial assets; and
(C) Maintenance of detailed financial records which

clearly identify the sources of income and the
expenses involved in operating the public water
system;

(3) Credit worthiness, including:
(A) Long term dedicated revenue projections which

indicate that there will be sufficient revenue
for operating and maintaining the public water
system, performing anticipated repairs and
replacement of major equipment, future
expansion, and repayment of loans; and

(B) Credit report(s) which indicate that the public
water system is financially healthy and credit
worthy.  [Eff and comp               ]  (Auth: 
HRS §§340E-2.5, 340E-9)  (Imp:  HRS §§340E-2.5,
340 E-9 ; 42 U.S.C.  §§300g-1, 300g-2, 300g-9)

§11-20-30 New and modified public water systems.  (a)  No
new public water system shall be constructed or used to deliver
water to any user and no existing public water system shall be
substantially modified nor shall the substantial modification be
used to deliver water to any user until the new public water
system or the substantial modification has been approved by the
director.

(1) The director may waive the approval required by this
subsection for substantial modifications to existing
county owned and operated public water systems when
the appropriate county department or board of water or
water supply has capability acceptable to the director
to sample and analyze the water source and water to be
delivered by the public water system such that the
county department or board of water or water supply
can satisfactorily demonstrate to the director that
the public water system is capable of delivering water
which will comply with the state primary drinking
water regulations;

(2) For the purposes of this section, a "substantial
modification" shall include, but not be limited to,
such things as any physical modification to the
source, storage, collection, treatment, or
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distribution facilities of the public water system
which is determined by the director to have an actual
or potential significant impact on the quality of
water delivered to users of the public water system;
and

(3) Any person proposing physical modification to a public
water system which increases the number of service
connections or population served by the public water
system shall consult with the director prior to
commencement of such modification for a determination
by the director whether the proposed modification is a
"substantial modification" subject to the requirements
of this section.

(b) A proposed or existing supplier of water or its duly
authorized representative shall demonstrate that the new or
modified public water system will deliver water in compliance with
state primary drinking water regulations before construction.  A
proposed or existing supplier of water or its duly authorized
representative shall provide the following information:

(1) Plans, specifications, supporting information, and
documents detailing the design and location of the
proposed new public water system or the existing
public water system and the proposed substantial
modifications;

(2) Documents and supporting information on the raw water
source(s) and proposed treatment, if any,
demonstrating that the source(s) of raw water to
supply the public water system complies with state
primary drinking water regulations.  Where a new
source of raw water is proposed to supply a public
water system, the documents must demonstrate that the
new source of raw water complies with section
11-20-29;

(3) Documents and information demonstrating that the
public water system will be adequately operated and
maintained;

(4) Documents and information demonstrating that the new
public water system or substantial modifications to an
existing public water system will be located and
constructed in conformance with all applicable State
of Hawaii laws and county ordinances relating to
floods, tsunamis, earthquakes, and fires.  To the
extent practicable, part or all of the new or
substantially modified existing facility shall avoid
any site which is subject to a significant risk from
earthquakes, floods, tsunamis, fires, or other
disasters which could cause a breakdown of the public
water system or a portion thereof or which is, except
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for intake structures, within the floodplain of a
hundred -year flood or is lower than any recorded high
tide where appropriate records exist;

(5) Certification by the licensed professional engineer(s)
responsible for the preparation of the plans and
specifications for the new public water system or the
substantial modifications to the existing public water
system, and the operation and maintenance documents,
that the water system or the modifications have been
designed to deliver water that will comply with state
primary drinking water regulations.  This
certification is not required for plans and
specifications prepared by personnel in the county
department or board of water or water supply, in
compliance with applicable county department or board
of water or water supply rules, regulations, and
standards;

(6) Certification by the proposed or existing supplier of
water that the public water system will be operated
and maintained to provide water in compliance with
state primary drinking water regulations.  This
certification is not required for new or modified
public water systems owned and operated by the county
department or board of water or water supply; and

(7) Other information, including testing or inspections,
as the director considers necessary to decide on
whether to grant approval to construct.

(c) After construction has been completed, the new public
water system or substantial modifications to an existing public
water system shall not be used to deliver water to any user until
approved by the director.  The supplier of water or its duly
authorized representative shall provide  the following:

(1) A detailed description of the changes made from the
planned system or modification approved by the
director and analysis of the effect, if any, that the
changes will have on the quality of water delivered by
the new or modified public water system and compliance
with primary drinking water regulations, certified by
a licensed professional engineer; and

(2) Other information, including testing or inspections,
as the director considers necessary to approve of the
changes or evaluate the need for corrective actions.

(d) For approval of a new community public water system or
a new non-transient non-community public water system, required
under subsection (a), before construction or use of the system,
the proposed supplier of water or its duly authorized
representative shall comply with the requirements of subsection
(b) and demonstrate to the director's satisfaction that the
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proposed system has adequate capacity as described in section
11-20-29.5.

(1) A new community public water system or new
non-transient non-community public water system shall
include:
(A) Newly constructed community public water systems

or non-transient non-community public water
systems; and

(B) Water systems that do not currently meet the
definition of a public water system as defined
in section 11-20-2 but which expand their
infrastructure and thereby grow to become a
community public water system or a non-transient
non-community public water system; and

(2) A demonstration of adequate capacity under section
11-20-29.5 shall include the obtaining of the
director's approval of any new sources of raw water as
described in section 11-20-29.

(e) For approval of a new transient non-community public
water system or substantial modification of an existing public
water system, which has failed to comply with state primary
drinking water regulations or has significant problems noted by
sanitary surveys or inspections, required under subsection (a),
the proposed or existing supplier of water may, at the director's
discretion, also be required to demonstrate to the director's
satisfaction that the system has adequate capacity as described in
section 11-20-29.5.

(f) Before granting approval of the construction or use of
the new public water system or substantial modifications to an
existing public water system, the director may:

(1) Conduct inspections, before, during, and after
construction or implementation as deemed appropriate
by the director;

(2) Require the proposed or existing supplier of water or
its duly authorized representative to perform
sampling, and testing as deemed appropriate to
determine the ability of the new or substantially
modified public water system to deliver water that
complies with state primary drinking water
regulations;

(3) Review the ability of the source(s) of raw water and
treatment, if any, to supply water to the new or
substantially modified public water system in
compliance with state primary drinking water
regulations; and

(4) Impose conditions, such as monitoring or operating
requirements or restrictions, as deemed appropriate by
the director to ensure that the water delivered meets
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state primary drinking water regulations.
(g) The director shall process written requests for

approval of the construction or use of new public water systems or
proposed substantial modifications to existing public water
systems in a timely manner.

(1) The director shall notify the proposed or existing
supplier of water or its duly authorized
representative whether the written request for
preconstruction approval is complete within
one-hundred eighty days of receipt.

(2) The director shall notify the proposed or existing
supplier of water or its duly authorized
representative whether a written request for
postconstruction and pre-use approval is complete
within 60 days of receipt.

(3) If the director finds a written request for
preconstruction or postconstruction and pre-use
approval is incomplete or otherwise deficient, the
director shall describe the additional information
necessary to complete the written request or correct
the deficiency.  Failure to provide the additional
information or to correct the deficiency is sufficient
grounds to suspend or terminate review of the written
request for preconstruction or postconstruction and
pre-use approval.

(4) The director shall act on a written request for
preconstruction approval within one year from the date
the director notifies the proposed or existing
supplier of water or its duly authorized
representative that the written request was considered
complete.

(5) The director shall act on a written request for
postconstruction and pre-use approval within sixty
days from the date the director notifies the proposed
or existing supplier of water or its duly authorized
representative that the written request was considered
complete.

(6) The director may extend the deadline for
postconstruction and pre-use approval to the extent of
delays in inspections, sampling, testing, or providing
information requested or to be conducted by the
department and caused by the proposed or existing
supplier of water or its duly authorized
representative.

(7) This subsection does not apply to approvals of public
water systems subject to subsection (d).
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(h) The proposed or existing supplier of water or its duly
authorized representative shall notify the department in writing
of changes which may affect the director's decision to approve the
construction or use of a new public water system or a substantial
modification of a public water system.  Failure to provide such
information shall be sufficient grounds for denial or termination
of the plan review.  [Eff. 12/26/81; am and comp 3/7/92; am and
comp 1/2/93; am and comp 12/15/94; comp 10/13/97; am and 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-2.5, 340E-9) (Imp:  HRS
§§340E-2, 340E-2.5, 340E-9; 42 U.S.C. §§300g-1, 300g-2, 300g-9; 40
C.F.R.  Parts 141, 142, §141.5, §142.10)

§11-20-31  Use of trucks to deliver drinking water.  
(a)  Before any person, other than a county department or board of
water or water supply, may use a truck to deliver drinking water
to supply a public water system, such person shall first notify
the director and shall comply with procedures specified by the
director to ensure that the water to be delivered will not
endanger the health of users of the water.  Such procedures may
relate to design and construction of the tank used to carry the
water, to the prior use of the tank, to cleaning and disinfecting
the tank, to monitoring of the quality of water delivered by the
truck, or other appropriate requirements.

(b) The director may waive, with appropriate conditions,
the above requirement of notification for a person who proposes to
use a truck to deliver drinking water to supply a public water
system on a regular basis, if satisfactory assurances that he or
she will comply with procedures acceptable to the director to
ensure that the water to be delivered will not endanger the health
of users.  [Eff 12/26/81; comp 3/7/92; am and comp 1/2/93;
comp 12/15/94; comp 10/13/97; comp 9/7/99] (Auth:  HRS §§340E-2,
340E-9) (Imp:  HRS §§340E-2, 340E-9; 42 U.S.C.  §§300g-1, 300g-2;
40 C.F.R. Parts 141, 142, §141.5, §142.10)

§11-20-32  Penalties and remedies.  Any person who violates
any provision of this chapter, or any variance or exemption issued
pursuant thereto, shall be subject to enforcement action by the
director pursuant to section 340E-8, HRS.  [Eff 12/26/81; 
comp 3/7/92; comp 1/2/93; am and comp 12/15/94; comp 10/13/97;
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-7, 340E-8, 340E-9; 42 U.S.C.  §§300g-1, 300g-2; 40 C.F.R. 
Parts 141, 142, §142.10)
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§11-20-33  Entry and inspection.  The director shall have
the right:

(1) To enter premises on which any public water system is
located;

(2) To inspect any equipment, operation, or sampling of
any public water system;

(3) To take water samples from any public water system;
and

(4) To have access to and copy any record required to be
kept pursuant to this chapter.  [Eff 12/26/81; am and
comp 3/7/92; comp 1/2/93; comp 12/15/94; comp
10/13/97; comp 9/7/99]  (Auth:  HRS §§340E-2, 340E-9)
(Imp:  HRS §§340E-2, 340E-9; 42 U.S.C.  §§300g-1,
300g-2, 300g-4; 40 C.F.R.  Parts 141, 142, §142.10)

§11-20-34  Special monitoring for sodium.  (a)  Suppliers of
water for community public water systems shall collect and analyze
one sample per plant at the entry point of the distribution system
for the determination of sodium concentration levels; samples
shall be collected and analyzed annually for public water systems
utilizing solely surface water sources in whole or in part, and at
least every three years for public water systems utilizing ground
water sources.  The minimum number of samples required to be taken
by the public water system shall be based on the number of
treatment plants used by the public water system, except that
multiple wells drawing raw water from a single aquifer may, with
the director's approval, be considered one treatment plant for
determining the minimum number of samples. The supplier of water
may be required by the director to collect and analyze water
samples for sodium more frequently in locations where the sodium
content is variable.

(b) The supplier of water shall report to the director the
results of the analyses for sodium within the first ten days of
the month following the month in which the sample results were
received or within the first ten days following the end of the
required monitoring period as stipulated by the director,
whichever of these is first.  If more than annual sampling is
required, the supplier shall report the average sodium
concentration within ten days of the month following the month in
which the analytical results of the last sample used for the
annual average was received.  

(c) The supplier of water shall notify appropriate local
and state public health officials of the sodium levels by written
notice by direct mail within three months.  A copy of each notice
required to be provided by this paragraph shall be sent to the
director within ten days of its issuance.  

(d) Analyses for sodium shall be performed by the methods
specified in 40 C.F.R. §141.23(k)(1).  [Eff 12/26/81; am and comp
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3/7/92; am and comp 1/2/93; comp 12/15/94; am and comp 10/13/97;
comp 9/7/99] (Auth: HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-9; 42 U.S.C. §§300g-1, 300g-2; 40 C.F.R. Parts 141, 142,
§141.41, §142.10)

§11-20-35  Special monitoring for corrosivity
characteristics.  (a) (Reserved)

(b) (Reserved)  
(c) (Reserved)
(d) Community water supply systems shall identify whether

the following construction materials are present in their
distribution system and report to the department:

(1) Lead from piping, solder, caulking, interior lining of
distribution mains, alloys, and home plumbing;

(2) Copper from piping and alloys, service lines, and home
plumbing;

(3) Galvanized piping, service lines, and home plumbing;
(4) Ferrous piping materials such as cast iron and steel;
(5) Asbestos cement pipe; and
(6) In addition, the director may require identification

and reporting of other materials of construction
present in distribution systems that may contribute
contaminants to the drinking water, such as:
(A) Vinyl lined asbestos cement pipe; and
(B) Coal tar lined pipes and tanks.  [Eff 12/26/81;
am and comp 3/7/92; am and comp 1/2/93; am and comp
12/15/94; am and comp 10/13/97; 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-9; 42 U.S.C.  §§300g-1, 300g-2; 40
C.F.R.  Parts 141, 142, §141.42, §142.10)

§11-20-36  Reporting and public notification for certain
unregulated contaminants.  (a)  The requirements of this section 
apply only to the contaminants listed in section 11-20-37.

(b) The supplier of water of a community water system or
non-transient non-community water system who is required to
monitor under section 11-20-37 shall send a copy of the results of
such monitoring within thirty days of receipt and any public
notice under subsection (d) to the director.

(c) The director may furnish the following information to
the administrator for each sample analyzed under section 11-20-37:

(1) Results of all analytical methods, including
negatives;

(2) Name and address of the public water system that
supplied the sample;

(3) Contaminant(s);
(4) Analytical method(s) used;
(5) Date of sample; and
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(6) Date of analysis.
(d) The supplier of water shall notify persons served by

the public water system of the availability of the results of
sampling conducted under section 11-20-37 by including a notice in
the first set of water bills issued by the public water system
after the receipt of the results or written notice within three
months. The notice shall identify a person and supply the
telephone number to contact for information on the monitoring
results. For surface water systems, public notification is
required after the first quarter's monitoring and shall include a
statement that additional monitoring shall be conducted for three
more consecutive quarters and that the results are available upon
request.  [Eff 12/26/81; comp 3/7/92; am and comp 1/2/93; am and
comp 12/15/94; comp 10/13/97; comp 9/7/99] (Auth: HRS §§340E-2,
340E-9) (Imp:  HRS §§340E-2, 340E-9; 42 U.S.C. §§300g-1, 300g-3,
300j-4, 300g-6, 40 C.F.R.  Parts 141, 142, §§141.35)

§11-20-37  Special monitoring for inorganic and organic 
contaminants.  (a) All community and non-transient non-community
water systems shall monitor for the contaminants listed in
subsection (e) by the date specified in Table 1:

TABLE 1
MONITORING SCHEDULE BY SYSTEM SIZE

Number of Persons Served Monitoring to Begin No
Later Than --

Over 10,000 January 1, 1988
3,300 to 10,000 January 1, 1989
Less than 3,300 January 1, 1991

(b) Surface water systems shall sample at points in the
distribution system representative of each water source or at
entry points to the distribution system after any application of
treatment.  The minimum number of samples is one year of quarterly
samples per water source.

(c) Ground water systems shall sample at points of entry
to the distribution system representative of each well after any
application of treatment.  The minimum number of samples is one
sample per entry point to the distribution system.

(d) The director may require confirmation samples for
positive or negative results.

(e) Community water systems and non-transient
non-community water systems shall monitor for the following
contaminants except as provided in subsection (f):

Contaminant CAS #
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 (1) Chloroform 67-66-3
 (2) Bromodichloromethane 75-27-4
 (3) Chlorodibromomethane      124-48-1
 (4) Bromoform 75-25-2
 (5)  Dibromomethane 74-95-3

  (6) m-Dichlorobenzene      541-73-1
 (7) (Reserved)

       (8) 1,1-Dichloropropene      563-58-6
       (9) 1,1-Dichloroethane 75-34-3
      (10) 1,1,2,2-Tetrachloroethane 79-34-5
      (11) 1,3-Dichloropropane      142-28-9
      (12) Chloromethane 74-87-3
      (13) Bromomethane 74-83-9

(14) (Reserved)
      (15) 1,1,1,2-Tetrachloroethane      630-20-6
     (16) Chloroethane 75-00-3
      (17) 2,2-Dichloropropane      590-20-7
      (18) o-Chlorotoluene 95-49-8
      (19) p-Chlorotoluene      106-43-4
      (20) Bromobenzene      108-86-1
      (21) 1,3-Dichloropropene      542-75-6

(f) (Reserved)
(g) Analysis for the unregulated contaminants in 

subsections (e) and (j) shall be conducted using the EPA methods
cited in 40 C.F.R. §141.40(g), or their equivalent as determined
by EPA.

(h) Analysis under this section shall only be conducted by
laboratories certified under 40 C.F.R. §141.24(f)(17).

(i) The supplier of water may use monitoring data
collected any time after January 1, 1983 to meet the requirements
for monitoring, provided that the monitoring program was
consistent with the requirements of this section.  In addition,
the results of EPA's Ground Water Supply Survey may be used in a
similar manner for public water systems supplied by a single well.

(j) Monitoring for the following compounds is required if
the director determines the public water system is vulnerable to
contamination:
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Contaminants CAS #

(1) 1,2,4-Trimethylbenzene 95-63-6
      (2)  1,2,3-Trichlorobenzene 87-61-6
      (3)  n-Propylbenzene           103-65-1
      (4)  n-Butylbenzene           104-51-8
     (5)  Naphthalene 91-20-3
     (6)  Hexachlorobutadiene 87-68-3
     (7)  1,3,5-Trimethylbenzene            108-67-8
     (8)  p-Isopropyltoluene 99-87-6
     (9)  Isopropylbenzene 98-82-8
     (10) Tert-butylbenzene 98-06-6
     (11) Sec-butylbenzene           135-98-8
     (12) Fluorotrichloromethane 75-69-4
     (13) Dichlorodifluoromethane 75-71-8
     (14) Bromochloromethane 74-97-5

(k) (Reserved)
(l) All community and non-transient non-community water

systems shall repeat the monitoring required in this section no
less frequently than every five years from the dates specified in
subsection (a).

(m) The supplier of water may composite up to five samples
when monitoring for substances in subsections (e) and (j).

(n)  Monitoring of the contaminants listed in paragraphs
(11) and (12) shall be conducted as follows:

(1) Each community and non-transient, non-community water
system shall take four consecutive quarterly samples
at each sampling point for each contaminant listed in
paragraph (11) and report the results to the director.
Monitoring must be completed by December 31, 1995.

(2) Each community and non-transient non-community water
system shall take one sample at each sampling point
for each contaminant listed in paragraph (12) and
report the results to the director.  Monitoring must
be completed by December 31, 1995.

(3) Each community and non-transient non-community water
system may apply to the director for a waiver from the
requirement of paragraphs (1) and (2).

(4) The director may grant a waiver for the requirements
of paragraph (1) based on the criteria specified in 
section 11-20-12(h)(6).  The director may grant a
waiver from the requirement of paragraph (2) if
previous analytical results indicate contamination
would not occur, provided this data was collected
after January 1, 1990.

(5) Groundwater systems shall take a minimum of one sample
at every entry point to the distribution system which
is representative of each well after treatment
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(hereafter called a sampling point).  Each sample must
be taken at the same sampling point unless conditions
make another sampling point more representative of
each source or treatment plant.

(6) Surface water systems shall take a minimum of one
sample at points in the distribution system that are
representative of each source or at each entry point
to the distribution system after treatment (hereafter
called a sampling point).  Each sample must be taken
at the same sampling point unless conditions make
another sampling point more representative of each
source or treatment plant.

Note:  For purposes of this paragraph, surface water
systems include systems with a combination of surface
and ground sources.

(7) If the system draws water from more than one source
and the sources are combined before distribution, the
system must sample at an entry point to the
distribution system during periods of normal operating
conditions (i.e., when water representative of all
sources is being used).

(8) The director may require a confirmation sample for
positive or negative results.

(9) The director may reduce the total number of samples a
system must analyze by allowing the use of
compositing.  Composite samples from a maximum of five
sampling points may be allowed.  Compositing of
samples must be done in the laboratory and the
composite sample must be analyzed within fourteen days
of collection.  If the population served by the system
is more than 3,300 persons, then compositing may only
be permitted by the director at sampling points within
a single system.  In systems serving 3,300 persons or
less, the director may permit compositing among
different systems provided the five-sample limit is
maintained.

(10) Instead of performing the monitoring required by this
section, a community water system or non-transient
non-community water system serving less than 150
service connections may send a letter to the director
stating that the system is available for sampling. 
This letter must be sent to the director by January 1,
1994.  The system shall not send such samples to the
director, unless requested to do so by the director.

(11) Systems shall monitor for the unregulated organic
contaminants listed below, using the methods and
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analytical test procedures specified in 40 C.F.R.
141.40(n)(11):

Contaminants

Aldicarb
Aldicarb sulfone
Aldicarb sulfoxide
Aldrin
Butachlor
Carbaryl
Dicamba
Dieldrin
3-Hydroxycarbofuran
Methomyl
Metolachlor
Metribuzin
Propachlor

(12) Systems shall monitor for sulfate, an unregulated
inorganic contaminant, by using the methods listed at
40 C.F.R. §143.4(b).  [Eff 12/26/81; comp 3/7/92; am
and comp 1/2/93; am and comp 12/15/94; am and comp
10/13/97; am and comp                   ] (Auth:  HRS
§§340E-2, 340E-9) (Imp:  HRS §§340E-2, 340E-9;42
U.S.C.  §§300g-1, 300g-2, 300g-3, 300j-4, 300g-6,
300j-9; 40 C.F.R. Parts 141, 142, 141.40)

§11-20-38  Additives. (a)  No supplier of water shall
directly or indirectly add any chemical, material, or product to
the drinking water supplied by a public water systems unless the
chemical, material, or product has been tested and certified as
meeting the specifications of American National Standards
Institute/National Sanitation Foundation Standard 60, Drinking
Water Treatment Chemicals - Health Effects.  This requirement
shall be met under testing conducted by a product certification
organization accredited for this purpose by the American National
Standards Institute.

(b) A supplier of water may use a chemical, material, or
product that has not been certified as described in subsection (a)
if the director finds that the use will not pose an adverse risk
to public health and:

(1) There are no certified alternatives available; or
(2) The chemical, material, or product is in the process

of being tested and certified and there are no
certified alternatives available.

(c) Prior to using an uncertified chemical, material, or
product the supplier of water shall submit to the director:

(1) A detailed explanation of the need for the chemical,

20-84



material, or product;
(2) The date the chemical, material, or product was

submitted for testing;
(3) Where applicable, the name of the accredited product

certification organization conducting the testing;
(4) A statement that certified alternatives are not

available; and
(5) Any other information deemed necessary by the

director.
(d) The use of any chemical, material, or product in

drinking water treatment or supply shall conform to the
manufacturer's instructions or recommendations for use, maximum
dosage, application rates, installation, restrictions, and any
other conditions imposed by the product certification organization
accredited by the American National Standards Institute or the
director.  [Eff 12/26/81; am, ren §11-20-38 and comp 3/7/92; am
and comp 1/2/93; comp 12/15/94; comp 10/13/97; am and 
comp 9/7/99] (Auth:  HRS §340E-9) (Imp: HRS §340E-2) 

§11-20-39  Time requirements.  (a)   Suppliers of community
public water systems shall comply with section 11-20-34 monitoring
requirements by February 27, 1982.  Said suppliers shall complete
the first round of sampling and reporting by August 27, 1981.

(b)   Suppliers of community public water systems shall
comply with section 11-20-35 monitoring requirements by February
27, 1982.  Said suppliers shall comply completely with all
requirements in section 11-20-35 by August 27, 1983.

(c)   All other duties imposed by this chapter apply
immediately.  [Eff 12/26/81; am, ren §11-20-39, and comp 3/7/92;
am and comp 1/2/93; am and comp 12/15/94; comp 10/13/97; 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-9; 42 U.S.C. §§300g-1, 300g-2; 40 C.F.R. Parts 141, 142,
§141.6, §142.10)

§11-20-40  Criteria and procedures for public water systems
using point-of-entry devices.  (a)  Supplier of water may use
point-of-entry devices to comply with MCLs only if they meet all
the requirements of this section.

(b) The supplier of water has the responsibility to
operate and maintain the point-of-entry treatment system.

(c) The supplier of water shall develop and obtain the
director's approval for a monitoring plan before point-of-entry
devices are installed for compliance.  Under the plan approved by
the director, point-of-entry devices shall provide health
protection equivalent to central water treatment.  "Equivalent"
means that the water would meet all primary drinking water
regulations and would be of acceptable quality similar to water
distributed by a well-operated central treatment plant.  In
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addition to the VOCs, monitoring shall include physical
measurements and observations such as total flow treated and
mechanical condition of the treatment equipment.

(d) Effective technology shall be properly applied under a
plan approved by the director and the microbiological safety of
the water shall be maintained.

(1) The supplier of water shall provide certification of
performance, field testing, and, if not included in
the certification process, a rigorous engineering
design review of the point-of-entry devices to the
director.

(2) The design and application of the point-of-entry
devices shall consider the tendency for increase in
heterotrophic bacteria concentrations in water treated
with activated carbon.  It may be necessary to use
frequent backwashing, post-contactor disinfection, and
Heterotrophic Plate Count monitoring to ensure that
the microbiological safety of the water is not
compromised.

(e) All consumers shall be protected.  Every building
connected to the public water system shall have a point-of-entry
device installed, maintained, and adequately monitored.  Every
building shall be subject to treatment and monitoring, and that
the rights and responsibilities of the public water system
customer shall convey with title upon sale of property.  [Eff
12/26/81; comp 3/7/92; am and comp 1/2/93; comp 12/15/94; comp
10/13/97; comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-9; 42 U.S.C. §§300g-1, 300g-3, 300j-4, 300g-6,
300j-9; 40 C.F.R. Parts 141, 142, 141.100)

§11-20-41  Use of other non-centralized treatment devices. 
The supplier of water shall not use bottled water or point-of-use
devices to achieve compliance with an MCL.  Bottled water or
point-of-use devices may be used on a temporary basis to avoid an
unreasonable risk to health.  [Eff 12/26/81; comp 3/7/92; comp
1/2/93; comp 12/15/94; comp 10/13/97; comp 9/7/99] (Auth:  HRS
§§340E-2, 340E-9) (Imp:  HRS §§340E-2, 340E-9; 42 U.S.C. §§300g-1,
300g-3, 300j-4, 300g-6, 300j-9; 40 C.F.R. Parts 141, 142, 141.101)

§11-20-42  Bottled water and point-of-use devices.  (a)  The
director may require the supplier of water to use bottled water or
point-of-use devices as a condition for granting an exemption from
the requirements of section 11-20-4(d).

(b) The supplier of water that uses bottled water as a
condition of obtaining an exemption from the requirements of
section 11-20-4(d) shall  meet the requirements set out in section
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11-20-43(f).
(c) The supplier of water that uses point-of-use devices

as a condition for receiving an exemption shall meet the
requirements set out in section 11-20-43(g).  [Eff 12/26/81; 
comp 3/7/92; comp 1/2/93; am and comp 12/15/94; comp 10/13/97;
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-9; 42 U.S.C. §§300g-1, 300g-3, 300j-4, 300g-6, 300j-9; 40
C.F.R. Parts 141, 142, 142.56)

§11-20-43  Variances from the maximum contaminant levels for
synthetic organic chemicals.  (a) The following is the best
technology, treatment techniques, or other means available for
achieving compliance with the MCLs for synthetic organic
chemicals:  Removal using packed tower aeration; removal using
granular activated carbon (except for vinyl chloride).

(b) Community water systems and non-transient
non-community water systems shall agree to install or use any
treatment method identified in subsection (a), or both, as a
condition for granting a variance except as provided in subsection
(c). If, after the supplier of water's installation of the
treatment method, the public water system cannot meet the MCL,
that supplier of water shall be eligible for a variance under the
provisions of section 11-20-20.

(c) If a supplier of water can demonstrate through
comprehensive engineering assessments, which may include pilot
plant studies, that the treatment methods identified in subsection
(a) would only achieve a de minimis reduction in contaminants, the
director may issue a schedule of compliance that requires the
supplier of water being granted the variance to examine other
treatment methods as a condition of obtaining the variance.

(d) If the director determines that a treatment method
identified in subsection (c) is technically feasible, the director
may require the supplier of water to install or use that treatment
method, or both, in connection with a compliance schedule issued
under the provisions of section 11-20-26. The director's
determination shall be based upon studies by the supplier of water
and other relevant information.

(e) The director may require a supplier of water to use
bottled water or point-of-use devices or other means as a
condition of granting a variance or an exemption from the
requirements of section 11-20-4(d), to avoid an unreasonable risk
to health.

(f) The supplier of water that uses bottled water as a
condition for receiving a variance or an exemption from the
requirements of section 11-20-4(d) is fully responsible for the
provision of a minimum quantity of bottled water to every person
via door-to-door bottled water delivery and shall meet the
requirements in either paragraph (1) or (2) below:

(1) The director shall require and approve a monitoring
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program for bottled water.  The supplier of water
shall develop and put in place a monitoring program
that provides reasonable assurances that the bottled
water meets all MCLs.  The supplier of water shall
monitor a representative sample of the bottled water
for all contaminants regulated under section
11-20-4(d) the first three months that it supplies the
bottled water to the public, and annually thereafter.
Results of the monitoring program shall be provided to
the director; or

(2) The supplier of water shall obtain a certification
from the bottled water company that the bottled water
supplied has been taken from an "approved source" as
defined in 21 C.F.R.129.3(a); the bottled water
company has conducted monitoring in accordance with 21
C.F.R. 129.80(g)(1) through (3); and the bottled water
does not exceed any MCLs or quality limits as set out
in 21 C.F.R. 103.35, 110, and 129.  The supplier of
water shall provide the certification to the director
the first three months after it supplies bottled water
and annually thereafter.

(g) The supplier of water that uses point-of-use devices
as a condition for obtaining a variance or an exemption from
NPDWRs for volatile organic compounds shall meet the following
requirements:

(1) The supplier of water has the responsibility to
operate and maintain the point-of-use treatment
system;

(2) The supplier of water shall develop a monitoring plan
and obtain the director's approval for the plan before
point-of-use devices are installed for compliance. 
This monitoring plan shall provide health protection
equivalent to a monitoring plan for central water
treatment;

(3) Effective technology shall be properly applied under a
plan approved by the director and the microbiological
safety of the water shall be maintained;

(4) The supplier of water shall provide certification of
performance, field testing, and, if not included in
the certification process, a rigorous engineering
design review of the point-of-use devices to the
director;

(5) The design and application of the point-of-use devices
shall consider the tendency for an increase in
heterotrophic bacteria concentrations in water treated
with activated carbon.  It may be necessary to use
frequent backwashing, post-contactor disinfection, and
Heterotrophic Plate Count monitoring to ensure that
the microbiological safety of the water is not
compromised; and
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(6) All consumers shall be protected.  Every building
connected to the public water system shall have a
point-of-use device installed, maintained, and
adequately monitored.  Every building is subject to
treatment and monitoring, and that the rights and
responsibilities of the public water system customer
shall convey with title upon sale of property.  [Eff
12/26/81; comp 3/7/92; am and comp 1/2/93; am and
comp 12/15/94; comp 10/13/97; comp 9/7/99] (Auth: 
HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2, 340E-9; 42
U.S.C.  §§300g-1, 300g-3, 300j-4, 300g-6, 300j-9; 40
C.F.R. Parts 141, 142, 142.62)

§11-20-44 REPEALED.  [R 1/2/93]

§11-20-45 Total Trihalomethanes sampling, analytical and
other requirements.  (a)  Community water systems which serve a
population of 10,000 or more individuals and which add a
disinfectant (oxidant) to the water in any part of the drinking
water treatment process shall analyze for total trihalomethanes
(TTHM) in accordance with this section.  For systems serving
75,000 or more individuals, sampling and analyses shall begin
before November 29, 1980.  For systems serving 10,000 to 74,999
individuals, sampling and analyses shall begin before November 29,
1982.  For the purpose of this section, the minimum number of
samples required to be taken by the system shall be based on the
number of treatment plants used by the system, except that
multiple wells drawing raw water from a single aquifer may, with
the director's approval, be considered one treatment plant for
determining the minimum number of samples.  All samples taken
within an established frequency shall be collected within a
twenty-four-hour period.

(b) Monitoring for all community water systems utilizing
surface water sources in whole or in part, and for all community
water systems utilizing only ground water sources that have been
determined by the director to qualify for the monitoring
requirements of subsection (c), shall be conducted as follows:

(1) Analyses for TTHMs shall be performed at quarterly
intervals on at least four water samples for each
treatment plant used by the system.  At least
twenty-five per cent of the samples shall be taken at
locations within the distribution system reflecting
the maximum residence time of the water in the system.
The remaining seventy-five per cent shall be taken at
representative locations in the distribution system,
taking into account number of persons served,
different sources of water and different treatment
methods employed.  The results of all analyses per
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quarter shall be arithmetically averaged and reported
to the director within thirty days of the system's
receipt of such results.  All samples collected shall
be used in the computation of the average, unless the
analytical results are invalidated for technical
reasons.  Sampling and analyses shall be conducted in
accordance with the methods listed in subsection (e).

(2) Upon the written request of a community water system,
the monitoring frequency required by paragraph (1) may
be reduced by the director to a minimum of one sample
analyzed for TTHMs per quarter taken at a point in the
distribution system reflecting the maximum residence
time of the water in the system, upon a written
determination by the director that the data from at
least one year of monitoring in accordance with
paragraph (1) and local conditions demonstrate that
total trihalomethane concentrations will be
consistently below the MCL.

(3) If at any time during which the reduced monitoring
frequency prescribed under this paragraph applies, the
results from any analysis exceed 0.10 mg/l of TTHMs
and such results are confirmed by at least one check
sample taken promptly after such results are received,
or if the system makes any significant change to its
source of water or treatment program, the system shall
immediately begin monitoring in accordance with the
requirements of paragraph (1), which monitoring shall
continue for at least one year before the frequency
may be reduced again.  At the option of the director,
a system's monitoring frequency may and should be
increased above the minimum in those cases where it is
necessary to detect variations of TTHM levels within
the distribution system.

(c) Monitoring for a community water system utilizing only
groundwater sources may be conducted as follows:

(1) Upon written request to the director, a supplier of
water may seek to have the monitoring frequency
required by subsection (b)(1) reduced to a minimum of
one sample for maximum TTHM potential per year for
each treatment plant used by the system taken at a
point in the distribution system reflecting the
maximum residence time of the water in the system. 
The system's monitoring frequency may only be reduced
upon a written determination by the director that,
based upon the data submitted by the system, the
system has a maximum TTHM potential of less than 0.10
mg/l and that, based upon an assessment of the local
conditions of the system, the system is not likely to
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approach of exceed the MCL for total TTHMs.  The
results of all analyses shall be reported to the
director within thirty days of the system's receipt of
such results.  Results shall also be reported to the
EPA until such monitoring requirements have been
adopted by the State.  All samples collected shall be
used for determining whether the system must comply
with the monitoring requirements of subsection (b),
unless the analytical results are invalidated for
technical reasons.  Sampling and analyses shall be
conducted in accordance with the methods listed in
subsection (e).

(2) If at any time during which the reduced monitoring
frequency prescribed under paragraph (1) applies, the
results from any analysis taken by the system for
maximum TTHM potential are equal to or greater than
0.10 mg/l, and such results are confirmed by at least
one check sample taken promptly after such results are
received, the system shall immediately begin
monitoring in accordance with the requirements of
subsection (b) and such monitoring shall continue for
at least one year before the frequency may be reduced
again.  In the event of any significant change to the
system's raw water or treatment program, the system
shall immediately analyze an additional sample for
maximum TTHM potential taken at a point in the
distribution system reflecting maximum residence time
of the water in the system for the purpose of
determining whether the system must comply with the
monitoring requirements of subsection (b).  At the
option of the director, monitoring frequencies may and
should be increased above the minimum in those cases
where this is necessary to detect variation of TTHM
levels within the distribution system.
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(d) Compliance with section 11-20-4(c) shall be determined
based on a running annual average of quarterly samples collected
by the system as prescribed in subsections (b)(1) or (b)(2).  If
the average of samples covering any twelve month period exceeds
the MCL, the supplier of water shall report to the director
pursuant to section 11-20-17 and notify the public pursuant to
section 11-20-18.  Monitoring after public notification shall be
at a frequency designated by the director and shall continue until
a monitoring schedule as a condition to a variance, exemption or
enforcement action shall become effective.

(e) Sampling and analyses made pursuant to this section
shall be conducted by one of the EPA approved methods as specified
in 40 CFR §141.30(e).

(f) Before a community water system makes any significant
modifications to its existing treatment process for the purposes
of achieving compliance with section 11-20-4(c), such system must
submit and obtain the director's approval of a detailed plan
setting forth its proposed modification and those safeguards that
it will implement to ensure that the bacteriological quality of
the drinking water served by such system will not be adversely
affected by such modification.  Each system shall comply with the
provisions set forth in the director-approved plan.  At a minimum,
a director-approved plan shall require the system modifying its
disinfection practice to:

(1) Evaluate the water system for sanitary defects and
evaluate the source water for biological quality;

(2) Evaluate its existing treatment practices and consider
improvements that will minimize disinfectant demand
and optimize finished water quality throughout the
distribution system;

(3) Provide baseline water quality survey data of the
distribution system.  Such data should include the
results from monitoring for coliform and fecal
coliform bacteria, fecal streptococci, standard plate
counts at 35oC and 20oC, phosphate, ammonia nitrogen
and total organic carbon.  Virus studies should be
required where source waters are heavily contaminated
with sewage effluent;

(4) Conduct additional monitoring to assure continued
maintenance of optimal biological quality in finished
water, for example, when chloramines are introduced as
disinfectants or when pre-chlorination is being
discontinued.  Additional monitoring should also be
required by the director for chlorate, chlorite and
chlorine dioxide when chlorine dioxide is used. 
Standard plate count analyses should also be required
by the director as appropriate before and after any
modifications; and

(5) Consider inclusion in the plan of provisions to
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maintain an active disinfectant residual throughout
the distribution system at all times during and after
the modification.  [Eff and comp 1/2/93; am and
comp 12/15/94; am and comp 10/13/97; 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS
§§340E-2, 340E-9; 42 U.S.C. §§300g-1, 300g-2; 40
C.F.R. Parts 141, 142, §141.30)

§11-20-46 Filtration and disinfection (Surface Water
Treatment Rule).  (a)  General requirements.  This section, also
known as the Surface Water Treatment Rule (SWTR), establishes
criteria under which filtration is required as treatment for
public water systems supplied by either a surface water source or
by a groundwater source under the direct influence of surface
water (GWUDI).  In addition, these rules establish treatment
requirements in lieu of MCLs for the following contaminants: 
Giardia lamblia, viruses, heterotrophic plate count (HPC)
bacteria, Legionella, and turbidity.  

(1) Each public water system with a surface water source
or a GWUDI source shall provide treatment of that
source water by installing and properly operating
water treatment processes which reliably achieve at
least:
(A) A total of 99.9 per cent (3-log) removal and

inactivation of Giardia lamblia cysts between a
point where the raw water is not subject to
recontamination by surface water runoff and a
point downstream before or at the first
customer; and

(B) A total of 99.99 per cent (4-log) removal and
inactivation of viruses between a point where
the raw water is not subject to recontamination
by surface water runoff and a point downstream
before or at the first customer.

(2) A public water system using a surface water source or
a GWUDI source shall meet the requirements of this
section if it meets the disinfection requirements in
subsection (b) and the filtration requirements in
subsection (c).

(3) Each public water system using a surface water source
or a GWUDI source shall be operated by qualified
personnel who meet the requirements specified by the
director to minimize risk to human health or welfare.

(4) Water purveyors with a surface water or GWUDI source
shall implement the requirements of the "Surface Water
Treatment Rule Administrative Manual" dated July 1,
1994.  Copies of the administrative manual are
available upon request from the safe drinking water
branch office in Honolulu, or the district health
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offices on Kauai, Maui, and Hawaii.
(b) Disinfection.  A public water system that uses a

surface water source or a GWUDI source shall comply, before
filtration is installed, with any interim disinfection
requirements the director deems necessary to protect human health
and welfare.  A system that uses a surface water source or a GWUDI
source shall provide the disinfection treatment specified in this
subsection beginning June 29, 1993, or beginning when filtration
is installed, whichever is later.  Each public water system that
provides filtration treatment shall provide disinfection treatment
as follows:

(1) The disinfection treatment shall be sufficient to
ensure that the total treatment processes of that
system achieve at least a total of 99.9 per cent
(3-log) inactivation and removal of Giardia lamblia
cysts and at least a total of 99.99 per cent (4-log)
inactivation and removal of viruses, as determined by
the director.  Each public water system shall prove
that it is meeting the previous disinfection criteria
by determining CTs and total inactivation ratios of
1.0 or greater and reporting these data to the
director on a monthly basis;

(2) The residual disinfectant concentration in the water
entering the distribution system, measured as
specified in subsections (d)(1)(E) and (d)(2)(B)(ii),
cannot be less than 0.2 mg/l for more than four hours;
and

(3) The residual disinfectant concentration in the
distribution system, measured as total chlorine,
combined chlorine, or chlorine dioxide, as specified
in subsection (d)(1)(E), cannot be undetectable in
more than five per cent of the samples each month, for
any two consecutive months that the system serves
water to the public.  Water in the distribution system
with a heterotrophic bacteria concentration greater
than 500/ml, measured as HPC as specified in
subsection (d)(1)(C), is deemed to have an
undetectable disinfectant residual for purposes of
determining compliance with this requirement.  Thus,
the value "v" in the formula given in subsection
(e)(2)(B)(iv) cannot exceed five per cent in one
month, for any two consecutive months.

(c) Filtration.  A public water system that uses a surface
water source or a GWUDI source shall provide treatment consisting
of both disinfection, as specified in subsection (b), and
filtration treatment which complies with the requirements of
paragraphs (1) and (2) by June 29, 1993.

(1) The turbidity level of representative samples of a
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system's filtered water shall at no time exceed 5 NTU,
measured as specified in subsections (d)(1)(D) and
(d)(2)(B)(i).

(2) The turbidity level of representative samples of a
systems filtered water shall be less than or equal to
the following values in at least ninety-five per cent
of the measurements taken each month as specified in
subsections (d)(1)(D) and (d)(2)(B)(i).
(A) Conventional filtration treatment or direct

filtration.  0.5 NTU, measured as specified in
subsections (d)(1)(D) and (d)(2)(B)(i).

(B) Slow sand filtration.  1 NTU.
(C) Diatomaceous earth filtration.  1 NTU.  
(D) Other filtration technologies.  A public water

system may use a filtration technology not
listed in subparagraphs (A) to (C) if the
supplier demonstrates to the director, using
pilot plant studies or other means, that the
alternative filtration technology, in
combination with disinfection treatment meeting
the requirements of subsection (b), consistently
achieves at least a total of 99.9 per cent
removal and inactivation of Giardia lamblia
cysts and at least a total of 99.99 per cent
removal and inactivation of viruses.  For a
system that makes this demonstration, the
requirements for conventional filtration apply.

 (d) Analytical and monitoring requirements.
(1) Analytical requirements.  Only the analytical

method(s) specified in this paragraph, or otherwise
approved by EPA, may be used to demonstrate compliance
with the requirements of subsections (b) and (c). 
Measurements for pH, temperature, turbidity, and
residual disinfectant concentrations shall be
conducted by a party approved by the director. 
Measurements for total coliforms, fecal coliforms, and
HPC shall be conducted by a laboratory certified by
the director or EPA to do such analysis.  Until
laboratory certification criteria are developed for
the analysis of HPC and fecal coliforms, any
laboratory certified for total coliform analysis by
EPA is deemed certified for HPC and fecal coliform
analysis.  The following procedures shall be performed
in accordance with the publications listed in the
following subparagraphs.
(A) Public water systems must conduct analysis of pH

in accordance with one of the methods listed in
40 CFR §141.23(k)(1).  Public water systems must
conduct analyses of total coliforms, fecal
coliforms, heterotrophic bacteria, turbidity,
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and temperature in accordance with the
analytical methods in 40 C.F.R. §141.74(a)(1).

(B) Public water systems must measure residual
disinfectant concentrations with one of the
analytical methods in 40 C.F.R. §141.74(a)(2). 
If approved by the director, residual
disinfectant concentrations for free chlorine
and combined chlorine also may be measured by
using DPD colorimetric test kits.  Free and
total chlorine residuals may be measured
continuously by adapting a specified chlorine
residual method for use with a continuous
monitoring instrument provided the chemistry,
accuracy, and precision remain the same. 
Instruments used for continuous monitoring must
be calibrated with a grab sample measurement at
least every five days, or with a protocol
approved by the director.

(2) Monitoring requirements.
(A) A public water system that uses a surface water

source or a GWUDI source shall comply with any
interim reporting requirements, as specified by
the director to minimize risk to human health or
welfare, until filtration is in place.

(B) A public water system that uses a surface water
source or a GWUDI source and provides filtration
treatment shall monitor in accordance with this
paragraph beginning June 29, 1993, or when
filtration is installed, whichever is later.
(i) Turbidity measurements as required by

subsection (c) shall be performed on
representative samples of the system's
filtered water at least every four hours
that the system serves water to the
public.  A supplier may substitute
continuous turbidity monitoring for grab
sample monitoring if the supplier
validates the continuous measurement for
accuracy on a regular basis using a
protocol approved by the director.

(ii) The residual disinfectant concentration of
the water entering the distribution system
shall be monitored continuously, and the
lowest value shall be recorded each day,
except that if there is a failure in the
continuous monitoring equipment, grab
sampling every four hours may be conducted
in lieu of continuous monitoring, but for
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no more than five working days following
the failure of the equipment.  If at any
time the residual disinfectant
concentration falls below 0.2 mg/l in a
system using grab sampling in lieu of
continuous monitoring, the supplier shall
take a grab sample every four hours until
the residual disinfectant concentration is
equal to or greater than 0.2 mg/l.

(iii) Heterotrophic bacteria, measured as HPC as
specified in paragraph (1)(C), shall be
measured at least at the same points in
the distribution system and at the same
time as total coliforms are sampled, as
specified in section 11-20-6, except that
the director may allow a public water
system which uses both a surface water
source or a GWUDI source, and a ground
water source to take HPC samples at points
other than the total coliform sampling
points if the director determines that
such points are more representative of
treated (disinfected) water quality within
the distribution system.  Residual
disinfectant concentration should also be
measured for operational control.

(e) Reporting and recordkeeping requirements.
(1) A public water system that uses a surface water source

or a GWUDI source shall comply with any interim
reporting requirements, as specified by the director
to minimize risk to human health and welfare, until
filtration is in place.

(2) When a public water system that uses a surface water
source or a GWUDI source and provides filtration
treatment, the supplier shall report monthly to the
director the information specified in this paragraph
(2) beginning June 29, 1993, or when filtration is
installed, whichever is later.
(A) Turbidity measurements as required by subsection

(d)(2)(B)(i) shall be reported within ten days
after the end of each month the system serves
water to the public.  Information that shall be
reported includes:
(i) The total number of filtered water

turbidity measurements taken during the
month.

(ii) The number and percentage of filtered
water turbidity measurements taken during
the month which are less than or equal to
the turbidity limits specified in
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subsection (c) for the filtration
technology being used.

(iii) The date and value of any turbidity
measurements taken during the month which
exceed 5 NTU.

(B) Disinfection information specified in subsection
(d)(2) shall be reported to the director within
ten days after the end of each month the system
serves water to the public.  Information that
shall be reported includes:
(i) For each day, the lowest measurement of

residual disinfectant concentration in
mg/l in water entering the distribution
system.

(ii) The date and duration of each period when
the residual disinfectant concentration in
water entering the distribution system
fell below 0.2 mg/l and when the director
was notified of the occurrence.

(iii) The following information on the samples
taken in the distribution system in
conjunction with total coliform monitoring
pursuant to subsection (b):  the number of
routine total coliform samples collected
and the number of instances in which HPC
is more than 500 per milliliter.

(iv) For the current and previous month the
system serves water to the public, the
value of "V" in the following formula:

V = b X 100       
    a

where

a =  the number of routine total coliform
samples collected,

b = the number of instances in which HPC
is more than 500 per milliliter.
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(C) (i) Each supplier, upon discovering that a
waterborne disease outbreak potentially
attributable to that water system has
occurred, shall report that occurrence to
the director as soon as possible, but no
later than 4:00 p.m. of that day.  If the
supplier becomes aware of such a
waterborne diseases outbreak after 4:00
p.m., the supplier shall notify the
director by 10:00 a.m. of the next
business day. 

(ii) If at any time the turbidity exceeds 5
NTU, the supplier shall inform the
director by 4:00 p.m. that same day or no
later than 10:00 a.m. of the next business
day.

(iii) If at any time the disinfectant residual
falls below 0.2 mg/l in the water entering
the distribution system, the supplier
shall notify the director by 4:00 p.m.
that same day or no later than 10:00 a.m.
of the next business day.  The supplier
also shall notify the director by 4:00
p.m. that same day or no later than 10:00
a.m. of the next business day whether or
not the residual was restored to at least
0.2 mg/l within four hours.  [Eff and comp
1/2/93; am and comp 12/15/94; am and comp
10/13/97; comp 9/7/99] (Auth:  HRS
§§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-9; 42 U.S.C.  §§300f, 300g-1, 300g-2,
300g-3, 300g-4, 300g-5, 300g-6, 300j-4,
and 300j-9; 40 C.F.R. §§141.70, 141.72,
141.73, 141.74, and 141.75)

§11-20-47 Treatment techniques for acrylamide and
epichlorohydrin.  Each public water system must certify annually
in writing to the director (using third party or manufacturer's
certification) that when acrylamide and epichlorohydrin are used
in drinking water systems, the combination (or product) of dose
and monomer level does not exceed the levels specified as follows:

Acrylamide     = 0.05 per cent dosed at 1 ppm (or
equivalent);

Epichlorohydrin = 0.01 per cent dosed at 20 ppm (or
equivalent).

Certifications can rely on manufacturers or third parties, as
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approved by the director.  [Eff and comp 1/2/93; am and
comp 12/15/94; comp 10/13/97; comp 9/7/99] (Auth:  HRS §§340E-2,
340E-9) (Imp:  HRS §§340E-2, 340E-9; 42 U.S.C. §§300g-1, 300g-2;
40 C.F.R. Parts 141 and 142, §§141.111)

§11-20-48  Adoption of the national primary drinking water
regulations for lead and copper.  The national primary drinking
water regulations for lead and copper, adopted under the Safe
Drinking Water Act, and appearing at 40 C.F.R. Part 141, July 1,
1998, Subpart I, §§141.80, 141.81, 141.82, 141.83, 141.84, 141.85,
141.86, 141.87, 141.88, 141.89, 141.90, and 141.91 are made a part
of this chapter.  For this chapter, "State" as used in these
federal regulations means "state" or "director" as used in this
chapter.  [Eff and comp 12/15/94; am and comp 10/13/97; am and 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-9; 42 U.S.C.  §§300g-1, 300g-2; 40 C.F.R. Parts 141 and 142,
§§141.80, 141.81, 141.82, 141.83, 141.84, 141.85, 141.86, 141.87,
141.88, 141.89, 141.90, and 141.91)

§11-20-48.5  Consumer confidence reports.  (a)  Community
water systems shall comply with 40 C.F.R. §§141.151(a)-(d), (f),
141.152(b)-(d), 141.153, 141.154, 141.155(a)-(f), (h) (63 Federal
Register 44512 - 44536, Wednesday, August 19, 1998) which are made
a part of this chapter.  For this chapter, "State" as used in
these federal regulations means "state" or "director" as used in
this chapter. 

(b)  In accordance with 40 C.F.R. §141.155(g), the governor
may waive the mailing requirement of 40 C.F.R. §141.155(a).  [Eff
and comp 9/7/99] (Auth:  HRS §§340E-6, 340E-9) (Imp:  HRS
§§340E-6, 340E-9; 42 U.S.C. §§300g-3(c)(4); 40 C.F.R. Part 141,
§§141.151, 141.152, 141.153, 141.154, and 141.155)

§11-20-49 Severability clause.  If any provision of this
chapter, or the application thereof to any person or circumstance,
is held invalid, the invalidity does not affect other provisions
of applications of this chapter which can be given effect without
the invalid provision or application, and to this end the
provisions of this chapter are severable."  [Eff 12/26/81; ren
§11-20-36 and comp 3/7/92; ren §11-20-48 and comp 1/2/93; ren and
comp §11-20-49 and comp 12/15/94; comp 10/13/97; 
comp 9/7/99] (Auth:  HRS §§340E-2, 340E-9) (Imp:  HRS §§340E-2,
340E-9; 42 U.S.C.  §§300g-1, 300g-2; 40 C.F.R. Parts 141, 142,
§142.10)
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Amendments to and compilation of chapter 20 title 11, Hawaii
Administrative Rules, on the Summary Page dated August 23, 1999 
were adopted on August 23, 1999 following a public hearing held on
August 17, 1999, after public notice was given statewide in the
Hawaii State and County Public Notices on June 28, 1999.

The rules shall take effect ten days after filing with the
Office of the Lieutenant Governor.

                                
BRUCE S. ANDERSON, Ph.D., M.P.H.
Director of Health

                                
BENJAMIN J. CAYETANO
Governor
State of Hawaii

Dated:                          

                                
 Filed

APPROVED AS TO FORM:

                          
Deputy Attorney General
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Appendix A
Mandatory Language to Include in Public Notices

December 1, 1995

(1) Trichloroethylene.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that
trichloroethylene is a health concern at certain levels of exposure. 
This chemical is a common metal cleaning and dry cleaning fluid.  It
generally gets into drinking water by improper waste disposal.  This
chemical has been shown to cause cancer in laboratory animals such as
rats and mice when the animals are exposed at high levels over their
lifetimes.  Chemicals that cause cancer in laboratory animals also may
increase the risk of cancer in humans who are exposed at lower levels
over long periods of time.  EPA has set forth the enforceable drinking
water standard for trichloroethylene at 0.005 milligrams per liter
(mg/l) to reduce the risk of cancer or other adverse health effects
which have been observed in laboratory animals.  Drinking water which
meets this standard is associated with little to none of this risk and
should be considered safe.

(2) Carbon tetrachloride.  The United States Environmental Protection
Agency (EPA) sets drinking water standards and has determined that
carbon tetrachloride is a health concern at certain levels of exposure.
This chemical was once a popular household cleaning fluid.  It generally
gets into drinking water by improper waste disposal.  This chemical has
been shown to cause cancer in laboratory animals such as rats and mice
when the animals are exposed at high levels over their lifetimes. 
Chemicals that cause cancer in laboratory animals also may increase the
risk of cancer in humans who are exposed at lower levels over long
periods of time.  EPA has set the enforceable drinking water standard
for carbon tetrachloride at 0.005 milligrams per liter (mg/l) to reduce
the risk of cancer or other adverse health effects which have been
observed in laboratory animals.  Drinking water which meets this
standard is associated with little to none of this risk and should be
considered safe.

(3) 1,2-Dichloroethane.  The United States Environmental Protection
Agency (EPA) sets drinking water standards and has determined that
1,2-dichloroethane is a health concern at certain levels of exposure. 
This chemical is used as a cleaning fluid for fats, oils, waxes, and
resins.  It generally gets into drinking water from improper waste
disposal.  This chemical has been shown to cause cancer in laboratory
animals such as rats and mice when the animals are exposed at high
levels over their lifetimes.  Chemicals that cause cancer in laboratory
animals also may increase the risk of cancer in humans who are exposed
at lower levels over long periods of time.  EPA has set the enforceable
drinking water standard for 1,2-dichloroethane at 0.005 milligrams per
liter (mg/l) to reduce the risk of cancer or other adverse health
effects which have been observed in laboratory animals.  Drinking water
which meets this standard is associated with little to none of this risk
and should be considered safe.

(4) Vinyl chloride.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that vinyl
chloride is a health concern at certain levels of exposure.  This
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chemical is used in industry and is found in drinking water as a result
of the breakdown of related solvents.  The solvents are used as cleaners
and degreasers of metals and generally get into drinking water by
improper waste disposal.  This chemical has been associated with
significantly increased risks of cancer among certain industrial workers
who were exposed to relatively large amounts of this chemical during
their working careers.  This chemical has also been shown to cause
cancer in laboratory animals when the animals are exposed at high levels
over their lifetimes.  Chemicals that cause increased risk of cancer
among exposed industrial workers and in laboratory animals also may
increase the risk of cancer in humans who are exposed at lower levels
over long periods of time.  EPA has set the enforceable drinking water
standard for vinyl chloride at 0.002 milligrams per liter (mg/l) to
reduce the risk of cancer or other adverse health effects which have
been observed in humans and laboratory animals.  Drinking water which
meets this standard is associated with little to none of this risk and
should be considered safe.

(5) Benzene.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that benzene is a health
concern at certain levels of exposure.  This chemical is used as a
solvent and degreaser of metals.  It is also a major component of
gasoline.  Drinking water contamination generally results from leaking
underground gasoline and petroleum tanks or improper waste disposal. 
This chemical has been associated with significantly increased risks of
leukemia among certain industrial workers who were exposed to relatively
large amounts of this chemical during their working careers.  This
chemical has also been shown to cause cancer in laboratory animals when
the animals are exposed at high levels over their lifetimes.  Chemicals
that cause increased risk of cancer among exposed industrial workers and
in laboratory animals also may increase the risk of cancer in humans who
are exposed at lower levels over long periods of time.  EPA has set the
enforceable drinking water standard for benzene at 0.005 milligrams per
liter (mg/l) to reduce the risk of cancer or other adverse health
effects which have been observed in humans and laboratory animals. 
Drinking water which meets this standard is associated with little to
none of this risk and should be considered safe.

(6) 1,1-Dichloroethylene.  The United States Environmental Protection 
Agency (EPA) sets drinking water standards and has determined that
1,1-dichloroethylene is a health concern at certain levels of exposure.
This chemical is used in industry and is found in drinking water as a
result of the breakdown of related solvents.  The solvents are used as
cleaners and degreasers of metals and generally get into drinking water
by improper waste disposal.  This chemical has been shown to cause liver
and kidney damage in laboratory animals such as rats and mice when the
animals are exposed at high levels over their lifetimes.  Chemicals
which cause adverse effects in laboratory animals also may cause adverse
health effects in humans who are exposed at lower levels over long
periods of time.  EPA has set the enforceable drinking water standard
for 1,1-dichloroethylene at 0.007 milligrams per liter (mg/l) to reduce
the risk of these adverse health effects which have been observed in
laboratory animals.  Drinking water which meets this standard is
associated with little to none of this risk and should be considered
safe.

(7) Para-dichlorobenzene.  The United States Environmental Agency (EPA)
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sets drinking water standards and has determined that
para-dichlorobenzene is a health concern at certain levels of exposure.
This chemical is a component of deodorizers, moth balls, and pesticides.
It generally gets into drinking water by improper waste disposal.  This
chemical has been shown to cause liver and kidney damage in laboratory
animals such as rats and mice when the animals are exposed to high
levels over their lifetimes.  Chemicals which cause adverse effects in
laboratory animals also may cause adverse health effects in humans who
are exposed at lower levels over long periods of time.  EPA has set the
enforceable drinking water standard for para-dichlorobenzene at 0.075
milligrams per liter (mg/l) to reduce the risk of these adverse health
effects which have been observed in laboratory animals.  Drinking water
which meets this standard is associated with little to none of this risk
and should be considered safe.

(8) 1,1,1-Trichloroethane.  The United States Environmental Protection
Agency (EPA) sets drinking water standards and has determined that the
1,1,1-trichloroethane is a health concern at certain levels of exposure.
This chemical is used as a cleaner and degreaser of metals.  It is
generally gets into drinking water by improper waste disposal.  This
chemical has been shown to damage the liver, nervous system, and
circulatory system of laboratory animals such as rats and mice when the
animals are exposed at high levels over their lifetimes.  Some
industrial workers who were exposed to relatively large amounts of this
chemical during their working careers also suffered damage to the liver,
nervous system, and circulatory system.  Chemicals which cause adverse
effects among exposed industrial workers and in laboratory animals also
may cause adverse health effects in humans who are exposed at lower
levels over long periods of time.  EPA has set the enforceable drinking
water standard for 1,1,1-trichloroethane at 0.2 milligrams per liter
(mg/l) to protect against the risk of these adverse health effects which
have been observed in humans and laboratory animals.  Drinking water
which meets this standard is associated with little to none of this risk
and should be considered safe.

(9) Fluoride.  The United States Environmental Protection Agency requires
that we send you this notice on the level of fluoride in drinking water.
The drinking water in your community has a fluoride concentration of {1}
milligrams per liter (mg/l).  Federal regulations require that fluoride,
which occurs naturally in your water supply, do not exceed a
concentration of 4.0 mg/l in drinking water.  This is an enforceable
standard called a Maximum Contaminant Level (MCL), and it has been
established to protect the public health.  The director, however, has
specified a lower MCL of from 1.4 to 2.4 mg/l, to further protect public
health.  Exposure to drinking water levels above 4.0 mg/l for many years
may result in some cases of crippling skeletal fluorosis, which is a
serious bone disorder.  Federal law also requires that we notify you
when monitoring indicates that the fluoride in your drinking water
exceeds 2.0 mg/l.  This is intended to alert families about dental
problems that might affect children under nine years of age.  The
fluoride concentration of your water exceeds this federal guideline. 
Fluoride in children's drinking water at levels of approximately 1 mg/l
reduces the number of dental cavities.  However, some children exposed
to levels of fluoride greater than about 2.0 mg/l may develop dental
fluorosis.  Dental fluorosis, in its moderate and severe forms, is a
brown staining and/or pitting of the permanent teeth.  Because dental
fluorosis occurs only when developing teeth (before they erupt from the
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gums) are exposed to elevated fluoride levels, households without
children are not expected to be affected by this level of fluoride. 
Families with children under the age of nine are encouraged to seek
other sources of drinking water for their children to avoid the
possibility of staining and pitting.  Your water supplier can lower the
concentration of fluoride in your water so that you will still receive
the benefits of cavity prevention while the possibility of stained and
pitted teeth is minimized.  Removal of fluoride may increase your water
costs.  Treatment systems are also commercially available for home use.
Information on such systems is available at the address given below. 
Low fluoride bottled drinking water that would meet all standards is
also commercially available.  For further information, contact {2} at
your water system.

{1} Public Water System (PWS) shall insert the compliance result which
triggered notification under this part.

{2} Public Water System shall insert name, address and telephone number
of a contact person at the PWS.

(10) Microbiological contaminants. (For use when there is a violation of
the treatment technique requirements for filtration and disinfection in
§11-20-46).  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that the presence of
microbiological contaminants are a health concern at certain levels of
exposure.  If water is inadequately treated, microbiological
contaminants in that water may cause disease. Disease symptoms may
include diarrhea, cramps, nausea, and possibly jaundice, and any
associated headaches and fatigue. These symptoms, however, are not just
associated with disease-causing organisms in drinking water, but also
may be caused by a number of factors other than your drinking water. 
EPA has set enforceable requirements for treating drinking water to
reduce the risk of these adverse health effects.  Treatment such as
filtering and disinfecting the water removes or destroys microbiological
contaminants.  Drinking water which is treated to meet EPA requirements
is associated with little to none of this risk and should be considered
safe.

(11) Total coliforms  (to be used when there is a violation of
§11-20-6(a), and not a violation of §11-20-6(b)):  The United States
Environmental Protection Agency (EPA) sets drinking water standards and
has determined that the presence of total coliforms is a possible health
concern.  Total coliforms are common in the environment and are
generally not harmful themselves.  The presence of these bacteria in
drinking water, however, generally is a result of a problem with water
treatment or the pipes which distribute the water, and indicates that
the water may be contaminated with organisms that can cause disease. 
Disease symptoms may include diarrhea, cramps, nausea, and possibly
jaundice, and any associated headaches and fatigue.  These symptoms,
however, are not just associated with disease-causing organisms in
drinking water, but also may be caused by a number of factors other than
your drinking water.  EPA has set an enforceable drinking water standard
for total coliforms to reduce the risk of these adverse health effects.
Under this standard, no more than 5.0 percent of the samples collected
during a month can contain these bacteria, except that systems
collecting fewer than 40 samples per month that have one total
coliform-positive sample per month are not violating the standard. 
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Drinking water which meets this standard is usually not associated with
a health risk from disease-causing bacteria and should be considered
safe.

(12) Fecal Coliforms (to be used when there is a violation of §11-20-6(b)
or both §11-20-6(a) and (b)):  The United States Environmental
Protection Agency (EPA) sets drinking water standards and has determined
that the presence of fecal coliforms is a serious health concern.  Fecal
coliforms are generally not harmful themselves, but their presence in
drinking water is serious because they usually are associated with
sewage or animal wastes.  The presence of these bacteria in drinking
water is generally a result of a problem with water treatment or the
pipes which distribute the water, and indicates that the water may be
contaminated with organisms that can cause disease.  Disease symptoms
may include diarrhea, cramps, nausea, and possibly jaundice, and
associated headaches and fatigue.  These symptoms, however, are not just
associated with disease-causing organisms in drinking water, but also
may be caused by a number of factors other than your drinking water. 
EPA has set an enforceable drinking water standard for fecal coliforms
to reduce the risk of these adverse health effects.  Under this standard
all drinking water samples shall be free of these bacteria.  Drinking
water which meets this standard is associated with little or none of
this risk and should be considered safe.  The director recommends that
consumers boil water that is contaminated with fecal bacteria. 

(13) Lead.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that lead is a health
concern at certain exposure levels.  Materials that contain lead have
frequently been used in the construction of water supply distribution
systems, and plumbing systems in private homes and other buildings.  The
most commonly found materials include service lines, pipes, brass and
bronze fixtures, and solders and fluxes.  Lead in these materials can
contaminate drinking water as a result of the corrosion that takes place
when water comes into contact with those materials.  Lead can cause a
variety of adverse health effects in humans.  At relatively low levels
of exposure, these effects may include interference with red blood cell
chemistry, delays in normal physical and mental development in babies
and young children, slight deficits in the attention span, hearing, and
learning abilities of children, and slight increases in the blood
pressure of some adults.  EPA's national primary drinking water
regulation requires all public water systems to optimize corrosion
control to minimize lead contamination resulting from the corrosion of
plumbing materials.  Public water systems serving 50,000 people or fewer
that have lead concentrations below 15 parts per billion (ppb) in more
than 90% of tap water samples (the EPA "action level") have optimized
their corrosion control treatment.  Any water system that exceeds the
action level must also monitor their source water to determine whether
treatment to remove lead in source water is needed.  Any water system
that continues to exceed the action level after installation of
corrosion control and/or source water treatment must eventually replace
all lead service lines contributing in excess of 15 (ppb) of lead to
drinking water.  Any water system that exceeds the action level must
also undertake a public education program to inform consumers of ways
they can reduce their exposure to potentially high levels of lead in
drinking water.

(14) Copper.  The United States Environmental Protection Agency (EPA) sets
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drinking water standards and has determined that copper is a health
concern at certain exposure levels.  Copper, a reddish-brown metal, is
often used to plumb residential and commercial structures that are
connected to water distribution systems.  Copper contaminating drinking
water as a corrosion byproduct occurs as the result of the corrosion of
copper pipes that remain in contact with water for a prolonged period of
time.  Copper is an essential nutrient, but at high doses it has been
shown to cause stomach and intestinal distress, liver and kidney damage,
and anemia.  Persons with Wilson's disease may be at higher risk of
health effects due to copper than the general public.  EPA's national
primary drinking water regulation requires all public water systems to
install optimal corrosion control to minimize copper contamination 
resulting from the corrosion of plumbing materials.  Public water
systems serving 50,000 people or fewer that have copper concentrations
below 1.3 parts per million (ppm) in more than 90% of tap water samples
(the EPA "action level") are not required to install or improve their
treatment.  Any water system that exceeds the action level must also
monitor their source water to determine whether treatment to remove
copper in source water is needed.

(15) Asbestos.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that asbestos fibers
greater than 10 micrometers in length are a health concern at certain
levels of exposure.  Asbestos is a naturally occurring mineral.  Most
asbestos fibers in drinking water are less than 10 micrometers in length
and occur in drinking water from natural sources and from corroded
asbestos-cement pipes in the distribution system.  The major uses of
asbestos were in the production of cements, floor tiles, paper products,
paint, and caulking; in transportation-related applications; and in the
production of textiles and plastics.  Asbestos was once a popular
insulating and fire retardant material.  Inhalation studies have shown
that various forms of asbestos have produced lung tumors in laboratory
animals.  The available information on the risk of developing
gastrointestinal tract cancer associated with the ingestion of asbestos
from drinking water is limited.  Ingestion of intermediate-range
chrysotile asbestos fibers greater than 10 micrometers in length is
associated with causing benign tumors in male rats.  Chemicals that
cause cancer in laboratory animals also may increase the risk of cancer
in humans who are exposed over long periods of time.  EPA has set the
drinking water standard for asbestos at 7 million long fibers per liter
to reduce the potential risk of cancer or other adverse health effects
which have been observed in laboratory animals.  Drinking water which
meets the EPA standard is associated with little to none of this risk
and should be considered safe with respect to asbestos.

(16) Barium.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that barium is a health
concern at certain levels of exposure.  This inorganic chemical occurs
naturally in some aquifers that serve as sources of ground water.  It is
also used in oil and gas drilling muds, automotive paints, bricks, tiles
and jet fuels.  It generally gets into drinking water after dissolving
from naturally occurring minerals in the ground.  This chemical may
damage the heart and cardiovascular system, and is associated with high
blood pressure in laboratory animals such as rats exposed to high levels
during their lifetimes.  In humans, EPA believes that effects from
barium on blood pressure should not occur below 2 parts per million
(ppm) in drinking water.  EPA has set the drinking water standard for
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barium at 2 parts per million (ppm) to protect against the risk of these
adverse health effects.  Drinking water that meets the EPA standard is
associated with little to none of this risk and is considered safe with
respect to barium.

(17) Cadmium.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that cadmium is a health
concern at certain levels of exposure.  Food and the smoking of tobacco
are common sources of general exposure.  This inorganic metal is a
contaminant in the metals used to galvanize pipe.  It generally gets
into water by corrosion of galvanized pipes or by improper waste
disposal. This chemical has been shown to damage the kidney in animals
such as rats and mice when the animals are exposed at high levels over
their lifetimes.  Some industrial workers who were exposed to relatively
large amounts of this chemical during working careers also suffered
damage to the kidney.  EPA has set the drinking water standard for
cadmium at 0.005 parts per million (ppm) to protect against the risk of
these adverse health effects.  Drinking water that meets the EPA is
associated with little to none of this risk and is considered safe with
respect to cadmium.

(18) Chromium.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that chromium is a
health concern at certain levels of exposure.  This inorganic metal
occurs naturally in the ground and is often used in the electroplating
of metals.  It generally gets into water from runoff from old mining
operations and improper waste disposal from plating operations. This
chemical has been shown to damage the kidney, nervous system, and the
circulatory system of laboratory animals such as rats and mice when the
animals are exposed at high levels.  Some humans who were exposed to
high levels of this chemical suffered liver and kidney damage,
dermatitis and respiratory problems.  EPA  has set the drinking water
standard for chromium at 0.1 parts per million (ppm) to protect against
the risk of these adverse health effects.  Drinking water that meets the
EPA standard is associated with little to none of this risk and is
considered safe with respect to chromium.

(19) Mercury.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that mercury is a health
concern at certain levels of exposure.  This inorganic metal is used in
electrical equipment and some water pumps.  It usually gets into water
as a result of improper waste disposal.  This chemical has been shown to
damage the kidney of laboratory animals such as rats when the animals
are exposed at high levels over their lifetimes.  EPA has set the
drinking water standard for mercury at 0.002 parts per million (ppm) to
protect against the risk of these adverse health effects.  Drinking
water that meets the EPA standard is associated with little to none of
this risk and is considered safe with respect to mercury. 

(20) Nitrate.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that nitrate poses an acute
health concern at certain levels of exposure.  Nitrate is used in
fertilizer and is found in sewage and wastes from human and/or farm
animals and generally gets into drinking water from those activities. 
Excessive levels of nitrate in drinking water have caused serious
illness and sometimes death in infants under six months of age.  The
serious illness in infants is caused because nitrate is converted to
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nitrite in the body.  Nitrite interferes with the oxygen carrying
capacity of the child's blood.  This is an acute disease in that
symptoms can develop rapidly in infants.  In most cases, health
deteriorates over a period of days.  Symptoms include shortness of
breath and blueness of the skin.  Clearly, expert medical advice should
be sought immediately if these symptoms occur.  The purpose of this
notice is to encourage parents and other responsible parties to provide
infants with an alternate source of drinking water.  Local and state
health authorities are the best source for information concerning
alternate sources of drinking water for infants.  EPA has set the
drinking water standard at 10 parts per million (ppm) for nitrate to
protect against the risk of these adverse effects.  EPA has also set a
drinking water standard for nitrite at 1 ppm.  To allow for the fact
that the toxicity of nitrate and nitrite are additive, EPA has also
established a standard for the sum of nitrate and nitrite at 10 ppm. 
Drinking water that meets the EPA standard is associated with little to
none of this risk and is considered safe with respect to nitrate.

(21) Nitrite.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that nitrite poses an acute
health concern at certain levels of exposure.  This inorganic chemical
is used in fertilizers and is found in sewage and wastes from humans
and/or farm animals and generally gets into drinking water as a result
of those activities.  While excessive levels of nitrite in drinking
water have not been observed, other sources of nitrite have caused
serious illness and sometimes death in infants under six months of age.
The serious illness in infants is caused because nitrite interferes with
the oxygen carrying capacity of the child's blood.  This is an acute
disease in that symptoms can develop rapidly.  However, in most cases,
health deteriorates over a period of days.  Symptoms include shortness
of breath and blueness of the skin.  Clearly, expert medical advice
should be sought immediately if these symptoms occur.  The purpose of
this notice is to encourage parents and other responsible parties to
provide infants with an alternate source of drinking water.  Local and
state health authorities are the best source for information concerning
alternate sources of drinking water for infants.  EPA has set the
drinking water standard at 1 part per million (ppm) for nitrite to
protect against the risk of these adverse effects.  EPA has also set a
drinking water standard for nitrate (converted to nitrite in humans) at
10 ppm and for the sum of nitrate and nitrite at 10 ppm.  Drinking water
that meets the EPA standard is associated with little to none of this
risk and is considered safe with respect to nitrite. 

(22) Selenium.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that selenium is a
health concern at certain high levels of exposure.  Selenium is also an
essential nutrient at low levels of exposure.  This inorganic chemical
is found naturally in food and soils and is used in electronics,
photocopy operations, the manufacture of glass, chemicals, drugs, and as
a fungicide and a feed additive.  In humans, exposure to high levels of
selenium over a long period of time has resulted in a number of adverse
health effects, including a loss of feeling and control in the arms and
legs.  EPA has set the drinking water standard for selenium at 0.05
parts per million (ppm) to protect against the risk of these adverse
health effects.  Drinking water that meets the EPA standard is
associated with little to none of this risk and is considered safe with
respect to selenium.
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(23) Acrylamide.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that acrylamide is a
health concern at certain levels of exposure.  Polymers made from
acrylamide are sometimes used to treat water supplies to remove
particulate contaminants.  Acrylamide has been shown to cause cancer in
laboratory animals such as rats and mice when the animals are exposed at
high levels over their lifetimes.  Chemicals that cause cancer in
laboratory animals also may increase the risk of cancer in humans who
are exposed over long periods of time.  Sufficiently large doses of
acrylamide are known to cause neurological injury.  EPA has set the
drinking water standard for acrylamide using a treatment technique to
reduce the risk of cancer or other adverse health effects which have
been observed in laboratory animals.  This treatment technique limits
the amount of acrylamide in the polymer and the amount of the polymer
which may be added to drinking water to remove particulates.  Drinking
water systems which comply with this treatment technique have little to
no risk and are considered safe with respect to acrylamide.

(24) Alachlor.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that alachlor is a
health concern at certain levels of exposure.  This organic chemical is
a widely used pesticide.  When soil and climatic conditions are
favorable, alachlor may get into drinking water by runoff into surface
water or by leaching into ground water.  This chemical has been shown to
cause cancer in laboratory animals such as rats and mice when the
animals are exposed at high levels over lifetimes.  Chemicals that cause
cancer in laboratory animals also may increase the risk of cancer in
humans who are exposed over long periods of time.  EPA has set the
drinking water standard for alachlor at 0.002 parts per million (ppm) to
reduce the risk of cancer or other adverse health effects which have
been observed in laboratory animals.  Drinking water that meets this
standard is associated with little to none of this risk and is
considered safe with respect to alachlor.

(25) Aldicarb.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that aldicarb is a
health concern at certain levels of exposure.  Aldicarb is a widely used
pesticide.  Under certain soil and climatic conditions (e.g., sandy soil
and high rainfall), aldicarb may leach into ground water after normal
agricultural applications to crops such as potatoes or peanuts or may
enter drinking water supplies as a result of surface runoff.  This
chemical has been shown to damage the nervous system in laboratory
animals such as rats and dogs exposed to high levels.  EPA has set the
drinking water standard for aldicarb at 0.003 parts per million (ppm) to
protect against the risk of adverse health effects.  Drinking water that
meets the EPA standard is associated with little to none of this risk
and is considered safe with respect to aldicarb.
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(26) Aldicarb sulfoxide.  The United States Environmental Protection
Agency (EPA) sets drinking water standards and has determined that
aldicarb sulfoxide is a health concern at certain levels of exposure. 
Aldicarb is a widely used pesticide.  Aldicarb sulfoxide in ground water
is primarily a breakdown product of aldicarb.  Under certain soil and
climatic conditions (e.g., sandy soil and high rainfall, aldicarb
sulfoxide may leach into ground water after normal agricultural
applications to crops such as potatoes or peanuts or may enter drinking
water supplies as a result of surface runoff.  This chemical has been
shown to damage the nervous system in laboratory animals such as rats
and dogs exposed to high levels.  EPA has set the drinking water
standard for aldicarb sulfoxide at 0.004 parts per million (ppm) to
protect against the risk of adverse health effects.  Drinking water that
meets the EPA standard is associated with little to none of this risk
and is considered safe with respect to aldicarb sulfoxide.

(27) Aldicarb sulfone.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that aldicarb
sulfone is a health concern at certain levels of exposure.  Aldicarb is
a widely used pesticide.  Aldicarb sulfone is formed from the breakdown
of aldicarb and is considered for registration as a pesticide under the
name aldoxycarb.  Under certain soil and climatic conditions (e.g.,
sandy soil and high rainfall), aldicarb sulfone may leach into ground
water after normal agricultural applications to crops such as potatoes
or peanuts or may enter drinking water supplies as a result of surface
runoff.  This chemical has been shown to damage the nervous system in
laboratory animals, such as rats and dogs exposed to high levels.  EPA
has set the drinking water standard for aldicarb sulfone at 0.002 parts
per million (ppm) to protect against the risk of adverse health effects.
Drinking water that meets the EPA standard is associated with little to
none of this risk and is considered safe with respect to aldicarb
sulfone.

(28) Atrazine.  The United States Environmental Agency (EPA) sets drinking
water standards and has determined that atrazine is a health concern at
certain levels of exposure.  This organic chemical is a herbicide.  When
soil and climatic conditions are favorable, atrazine may get into
drinking water by runoff into surface water or by leaching into ground
water.  This chemical has been shown to affect offspring of rats and the
heart of dogs.  EPA has set the drinking water standard for atrazine at
0.003 parts per million (ppm) to protect against the risk of these
adverse health effects.  Drinking water that meets the EPA standard is
associated with little to none of this risk and is considered safe with
respect to atrazine.

(29) Carbofuran.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that carbofuran is a
health concern at certain levels of exposure.  This organic chemical is
a pesticide.  When soil and climatic conditions are favorable,
carbofuran may get into drinking water by runoff into surface water or
by leaching into ground water.  This chemical has been shown to damage
the nervous and reproductive systems of laboratory animals such as rats
and mice exposed at high levels over their lifetimes.  Some humans who
were exposed to relatively large amounts of this chemical during their
working careers also suffered damage to the nervous system.  Effects on
the nervous system are generally rapidly reversible.  EPA has set the
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drinking water standard for carbofuran at 0.04 parts per million (ppm)
to protect against the risk of these adverse health effects.  Drinking
water that meets the EPA standard is associated with little to none of
this risk and is considered safe with respect to carbofuran.

(30) Chlordane.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that chlordane is a
health concern at certain levels of exposure.  This organic chemical is
a pesticide used to control termites.  Chlordane is not very mobile in
soils.  It usually gets into drinking water after application near water
supply intakes or wells.  This chemical has been shown to cause cancer
in laboratory animals such as rats and mice when the animals are exposed
at high levels over their lifetimes.  Chemicals that cause cancer in
laboratory animals also may increase the risk of cancer in humans who
are exposed over long periods of time.  EPA has set the drinking water
standard for chlordane at 0.002 parts per million (ppm) to reduce the
risk of cancer or other adverse health effects which have been observed
in laboratory animals.  Drinking water that meets the EPA standard is
associated with little to none of this risk and is considered safe with
respect to chlordane.

(31) Dibromochloropropane (DBCP).  The United States Environmental
Protection Agency (EPA) sets drinking water standards and has determined
that DBCP is a health concern at certain levels of exposure.  This
organic chemical was once a popular pesticide.  When soil and climatic
conditions are favorable, dibromochloropropane may get into drinking
water by runoff into surface water or by leaching into ground water. 
This chemical has been shown to cause cancer in laboratory animals such
as rats and mice when the animals are exposed at high levels over their
lifetimes.  Chemicals that cause cancer in laboratory animals also may
increase the risk of cancer in humans who are exposed over long periods
of time.  EPA has set the drinking water standard for DBCP at 0.0002
parts per million (ppm) to reduce the risk of cancer or other adverse
health effects which have been observed in laboratory animals.  Drinking
water that meets the EPA standard is associated with little to none of
this risk and is considered safe with respect to DBCP.  The director,
however, has deemed that further protection is warranted and has set the
MCL at .00004 ppm.

(32) o-Dichlorobenzene.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that
o-dichlorobenzene is a health concern at certain levels of exposure. 
This organic chemical is used as a solvent in the production of
pesticides and dyes.  It generally gets into water by improper waste
disposal.  This chemical has been shown to damage the liver, kidney and
the blood cells of laboratory animals such as rats and mice exposed to
high levels during their lifetimes.  Some industrial workers who were
exposed to relatively large amounts of this chemical during working
careers also suffered damage to the liver, nervous system, and
circulatory system.  EPA has set the drinking water standard for
o-dichlorobenzene at 0.6 parts per million (ppm) to protect against the
risk of these adverse health effects.  Drinking water that meets the EPA
standard is associated with little to none of this risk and is
considered safe with respect to o-dichlorobenzene.
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(33) cis-1,2-Dichloroethylene.  The United States Environmental
Protection Agency (EPA) establishes drinking water standards and has
determined that cis-1,2-dichloroethylene is a health concern at certain
levels of exposure.  This organic chemical is used as a solvent and
intermediate in chemical production.  It generally gets into water by
improper waste disposal.  This chemical has been shown to damage the
liver, nervous system, and circulatory system of laboratory animals such
as rats and mice when exposed at high levels over their lifetimes.  Some
humans who were exposed to relatively large amounts of this chemical
also suffered damage to the nervous system.  EPA has set the drinking
water standard for cis-1,2-dichloroethylene at 0.07 parts per million
(ppm) to protect against the risk of these adverse health effects. 
Drinking water that meets the EPA standard is associated with little to
none of this risk and is considered safe with respect to
cis-1,2-dichloroethylene.

(34) trans-1,2-Dichloroethylene.  The United States Environmental
Protection Agency (EPA) establishes drinking water standards and has
determined that trans-1,2-dichloroethylene is a health concern at
certain levels of exposure.  This organic chemical is used as a solvent
and intermediate in chemical production.  It generally gets into water
by improper waste disposal.  This chemical has been shown to damage the
liver, nervous system, and the circulatory system of laboratory animals
such as rats and mice when exposed at high levels over their lifetimes.
Some humans who were exposed to relatively large amounts of this
chemical also suffered damage to the nervous system.  EPA has set
drinking water standard for trans-1,2-dichloroethylene at 0.1 parts per
million (ppm) to protect against the risk of these adverse health
effects.  Drinking water that meets the EPA standard is associated with
little to none of this risk and is considered safe with respect to
trans-1,2-dichloroethylene.

(35) 1,2-Dichloropropane.  The United States Environmental Protection
Agency (EPA) sets drinking water standards and has determined that
1,2-dichloropropane is a health concern at certain levels of exposure. 
This organic chemical is used as a solvent and pesticide.  When soil and
climatic conditions are favorable, 1,2-dichloropropane may get into
drinking water by runoff into surface water or by leaching into ground
water.  It may also get into drinking water through improper waste
disposal.  This chemical has been shown to cause cancer in laboratory
animals such as rats and mice when the animals are exposed at high
levels over their lifetimes.  Chemicals that cause cancer in laboratory
animals also may increase the risk of cancer in humans who are exposed
over long periods of time.  EPA has set the drinking water standard for
1,2-dichloropropane at 0.005 parts per million (ppm) to reduce the risk
of cancer or other adverse health effects which have been observed in
laboratory animals.  Drinking water that meets the EPA standard is
associated with little to none of this risk and is considered safe with
respect to 1,2-dichloropropane.

(36) 2,4-D.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that 2,4-D is a health
concern at certain levels of exposure.  This organic chemical is used as
a herbicide and to control algae in reservoirs.  When soil and climatic
conditions are favorable, 2,4-D may get into drinking water by runoff
into surface water or by leaching into ground water.  This chemical has
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been shown to damage the liver and kidney of laboratory animals such as
rats exposed at high levels during their lifetimes.  Some humans who
were exposed to relatively large amounts of this chemical also suffered
damage to the nervous system.  EPA has set the drinking water standard
for 2,4-D at 0.07 parts per million (ppm) to protect against the risk of
these adverse health effects.  Drinking water that meets the EPA
standard is associated with little to none of this risk and is
considered safe with respect to 2,4-D.

(37) Epichlorohydrin.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that
epichlorohydrin is a health concern at certain levels of exposure. 
Polymers made from epichlorohydrin are sometimes used in the treatment
of water supplies as a flocculent to remove particulates. 
Epichlorohydrin generally gets into drinking water by improper use of
these polymers.  This chemical has been shown to cause cancer in
laboratory animals such as rats and mice when the animals are exposed at
high levels over their lifetimes.  Chemicals that cause cancer in
laboratory animals also may increase the risk of cancer in humans who
are exposed over long periods of time.  EPA has set the drinking water
standard for epichlorohydrin using a treatment technique to reduce the
risk of cancer or other adverse health effects which have been observed
in laboratory animals.  This treatment technique limits the amount of
epichlorohydrin in the polymer and the amount of the polymer which may
be added to drinking water as a flocculent to remove particulates. 
Drinking water systems which comply with this treatment technique have 
little to no risk and are considered safe with respect to
epichlorohydrin.

(38) Ethylbenzene.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined ethylbenzene is a
health concern at certain levels of exposure.  This organic chemical is
a major component of gasoline.  It generally gets into water by improper
waste disposal or leaking gasoline tanks.  This chemical has been shown
to damage the kidney, liver, and nervous system of laboratory animals
such as rats exposed to high levels during their lifetimes.  EPA has set
the drinking water standard for ethylbenzene at 0.7 parts per million
(ppm) to protect against the risk of these adverse health effects. 
Drinking water that meets the EPA standard is associated with little to
none of this risk and is considered safe with respect to ethylbenzene.

(39) Ethylene dibromide (EDB).  The United States Environmental
Protection Agency (EPA) sets drinking water standards and has determined
that EDB is a health concern at certain levels of exposure.  This
organic chemical was once a popular pesticide.  When soil and climatic
conditions are favorable, EDB may get into drinking water by runoff into
surface water or by leaching into ground water.  This chemical has been
shown to cause cancer in laboratory animals such as rats and mice when
the animals are exposed at high levels over their lifetimes.  Chemicals
that cause cancer in laboratory animals also may increase the risk of
cancer in humans who are exposed over long periods of time.  EPA has set
the drinking water standard for EDB at 0.00005 part per million (ppm) to
reduce the risk of cancer or other adverse health effects which have
been observed in laboratory animals.  Drinking water that meets this
standard is associated with little to none of this risk and is
considered safe with respect to EDB.  The director, however, has deemed
that further protection is warranted and has set the MCL at .00004 ppm.
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(40) Heptachlor.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that heptachlor is a
health concern at certain levels of exposure.  This organic chemical was
once a popular pesticide.  When soil and climatic conditions are
favorable, heptachlor may get into drinking water by runoff into surface
water or by leaching into ground water.  This chemical has been shown to
cause cancer in laboratory animals such as rats and mice when the
animals are exposed at high levels over their lifetimes.  Chemicals that
cause cancer in laboratory animals also may increase the risk of cancer
in humans who are exposed over long periods of time.  EPA has set the
drinking water standards for heptachlor at 0.0004 parts per million
(ppm) to reduce the risk of cancer or other adverse health effects which
have been observed in laboratory animals.  Drinking water that meets
this standard is associated with little to none of this risk and is
considered safe with respect to heptachlor.

(41) Heptachlor epoxide.  The United States Environmental Protection
Agency (EPA) sets drinking water standards and has determined that
heptachlor epoxide is a health concern at certain levels of exposure. 
This organic chemical was once a popular pesticide.  When soil and
climatic conditions are favorable, heptachlor epoxide may get into
drinking water by runoff into surface water or by leaching into ground
water.  This chemical has been shown to cause cancer in laboratory
animals such as rats and mice when the animals are exposed at high
levels over their lifetimes.  Chemicals that cause cancer in laboratory
animals also may increase the risk of cancer in humans who are exposed
over long periods of time.  EPA has set the drinking water standards for
heptachlor epoxide at 0.0002 parts per million (ppm) to reduce the risk
of cancer or other adverse health effects which have been observed in
laboratory animals.  Drinking water that meets this standard is
associated with little to none of this risk and is considered safe with
respect to heptachlor epoxide.

(42) Lindane.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that lindane is a health
concern at certain levels of exposure.  This organic chemical is used as
a pesticide.  When soil and climatic conditions are favorable, lindane
may get into drinking water by runoff into surface water or by leaching
into ground water.  This chemical has been shown to damage the liver,
kidney, nervous system, and immune system of laboratory animals such as
rats, mice and dogs exposed at high levels during their lifetimes.  Some
humans who were exposed to relatively large amounts of this chemical
also suffered damage to the nervous system and circulatory system.  EPA
has established the drinking water standard for lindane at 0.0002 part
per million (ppm) to protect against the risk of these adverse health
effects.  Drinking water that meets the EPA standard is associated with
little to none of this risk and is considered safe with respect to
lindane.

(43) Methoxychlor.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that methoxychlor
is a health concern at certain levels of exposure.  This organic
chemical is used as a pesticide.  When soil and climatic conditions are
favorable, methoxychlor may get into drinking water by runoff into
surface water or by leaching into ground water.  This chemical has been
shown to damage the liver, kidney, nervous system, and reproductive
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system of laboratory animals such as rats exposed at high levels during
their lifetimes.  It has also been shown to produce growth retardation
in rats.  EPA has set the drinking water standard for methoxychlor at
0.04 parts per million (ppm) to protect against the risk of these
adverse health effects.  Drinking water that meets the EPA standard is
associated with little none of this risk and is considered safe with
respect to methoxychlor.  

(44) Monochlorobenzene.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that
monochlorobenzene is a health concern at certain levels of exposure. 
This organic chemical is used as a solvent.  It generally gets into
water by improper waste disposal.  This chemical has been shown to
damage the liver, kidney and nervous system of laboratory animals such
as rats and mice exposed to high levels during their lifetimes.  EPA has
set the drinking water standard for monochlorobenzene at 0.1 parts per
million (ppm) to protect against the risk of these adverse health
effects.  Drinking water that meets the EPA standard is associated with
little to none of this risk and is considered safe with respect to
monochlorobenzene.

(45) Polychlorinated biphenyls (PCBs).  The United States Environmental
Protection Agency (EPA) sets drinking water standards and has determined
that polychlorinated biphenyls (PCBs) are a health concern at certain
levels of exposure.  These organic chemicals were once widely used in
electrical transformers and other industrial equipment.  They generally
get into drinking water by improper waste disposal or leaking electrical
industrial equipment.  This chemical has been shown to cause cancer in
laboratory animals such as rats and mice when the animals are exposed at
high levels over their lifetimes.  Chemicals that cause cancer in
laboratory animals also may increase the risk of cancer in humans who
are exposed over long periods of time.  EPA has set the drinking water
standard for PCBs at 0.0005 parts per million (ppm) to reduce the risk
of cancer or other adverse health effects which have been observed in
laboratory animals.  Drinking water that meets this standard is
associated with little to none of this risk and is considered safe with
respect to PCBs.

(46) Pentachlorophenol.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that
pentachlorophenol is a health concern at certain levels of exposure. 
This organic chemical is used as a wood preservative, herbicide,
disinfectant, and defoliant.  It generally gets into drinking water by
runoff into surface water or leaching into ground water.  This chemical
has been shown to produce adverse reproductive effects and to damage the
liver and kidneys of laboratory animals such as rats exposed to high
levels during their lifetimes.  Some humans who were exposed to
relatively large amounts of this chemical also suffered damage to the
liver and kidneys.  This chemical has been shown to cause cancer in
laboratory animals such as rats and mice when the animals are exposed to
high levels over their lifetimes.  Chemicals that cause cancer in
laboratory animals also may increase the risk of cancer in humans who
are exposed over long periods of time.  EPA has set the drinking water
standard for pentachlorophenol at 0.001 parts per million (ppm) to
protect against the risk of cancer or other adverse health effects. 
Drinking water that meets the EPA standard is associated with little to
none of this risk and is considered safe with respect to
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pentachlorophenol.

(47) Styrene.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that styrene is a health
concern at certain levels of exposure.  This organic chemical is
commonly used to make plastics and is sometimes a component of resins
used for drinking water treatment.  Styrene may get into drinking water
from improper waste disposal.  This chemical has been shown to damage
the liver and nervous system in laboratory animals when exposed at high
levels during their lifetimes.  EPA has set the drinking water standard
for styrene at 0.1 part per million (ppm) to protect against the risk of
these adverse health effects.  Drinking water that meets the EPA
standard is associated with little to none of this risk and is
considered safe with respect to styrene.

(48) Tetrachloroethylene.  The United States Environmental Protection
Agency (EPA) sets drinking water standards and has determined that
tetrachloroethylene is a health concern at certain levels of exposure. 
This organic chemical has been a popular solvent, particularly for dry
cleaning.  It generally gets into drinking water by improper waste
disposal.  This chemical has been shown to cause cancer in laboratory
animals such as rats and mice when the animals are exposed at high
levels over their lifetimes.  Chemicals that cause cancer in laboratory
animals also may increase the risk of cancer in humans who are exposed
over long periods of time.  EPA has set the drinking water standard for
tetrachloroethylene at 0.005 parts per million (ppm) to reduce the risk
of cancer or other adverse health effects which have been observed in
laboratory animals.  Drinking water that meets this standard is
associated with little to none of this risk and is considered safe with
respect to tetrachloroethylene.

(49) Toluene.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that toluene is a health
concern at certain levels of exposure.  This organic chemical is used as
a solvent and in the manufacture of gasoline for airplanes.  It
generally gets into water by improper waste disposal or leaking
underground storage tanks.  This chemical has been shown to damage the
kidney, nervous system, and circulatory system of laboratory animals
such as rats and mice exposed to high levels during their lifetimes. 
Some industrial workers who were exposed to relatively large amounts of
this chemical during working careers also suffered damage to the liver,
kidney and nervous system. EPA has set the drinking water standard for
toluene at 1 part per million (ppm) to protect against the risk of
adverse health effects.  Drinking water that meets the EPA standard is
associated with little to none of this risk and is considered safe with
respect to toluene.

(50) Toxaphene.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that toxaphene is a
health concern at certain levels of exposure.  This organic chemical was
once a pesticide widely used on cotton, corn, soybeans, pineapples and
other crops.  When soil and climatic conditions are favorable, toxaphene
may get into drinking water by runoff into surface water or by leaching
into ground water.  This chemical has been shown to cause cancer in
laboratory animals such as rats and mice when the animals are exposed at
high levels over their lifetimes.  Chemicals that cause cancer in
laboratory animals also may increase the risk of cancer in humans who
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are exposed over long periods of time.  EPA has set the drinking water
standard for toxaphene at 0.003 parts per million (ppm) to reduce the
risk of cancer or other adverse health effects which have been observed
in laboratory animals.  Drinking water that meets this standard is
associated with little to none of this risk and is considered safe with
respect to toxaphene.

(51) 2,4,5-TP.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that 2,4,5-TP is a
health concern at certain levels of exposure.  This organic chemical is
used as a herbicide.  When soil and climatic conditions are favorable,
2,4,5-TP may get into drinking water by runoff into surface water or by
leaching into ground water.  This chemical has been shown to damage the
liver and kidney of laboratory animals such as rats and dogs exposed to
high levels during their lifetimes.  Some industrial workers who were
exposed to relatively large amounts of this chemical during working
careers also suffered damage to the nervous system.  EPA has set the
drinking water standard for 2,4,5-TP at 0.05 part per million (ppm) to
protect against the risk of these adverse health effects.  Drinking
water that meets the EPA standard is associated with little to none of
this risk and is considered safe with respect to 2,4,5-TP.

(52) Xylenes.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that xylene is a health
concern at certain levels of exposure.  This organic chemical is used in
the manufacture of gasoline for airplanes and as a solvent for
pesticides, and as a cleaner and degreaser of metals.  It usually gets
into water by improper waste disposal.  This chemical has been shown to
damage the liver, kidney and nervous system of laboratory animals such
as rats and dogs exposed to high levels during their lifetimes.  Some
humans who were exposed to relatively large amounts of this chemical
also suffered damage to the nervous system.  EPA has set the drinking
water standard for xylene at 10 parts per million (ppm) to protect
against the risk of these adverse health effects.  Drinking water that
meets the EPA standard is associated with little to none of this risk
and is considered safe with respect to xylene.

(53) Antimony.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that antimony is a
health concern at certain levels of exposure.  This inorganic chemical
occurs naturally in soils, ground water and surface waters and is often
used in the flame retardant industry.  It is also used in ceramics,
glass, batteries, fireworks and explosives.  It may get into drinking
water through natural weathering of rock, industrial production,
municipal waste disposal or manufacturing processes.  This chemical has
been shown to decrease longevity, and altered blood levels of
cholesterol and glucose in laboratory animals such as rats exposed to
high levels during their lifetimes.  EPA has set the drinking water
standard for antimony at 0.006 parts per million (ppm) to protect
against the risk of these adverse health effects.  Drinking water which
meets the EPA standard is associated with little to none of this risk
and should be considered safe with respect to antimony.
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(54) Beryllium.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that beryllium is a
health concern at certain levels of exposure.  This inorganic metal
occurs naturally in soils, ground water and surface waters and is often
used in electrical equipment and electrical components.  It generally
gets into water from runoff from mining operations, discharge from
processing plants and improper waste disposal.  Beryllium compounds have
been associated with damage to the bones and lungs and induction of
cancer in laboratory animals such as rats and mice when the animals are
exposed at high levels over their lifetimes.  There is limited evidence
to suggest that beryllium may pose a cancer risk via drinking water
exposure.  Therefore, EPA based the health assessment on noncancer
effects with an extra uncertainty factor to account for possible
carcinogenicity.  Chemicals that cause cancer in laboratory animals also
may increase the risk of cancer in humans who are exposed over long
periods of time.  EPA has set the drinking water standard for beryllium
at 0.004 parts per million (ppm) to protect against the risk of these
adverse health effects.  Drinking water which meets the EPA standard is
associated with little to none of this risk and should be considered
safe with respect to beryllium.

(55) Cyanide.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that cyanide is a health
concern at certain levels of exposure.  This inorganic chemical is used
in electroplating, steel processing, plastics, synthetic fabrics and
fertilizer products.  It usually gets into water as a result of improper
waste disposal.  This chemical has been shown to damage the spleen,
brain and liver of humans fatally poisoned with cyanide.  EPA has set
the drinking water standard for cyanide at 0.2 parts per million (ppm)
to protect against the risk of these adverse health effects.  Drinking
water which meets the EPA standard is associated with little to none of
this risk and should be considered safe with respect to cyanide.

(56) Nickel.  (Reserved)

(57) Thallium.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that thallium is a
health concern at certain high levels of exposure.  This inorganic metal
is found naturally in soils and is used in electronics, pharmaceuticals,
and the manufacture of glass and alloys.  This chemical has been shown
to damage the kidney, liver, brain and intestines of laboratory animals
when the animals are exposed at high levels over their lifetimes.  EPA
has set the drinking water standard for thallium at 0.002 parts per
million (ppm) to protect against the risk of these adverse health
effects.  Drinking water which meets the EPA standard is associated with
little to none of this risk and should be considered safe with respect
to thallium.

(58) Benzo(a)pyrene.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that
benzo(a)pyrene is a health concern at certain levels of exposure. 
Cigarette smoke and charbroiled meats are common sources of general
exposure.  The major source of benzo(a)pyrene in drinking water is the
leaching from coal tar lining and sealants in water storage tanks.  This
chemical has been shown to cause cancer in animals such as rats and mice
when the animals are exposed at high levels.  EPA has set the drinking
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water standard for benzo(a)pyrene at 0.0002 parts per million (ppm) to
protect against the risk of cancer.  Drinking water which meets the EPA
standard is associated with little to none of this risk and should be
considered safe with respect to benzo(a)pyrene.

(59) Dalapon.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that dalapon is a health
concern at certain levels of exposure.  This organic chemical is a
widely used herbicide.  It may get into drinking water after application
to control grasses in crops, drainage ditches and along railroads.  This
chemical has been shown to cause damage to the kidney and liver in
laboratory animals when the animals are exposed to high levels over
their lifetimes.  EPA has set the drinking water standard for dalapon at
0.2 parts per million (ppm) to protect against the risk of these adverse
health effects.  Drinking water which meets the EPA standard is
associated with little to none of this risk and should be considered
safe with respect to dalapon.

(60) Dichloromethane.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that
dichloromethane (methylene chloride) is a health concern at certain
levels of exposure.  This organic chemical is a widely used solvent.  It
is used in the manufacture of paint remover, as a metal degreaser and as
an aerosol propellant.  It generally gets into drinking water after
improper discharge of waste disposal.  This chemical has been shown to
cause cancer in laboratory animals such as rats and mice when the
animals are exposed at high levels over their lifetimes.  Chemicals that
cause cancer in laboratory animals also may increase the risk of cancer
in humans who are exposed over long periods of time.  EPA has set the
drinking water standard for dichloromethane at 0.005 parts per million
(ppm) to reduce the risk of cancer or other adverse health effects which
have been observed in laboratory animals.  Drinking water which meets
this standard is associated with little to none of this risk and should
be considered safe with respect to dichloromethane.

(61) Di(2-ethylhexyl)adipate.  The United States Environmental Protection
Agency (EPA) sets drinking water standards and has determined that
di(2-ethylhexyl)adipate is a health concern at certain levels of
exposure.  Di(2-ethylhexyl)adipate is a widely used plasticizer in a
variety of products, including synthetic rubber, food packaging
materials and cosmetics.  It may get into drinking water after improper
waste disposal.  This chemical has been shown to damage liver and testes
in laboratory animals such as rats and mice exposed to high levels.  EPA
has set the drinking water standard for di(2-ethylhexyl)adipate at 0.4
parts per million (ppm) to protect against the risk of adverse health
effects.  Drinking water which meets the EPA standard is associated with
little to none of this risk and should be considered safe with respect
to di(2-ethylhexyl)adipate.

(62) Di(2-ethylhexyl)phthalate.  The United States Environmental
Protection Agency (EPA) sets drinking water standards and has determined
that di(2-ethylhexyl)phthalate is a health concern at certain levels of
exposure.  Di(2-ethylhexyl)phthalate is a widely used plasticizer, which
is primarily used in the production of polyvinyl chloride (PVC) resins.
It may get into drinking water after improper waste disposal.  This
chemical has been shown to cause cancer in laboratory animals such as
rats and mice exposed to high levels over their lifetimes.  EPA has set
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the drinking water standard for di(2-ethylhexyl)phthalate at 0.006 parts
per million (ppm) to reduce the risk of cancer of other adverse health
effects which have been observed in laboratory animals.  Drinking water
which meets the EPA standard is associated with little to none of this
risk and should be considered safe with respect to
di(2-ethylhexyl)phthalate.

(63) Dinoseb.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that dinoseb is a health
concern at certain levels of exposure.  Dinoseb is a widely used
pesticide and generally gets into drinking water after application on
orchards, vineyards and other crops.  This chemical has been shown to
damage the thyroid and reproductive organs in laboratory animals such as
rats exposed to high levels.  EPA has set the drinking water standard
for dinoseb at 0.007 parts per million (ppm) to protect against the risk
of adverse health effects.  Drinking water which meets the EPA standard
is associated with little to none of this risk  and should be considered
safe with respect to dinoseb.

(64) Diquat.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that diquat is a health
concern at certain levels of exposure.  This organic chemical is a
herbicide used to control terrestrial and aquatic weeds.  It may get
into drinking water by runoff into surface water.  This chemical has
been shown to damage the liver, kidney and gastrointestinal tract and
causes cataract formation in laboratory animals such as dogs and rats
exposed at high levels over their lifetimes.  EPA has set the drinking
water standard for diquat at 0.02 parts per million (ppm) to protect
against the risk of these adverse health effects.  Drinking water which
meets the EPA standard is associated with little to none of this risk
and should be considered safe with respect to diquat.

(65) Endothall.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that endothall is a
health concern at certain levels of exposure.  This organic chemical is
a herbicide used to control terrestrial and aquatic weeds.  It may get
into water by runoff into surface water.  This chemical has been shown
to damage the liver, kidney, gastrointestinal tract and reproductive
system of laboratory animals such as rats and mice exposed at high
levels over their lifetimes.  EPA has set the drinking water standard
for endothall at 0.1 parts per million (ppm) to protect against the risk
of these adverse health effects.  Drinking water which meets the EPA
standard is associated with little to none of this risk and should be
considered safe with respect to endothall.

(66) Endrin.  The United States Environmental Protection Agency (EPA) sets
drinking water standards and has determined that endrin is a health
concern at certain levels of exposure.  This organic chemical is a
pesticide no longer registered for use in the United States.  However,
this chemical is persistent in treated soils and accumulates in
sediments and aquatic and terrestrial biota.  This chemical has been
shown to cause damage to the liver, kidney and heart in laboratory
animals such as rats and mice when the animals are exposed at high
levels over their lifetimes.  EPA has set the drinking water standard
for endrin at 0.002 parts per million (ppm) to protect against the risk
of these adverse health effects which have been observed in laboratory
animals.  Drinking water which meets the EPA standard is associated with
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little to none of this risk and should be considered safe with respect
to endrin.

(67) Glyphosate.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that glyphosate is a
health concern at certain levels of exposure.  This organic chemical is
a herbicide used to control grasses and weeds.  It may get into drinking
water by runoff into surface water.  This chemical has been shown to
cause damage to the liver and kidneys in laboratory animals such as rats
and mice when the animals are exposed at high levels over their
lifetimes.  EPA has set the drinking water standard for glyphosate at
0.7 parts per million (ppm) to protect against the risk of these adverse
health effects.  Drinking water which meets the EPA standard is
associated with little to none of this risk and should be considered
safe with respect to glyphosate.

(68) Hexachlorobenzene.  The United States Environmental Protection Agency
(EPA) sets drinking water standards and has determined that
hexachlorobenzene is a health concern at certain levels of exposure. 
This organic chemical is produced as an impurity in the manufacture of
certain solvents and pesticides.  This chemical has been shown to cause
cancer in laboratory animals such as rats and mice when the animals are
exposed to high levels during their lifetimes.  Chemicals that cause
cancer in laboratory animals also may increase the risk of cancer in
humans who are exposed over long periods of time.  EPA has set the
drinking water standard for hexachlorobenzene at 0.001 parts per million
(ppm) to protect against the risk of cancer and other adverse health
effects.  Drinking water which meets the EPA standard is associated with
little to none of this risk and should be considered safe with respect
to hexachlorobenzene.

(69) Hexachlorocyclopentadiene.  The United States Environmental
Protection Agency (EPA) establishes drinking water standards and has
determined that hexachlorocyclopentadiene is a health concern at certain
levels of exposure.  This organic chemical is used as an intermediate in
the manufacture of pesticides and flame retardants.  It may get into
water by discharge from production facilities.  This chemical has been
shown to damage the kidney and the stomach of laboratory animals when
exposed at high levels over their lifetimes.  EPA has set the drinking
water standard for hexachlorocyclopentadiene at 0.05 parts per million
(ppm) to protect against the risk of these adverse health effects. 
Drinking water which meets the EPA standard is associated with little to
none of this risk and should be considered safe with respect to
hexachlorocyclopentadiene.

(70) Oxamyl.  The United States Environmental Protection Agency (EPA)
establishes drinking water standards and has determined that oxamyl is a
health concern at certain levels of exposure.  This organic chemical is
used as a pesticide for the control of insects and other pests.  It may
get into drinking water by runoff into surface water or leaching into
ground water.  This chemical has been shown to damage the kidneys of
laboratory animals such as rats when exposed at high levels over their
lifetimes.  EPA has set the drinking water standard for oxamyl at 0.2
parts per million (ppm) to protect against the risk of these adverse
health effects.  Drinking water which meets the EPA standard is
associated with little to none of this risk and should be considered
safe with respect to oxamyl.
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(71) Picloram.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that picloram is a
health concern at certain levels of exposure.  This organic chemical is
used as a pesticide for broadleaf weed control.  It may get into
drinking water by runoff into surface water or leaching into ground
water as a result of pesticide application and improper waste disposal.
This chemical has been shown to cause damage to the kidneys and liver in
laboratory animals such as rats when the animals are exposed at high
levels over their lifetimes.  EPA has set the drinking water standard
for picloram at 0.5 parts per million (ppm) to protect against the risk
of these adverse health effects.  Drinking water which meets the EPA
standard is associated with little to none of this risk and should be
considered safe with respect to picloram.

(72) Simazine.  The United States Environmental Protection Agency (EPA)
sets drinking water standards and has determined that simazine is a
health concern at certain levels of exposure.  This organic chemical is
a herbicide used to control annual grasses and broadleaf weeds.  It may
leach into ground water or runs off into surface water after
application.  This chemical may cause cancer in laboratory animals such
as rats and mice exposed at high levels during their lifetimes. 
Chemicals that cause cancer in laboratory animals also may increase the
risk of cancer in humans who are exposed over long periods of time.  EPA
has set the drinking water standard for simazine at 0.004 parts per
million (ppm) to reduce the risk of cancer or other adverse health
effects.  Drinking water which meets the EPA standard is associated with
little to none of this risk and should be considered safe with respect
to simazine.

(73) 1,2,4-Trichlorobenzene.  The United States Environmental Protection
Agency (EPA) sets drinking water standards and has determined that
1,2,4-trichlorobenzene is a health concern at certain levels of
exposure.  This organic chemical is used as a dye carrier and as a
precursor in herbicide manufacture.  It generally gets into drinking
water by discharges from industrial activities.  This chemical has been
shown to cause damage to several organs, including the adrenal glands. 
EPA has set the drinking water standard for 1,2,4-trichlorobenzene at
0.07 parts per million (ppm) to protect against the risk of these
adverse health effects.  Drinking water which meets the EPA standard is
associated with little to none of this risk and should be considered
safe with respect to 1,2,4-trichlorobenzene.

(74) 1,1,2-Trichloroethane.  The United States Environmental Protection
Agency (EPA) sets drinking water standards and has determined that
1,1,2-trichloroethane is a health concern at certain levels of exposure.
This organic chemical is an intermediate in the production of
1,1-dichlorothylene.  It generally gets into water by industrial
discharge of wastes.  This chemical has been shown to damage the kidney
and liver of laboratory animals such as rats exposed to high levels
during their lifetimes.  EPA has set the drinking water standard for
1,1,2-trichloroethane at 0.005 parts per million (ppm) to protect
against the risk of these adverse health effects.  Drinking water which
meets the EPA standard is associated with little to none of this risk
and should be considered safe with respect to 1,1,2-trichloroethane.

(75) 2,3,7,8-TCDD (Dioxin).  The United States Environmental Protection
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Agency (EPA) sets drinking water standards and has determined that
dioxin is a health concern at certain levels of exposure.  This organic
chemical is an impurity in the production of some pesticides.  It may
get into drinking water by industrial discharge of wastes.  This
chemical has been shown to cause cancer in laboratory animals such as
rats and mice when the animals are exposed at high levels over their
lifetimes.  Chemicals that cause cancer in laboratory animals also may
increase the risk of cancer in humans who are exposed over long periods
of time.  EPA has set the drinking water standard for dioxin at
0.00000003 parts per million (ppm) to reduce the risk of cancer or other
adverse health effects which have been observed in laboratory animals. 
Drinking water which meets the EPA standard is associated with little to
none of this risk and should be considered safe with respect to dioxin. 

(76) 1,2,3-Trichloropropane (TCP).  The Department of Health has
determined that TCP is a health concern at certain levels of exposure. 
This organic chemical is a by-product of the pesticide
1,3-dichloropropene, which replaced dibromochloropropane (DBCP) as a
soil fumigant.  It was also an added ingredient in some brands of
gasoline.  When soil and climatic conditions are favorable, TCP residues
in soil may eventually be leached into ground water by rains.  This
chemical has been shown to cause cancer in laboratory animals such as
rats and mice when the animals are exposed at high levels over their
lifetimes.  Therefore, to be the most protective of public health, a
chemical that causes cancer in laboratory animals is regarded as if it
could also increase the risk of cancer in humans who are exposed over
long periods of time.  The DOH has set the drinking water standard for
TCP at 0.0008 parts per million (ppm) to reduce the risk of cancer or
other adverse health effects which have been observed in laboratory
animals.  Drinking water that meets the state standard is associated
with insignificant or no risk and is considered safe with respect to
TCP.


